“Calhoun 


Institutional Archive of the Naval Postgraduate School 





Calhoun: The NPS Institutional Archive 
DSpace Repository 


Theses and Dissertations 1. Thesis and Dissertation Collection, all items 


2008-09 


Fault tolerant microcontroller for the 
configurable Fault Tolerant Processor 


Dwiggins, David E. 


Monterey, California. Naval Postgraduate School 


http://hdl.handle.net/10945/3989 


Downloaded from NPS Archive: Calhoun 


Calhoun is the Naval Postgraduate School's public access digital repository for 


\§ D U DL EY research materials and institutional publications created by the NPS community. 
«iis Calhoun is named for Professor of Mathematics Guy K. Calhoun, NPS's first 


NY KNOX appointed -- and published -- scholarly author. 


LIBRARY Dudley Knox Library / Naval Postgraduate School 
411 Dyer Road / 1 University Circle 


http://www.nps.edu/library Monterey, California USA 93943 





NAVAL 
POSTGRADUATE 
SCHOOL 


MONTEREY, CALIFORNIA 


THESIS 


FAULT TOLERANT MICROCONTROLLER FOR THE 
CONFIGURABLE FAULT TOLERANT PROCESSOR 


by 


David Dwiggins Jr. 


September 2008 


Thesis Co-Advisors: Herschel H. Loomis Jr. 
Alan A. Ross 





Approved for public release; distribution is unlimited 


THIS PAGE INTENTIONALLY LEFT BLANK 


EEPOR DDO Cen CIONE DCE 


Public reporting burden for this collection of information is estimated to average | hour per response, including the time for reviewing instruction, 
searching existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send 
comments regarding this burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to 
Washington headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson Davis Highway, Suite 1204, Arlington, VA 
22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project (0704-0188) Washington DC 20503. 


1. AGENCY USE ONLY (Leave blank) 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED 
September 2008 Master’s Thesis 

4. TITLE AND SUBTITLE Fault Tolerant Microcontroller for the Configurable 5. FUNDING NUMBERS 

Fault Tolerant Processor 


6. AUTHOR(S) David E. Dwiggins Jr. 


7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 8. PERFORMING ORGANIZATION 
Naval Postgraduate School REPORT NUMBER 
Monterey, CA 93943-5000 


9. SPONSORING /MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSORING/MONITORING 
N/A AGENCY REPORT NUMBER 


11. SUPPLEMENTARY NOTES The views expressed in this thesis are those of the author and do not reflect the official policy 
or position of the Department of Defense or the U.S. Government. 


12a. DISTRIBUTION / AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE 
Approved for public release; distribution is unlimited 


13. ABSTRACT (maximum 200 words) 


In this thesis, the design of a fault tolerant microcontroller for the Configurable Fault Tolerant Processor is 
presented. The Configurable Fault Tolerant processor is a spaceborne Field Programmable Gate Array experiment 
platform susceptible to Single Event Upsets. Fault tolerance is needed to control the experiment in higher radiation 
orbits and the microcontroller will offer enhanced functionality for experiments. The 16-bit microcontroller is 
contained within the resources of a single Field Programmable Gate Array. It includes RAM, microprocessor, FPGA 
configuration and configuration scrubbing modules, PC/104 interface module, and fault detection and correction 
capabilities. Fault tolerance is implemented via triple modular redundancy and Hamming error correction coding. 
Complete source code for the microcontroller and C-based compilation tools are included as appendices. 


14. SUBJECT TERMS 15. NUMBER OF 
Single Event Upset (SEU), Field Programmable Gate Array (FPGA), Configurable Fault Tolerant PAGES 
Processor (CFTP), Triple Modular Redundancy (TMR) 225 


16. PRICE CODE 


17. SECURITY 18. SECURITY 19. SECURITY 20. LIMITATION OF 
CLASSIFICATION OF CLASSIFICATION OF THIS CLASSIFICATION OF ABSTRACT 
REPORT PAGE ABSTRACT 

Unclassified Unclassified Unclassified UU 


NSN 7540-01-280-5500 Standard Form 298 (Rev. 2-89) 
Prescribed by ANSI Std. 239-18 





THIS PAGE INTENTIONALLY LEFT BLANK 


ll 


Approved for public release; distribution is unlimited 


FAULT TOLERANT MICROCONTROLLER FOR THE CONFIGURABLE 
FAULT TOLERANT PROCESSOR 


David E. Dwiggins Jr. 
Lieutenant, United States Navy 
B.S., Carnegie Mellon University, 1993 


Submitted in partial fulfillment of the 
requirements for the degree of 


MASTER OF SCIENCE IN ELECTRICAL ENGINEERING 


from the 


NAVAL POSTGRADUATE SCHOOL 


September 2008 
Author: David E. Dwiggins Jr. 
Approved by: Herschel H. Loomis Jr. 


Thesis Co-Advisor 


Alan A. Ross 
Thesis Co-Advisor 


Jeffrey B. Knorr 
Chairman, Department of Electrical and Computer Engineering 


ili 


THIS PAGE INTENTIONALLY LEFT BLANK 


iv 


ABSTRACT 


In this thesis, the design of a fault tolerant microcontroller for the Configurable 
Fault Tolerant Processor is presented. The Configurable Fault Tolerant processor is a 
spaceborne Field Programmable Gate Array experiment platform susceptible to Single 
Event Upsets. Fault tolerance is needed to control the experiment in higher radiation 
orbits and the microcontroller will offer enhanced functionality for experiments. The 16- 
bit microcontroller is contained within the resources of a single Field Programmable Gate 
Array. It includes RAM, microprocessor, FPGA configuration and configuration 
readback modules, PC/104 interface module, and fault detection and correction 
capabilities. Fault tolerance is implemented via triple modular redundancy and Hamming 
error correction coding. Complete source code for the microcontroller and C-based 


compilation tools are included as appendices. 
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XIV 


EXECUTIVE SUMMARY 


Spaceborne computer hardware is faced with many challenges. One is the 
inability to alter hardware as mission needs change after initial system deployment. The 
use of Field Programmable Gate Arrays (FPGA)s offers an alternative to conventional 
fixed-function hardware and allows for reconfiguration in orbit. Another problem with 
computer hardware in space is the effect from cosmic radiation that causes Single Event 
Upsets (SEU)s. SEUs are routinely countered via fault tolerant techniques such as Triple 
Modular Redundancy (TMR) and Error Correction Coding (ECC). The reconfigurability 
of FPGAs comes with a cost; SEUs in FPGAs can cause not only data errors that would 
exist in conventional fixed function designs but can also affect configuration memory and 


could potentially alter hardware function. 


The Configurable Fault Tolerant Processor (CFTP) was created in order to test the 
suitability of Field Programmable Gate Arrays (FPGA) in space applications. It contains 
two FPGAs and associated support hardware. One FPGA is designated the controller, 
X1, while the other is designated the experiment, X2. Besides implementing TMR and 
ECC techniques that one would use with fixed-function hardware, CFTP also implements 
configuration scrubbing. Configuration scrubbing is comparing the configuration of a 
FPGA with a stored copy and correcting the values found to be in error. CFTP is 
controlled by a PC/104 computer board which is then connected to the spacecraft 
computer for control and communication to the ground station. The FPGA controller 
design currently in use and the PC/104 computer are not fault tolerant and make CFTP 


unsuitable for deployment in high-radiation orbits. 


The objective of this thesis was to re-implement the X1 control FPGA by adding 
fault tolerance and inserting a microcontroller to manage the fixed-function blocks. Fault 
tolerance was obtained through use of TMR and ECC wherever possible. The 
microcontroller on X1 offers more flexibility in operation of CFTP, including more 


complex functionality of X1 blocks. With dedicated functional blocks, changing the way 
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they cooperate requires complex hardware changes. With a microcontroller, simply 


changing the program offers the same results with a much faster development time. 


This thesis describes the process of selecting the microcontroller, modifying it for 
fault tolerance, and changing its memory interface to best use the FPGA block RAMs. 
Two different memory options for the microcontroller are explored in detail. A software 
tool is created to load compiler output into the FPGA configuration. Additionally, error 
detection capabilities built into the TMR and ECC implementations are forwarded to a 


newly created error reporting system. 


After describing the microcontroller, this thesis discusses the alterations to 
existing functional blocks for use with the microcontroller. An interrupt controller is 
constructed to enable more efficient interrupt-driven I/O. Detailed instructions for adding 
new I/O devices to the microcontroller are given. A step-by-step guide for programming 
and loading software into the microcontroller is presented. Finally, source code for 


creating the configuration for the X1 FPGA is included. 


Early versions of the design were tested as an experiment on the CFTP hardware. 
The final version was also successfully tested on the CFTP hardware and with a software- 
based simulation tool. The result is more elaborate operations such as eliminating the 


PC/104 computer board and using X1 to format reports are now realizable. 
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XVili 


I. INTRODUCTION 


A. CFTP OBJECTIVE 


Spaceborne systems are limited to the resources present at the time of initial 
system deployment. Conventional fixed-function computer hardware is subject to 
obsolescence and offers no capability for reconfiguration if system needs change. 
Another concern facing spaceborne systems is the effect of cosmic radiation resulting in 
Single-Event Upsets (SEU) that causes errors in computer results [1]. For this reason, 
properly designed spaceborne systems must be fault tolerant. Field Programmable Gate 
Arrays (FPGA) offer a solution for providing reconfigurable hardware but with a caveat: 
their configuration is stored in Random Access Memory (RAM), increasing their 
susceptibility to SEUs and requiring specialized techniques to counter them. The 
Configurable Fault Tolerant Processor (CFTP) is a system designed specifically for the 
purpose of on-orbit testing and evaluating the reliability of instantiated reliability- 


enhanced circuits in FPGAs. 


CFTP is a project of the Space Systems Academic Group at the Naval 
Postgraduate School located in Monterey, California. It consists of two main assemblies: 
a PC/104 computer board and an experiment board. The PC/104 computer board is 
intended to control the experiment board and interface with the spacecraft for 


communication with the ground station. 


The experiment board contains two Xilinx FPGAs and various other components. 
One FPGA is designated as a controller, X1, and the other is designated the experiment, 
X2. The control FPGA controls and configures the experiment FPGA as well as handling 
communication between the experiment FPGA and the PC/104 processor board. Even 
when the experiment FPGA contains fault tolerant experiments, the current X1 design 


and the PC/104 computer board are not fault tolerant. 


A CFTP flight board was launched into a low earth orbit on March 9, 2007 aboard 
the United States Naval Academy's MidStar satellite [2]. CFTP functioned as designed 
and the platform was proven a success. The work done in this thesis is not yet 
implemented in the orbiting platform due to the lack of functional ground support to the 


MidStar satellite. 
B. RESEARCH OBJECTIVES 


The research objectives of this thesis were to redesign the processes running in 
the X1 control FPGA to include fault tolerance and to add a microcontroller to manage 
the functional blocks found within. The additional flexibility and functionality will allow 
for much more robust experiment implementations, while increased fault tolerance will 
allow for more reliable operation in higher radiation orbits. Finally, this thesis should 
serve as a reference manual for those using the revised X1 control system in future 


experiments. 
C; OVERVIEW 


Chapter II contains a brief description of CFTP hardware. Chapter III gives an 
idea of what changing to a microcontroller accomplished and how the existing hardware 
changed. Chapter IV discusses the selection of the processor used as a microcontroller 
and introduces the XSOC System-on-a-chip that was selected [3]. Chapter V details the 
methods used to implement fault tolerance, including the voter design for Triple Modular 
Redundancy (TMR). Chapter VI details the changes that were made to the XSOC SoC 
for use with CFTP. Chapter VII details the ECC memory subsystem that was designed 
for XSOC as well as a smaller-capacity TMR alternative that was not selected. Chapter 
VIII is a guide for how to add new I/O modules for use with the microcontroller. 
Chapters IX and X indicate how the existing X2 configuration and X2 configuration 
readback modules were integrated with the microcontroller. Chapter XI describes the 
error reporting subsystem and the global error-reporting bus. Chapter XII shows how the 
PC/104 interface was altered for use with the microcontroller. Chapter XIII describes the 


design of a module containing a timestamp counter, programmable timer and interrupt 
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controller. Chapter XIV contains information on how to compile and load software into 


the microcontroller. Chapter XV summarizes this thesis and suggests follow-on work. 


Appendix A contains the Verilog HDL source code used to create the 
microcontroller and sample I/O module. Appendix B contains the VHDL source code for 
modules used in the microcontroller that were modified from the previous non-fault 
tolerant version of X1. Appendix C contains the C source code used to create a format 
conversion tool necessary for the software loading process and a modified version of the 
source code used to create the XSOC runtime library. Finally, Appendix E contains the 


XSOC License Agreement. 
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I. CFTPAHARDWARE 


The CFTP hardware consists of two major assemblies: a PC/104 computer and the 


experiment board. They are connected via a 16-bit PC/104 bus. 
A. PC/104 COMPUTER 


Several different PC/104 computer boards have been used to control the various 
versions of the CFTP experiment. All use the Linux operating system and are connected 
via a PC/104 bus to the experiment board. All communication to and from the 
experiment board is done through the PC/104 computer. The PC/104 computer formats 
and forwards data to the spacecraft Command and Data Handler (CDH). Additionally, 
the PC/104 computer is responsible for loading configuration data into X1. The PC/104 
computer is not fault tolerant. The PC/104 computer board is mounted beneath the CFTP 


board in the flight assembly shown in Figure 1. 
B. EXPERIMENT BOARDS 


There are several versions of experiment boards. The description below is 
specific to the flight board except where noted. A second version has a much larger 
experiment FPGA (a Virtex-II device) and another is constructed with standard non- 
radiation-hardened parts, but the control FPGA is the same basic model in all variants. 


Figure | shows a photograph of a CFTP flight board. 


Experiment ControlFPGA EEPROM 
FPGA ~ - | 






jinn 








Flash Memory 
Figure 1. CFTP Flight Board Photograph 


The flight board contains two Xilinx Virtex XQVR-600-4CB228 radiation- 
hardened FPGAs, a Xilinx QPro XQR18V04 radiation-tolerant 4Mbit configuration 
Programmable Read-Only Memory (PROM), Intel 28F320C3 32Mbit Flash RAM and 
six Elpida HM5225405B-75 256Mbit PC133 Synchronous Dynamic Random Access 
Memories (SDRAM). 


1. Control FPGA 


This FPGA, one of two Virtex XQVR-600s on the experiment board, is directly 
connected to the PC/104 interface, the XQR18V04 configuration Flash PROM, the 


28F320C3 32Mbit Flash RAM, and the experiment FPGA. It is contained in a Ceramic 
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Quad Flat-Pack (CQFP) 228 pin package. Relevant FPGA specifications are listed in 
Table 1. The control FPGA has several functions, including communication between the 


PC/104 computer and the X2 experiment FPGA and initializing and checking the X2 











configuration. 
Equivalent 
System CLB | Logic Maximum 
Device Gates Array | Cells | Available I/O Pins Block RAM Bits 
XQVR600 | 661,111 | 48x72 ) 15,552 162 98,304 (24 4Kbit devices) 




















Table 1. XQVR-600 FPGA Specifications [4] 


2. Experiment FPGA 


This FPGA is directly connected to the control FPGA and the six Elpida 
HM5225405B-75 256Mbit PC133 SDRAMs. It is also directly connected to the Intel 
32Mbit Flash RAM. The experiment FPGA is intended to hold experiments for testing. 
The flight board also uses an XQVR-600 Virtex FPGA. As mentioned earlier, some 
versions of CFTP use a much larger Virtex II FPGA as the experiment FPGA. 


3. XQR18V04 Configuration Flash PROM 


This PROM contains the X1 Control FPGA configuration information. X1 
automatically loads the configuration at power-on as per normal Xilinx FPGA 
procedures. Most of the available 4Mbit space is used to hold X1 configuration data. 
Future projects might use the extra memory for program storage by adding the 


configuration PROM as another X1 device. 


4. Intel 28F320C3 32Mbit Flash RAM 


This RAM contains configuration information for the X2 experiment FPGA. The 
XQVR-600 FPGA requires 3,607,968 bits for a full configuration; there is enough 





storage in this device to hold nine different X2 configurations [5]. X2 is configured via a 
SelectMap configuration process implemented in a functional block in X1 and not via an 


automatic Xilinx startup process as in X1. 
5. 6 Elpida 256Mbit PC133 SDRAMs 


This SDRAM is connected to the experiment FPGA (X2) and is not directly 
accessible by X1. It has a total capacity of 192 megabytes; less capacity would be 
available for use in a fault tolerant configuration. The version of CFTP with a Virtex II 


experiment FPGA does not have SDRAM. 
C. SUMMARY 


This design was documented in theses by Ebert and Johnson [6], [7]. Flight 
experiments are described in theses by Coudeyras and Caldwell [8], [9]. Chapter III 
describes the functions that the current version of the X1 configuration performs and how 


they will be modified and enhanced with a microcontroller architecture. 


HI. MICROCONTROLLER DESIGN 


A. OBJECTIVE 


The CFTP microcontroller should implement fault tolerance in the X1 control 
FPGA as well as adding additional functionality associated with programmed code and 
software-controlled modules. While the requirement for fault tolerance is clear, the 


choice to change to a microcontroller requires more justification. 


Using programmed code gives many advantages to X1 over fixed-function 
hardware. Firstly, it allows module reuse. An interface to a device may be used for more 
than one process without hardware duplication. Secondly, with a centralized control 
structure adding additional modules only requires interfacing with the microcontroller. 
Busses and control lines between functional blocks are reduced or eliminated. 
Implementing complicated functions is made easier as programmed code requires less 
effort to develop compared with designing large state machines. Finally, using 
programmed code makes it easier to implement changes to XI's operation since 
programming in C is easier than programming in a Hardware Description Language 
(HDL). CFIP experimenters don't have to understand how all the X1 hardware 
works—only how the hardware interfaces operate with the microcontroller. The main 
disadvantage of using a microcontroller is that it will likely take more clock cycles to 


complete operations than its fixed-function HDL equivalent. 


Besides simply passing data between the PC/104 computer and X2, X1 can now 
function as a full-fledged data processing unit and perform tasks such as formatting status 
reports or implementing a full-featured communications protocol. It should even be 
possible to eliminate the PC/104 computer board and have the X1 microcontroller 
communicate directly with the CDH or with the satellite downlink. Figure 2 contains a 
block diagram of the main functional blocks of the experiment board while Figure 3 


shows the configuration after the microcontroller is implemented. 


B. FUNCTIONAL BLOCKS 


There are five main functional blocks in the fixed-function X1 configuration. 
They are the PC/104 interface, 64-bit timestamp counter, SelectMap configuration 
module, SelectMap readback module, and X2 interface. These blocks were implemented 
as Very-high-speed integrated circuits Hardware Description Language (VHDL) 
modules, with the configuration data for the FPGAs generated by the Xilinx ISE 
Computer-Aided Design (CAD) tool [10]. | Figure 2 shows the block diagram of X1 


before the microcontroller was added. 
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Figure 2. CFTP Block Diagram — Before Microcontroller 


Figure 3 shows the block diagram after the microcontroller was added. Some 
functional blocks were rewritten in Verilog while others were only slightly modified and 
left as VHDL modules. Although it would have been possible to eliminate the SelectMap 
modules and perform their tasks in software by adding the 32 Mbit Flash memory and X2 
SelectMap port as microcontroller I/O devices, they were left as separate hardware 


processes. This conversion was not made for several reasons. Firstly, the modules were 
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already designed and tested. Secondly, implementing the SelectMap readback module in 
programmed code could have used considerable processor time, possibly interfering with 
the main task of the X1 processor; communication between the PC/104 computer and X2. 
A brief description of the hardware modules, the tasks they perform, and how they were 


modified for use with the microcontroller follow. 
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Figure 3. CFTP Block Diagram — After Microcontroller 


1. PC/104 Interface Module 


The PC/104 interface module allows bidirectional 8-bit data transfer between the 
PC/104 computer and X1. The PC/104 computer is in control of the PC/104 bus, using 
different addresses for enabling and disabling interrupts, performing data transfer, and 
checking the status register used for handshaking. The X2 interface module and the two 


SelectMap configuration modules connected directly to the PC/104 interface module. 
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This module was modified for use with the microcontroller by severing all the 
direct connections to the other modules. All PC/104 bus communication is coordinated 
by the microcontroller. The source code for the PC/104 module is listed in Appendix A, 
Sections W (xsoc_pc104.v) and K (pc104queue.v). 


Zs Timestamp Counter 


The 64-bit counter in the Timestamp Counter module was used in the original 
version of X1 to generate timestamps for inclusion in status messages sent from CFTP to 
the PC/104 computer. Status message time was calculated using the 64-bit counter value 
included in the message and the CFTP startup time recorded in the PC/104 computer. 
The two SelectMap modules and the X2 interface were directly connected to the timer 


output since all these modules generated status reports. 


This module was modified for use with the microcontroller by severing the direct 
connections to the other modules; it is now connected only to the microcontroller. To 
allow a choice of a smaller counter to save FPGA resources, the source code was changed 
to implement a 32, 48, or 64-bit counter selectable via “define statements. Additional 
functionality was added to the counter by using output bits 16-31 (selectable through 
software) to periodically generate interrupts, forming a basic timer. An interrupt 
controller was also inserted in the module to process the interrupts from the timer and 
other I/O devices connected to the microcontroller. The source code for this module is 


listed in Appendix A, Section U (xscounter.v). 
3. SelectMap Configuration Module 


This module initializes the X2 FPGA by downloading the configuration 
information into X2’s configuration memory. The configuration information is stored in 


the 32Mbit Flash RAM. 


This module was only slightly modified from the original; the status message it 
output to the PC/104 interface was replaced with a status byte the microcontroller could 


use to determine when configuration was finished and a flash memory base address was 
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added so multiple X2 configurations could be selected. The source code for this module is 
listed in Appendix A, Section O (selectmap_config_xsoc.v), and Appendix B, Section A 
(selectmap_config.vhd). 


4. SelectMap Readback Module 


This process is done to detect errors caused in X2’s configuration by SEUs. This 
module reads the configuration from the X2 experiment FPGA and compares it with known 
good values in the 32Mbit Flash RAM. If any bits are found to be in error, a status report is 
sent via the PC/104 interface. 


This module was only slightly modified from the original. Direct status messages to 
the PC/104 bus were eliminated; instead the data values they contained were made available 
to the microcontroller via memory-mapped registers. The source code for this module is 
listed in Appendix A, Section P (selectmap_rb_xsoc.v), and Appendix B, Section B 
(selectmap_readback.vhd). 


5. X2 Interface 


The X2 interface was designed to be modified for each individual experiment. It 
includes all the experiment-specific portions of X1. Experiments to date had all used data 
produced in X2; results were sent to the PC/104 bus via an interface to the PC/104 interface 


module. 


A sample X2 interface was specified but was not implemented for the microcontroller 
since creating an experiment was not the objective of this thesis. However, the 
microcontroller can easily move data in and out of an experiment, including using data from 
the PC/104 bus or even generating the input data in the microcontroller itself. Data coming 


from the experiment can be formatted, buffered, and sent to the PC/104 computer as desired. 
Ce SUMMARY 


More details on the design and characteristics of the new modules are contained in 
Chapters VIII, IX, X, XII and XIII, and source code is contained in Appendices A and B. 
After it was established that a microcontroller architecture would improve CFTP, the next 
step was establishing the selection criteria for and choosing a processor to use. That process 
is described in Chapter IV, Processor Selection and Features. 
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IV. PROCESSOR SELECTION AND FEATURES 


A. SELECTING A PROCESSOR 


Selecting an existing soft-core processor eliminated the time needed to test and 
implement a new design. Desirable features included a robust instruction set, 
comprehensive documentation, operating system, and C compiler. Most importantly, the 
processor had to fit in the control FPGA. 32-bit designs were quickly eliminated since 
none were found that were small enough. Many 8-bit designs were rejected since they 
were designed to emulate an existing CISC processor or microcontroller and were also 
too large. Only one design was found that had the necessary functionality and was small 
enough. That processor was the XSOC processor developed by Jan Gray as documented 
in his "Building a RISC CPU and System-on-a-Chip in an FPGA" series of articles that 
was published in Circuit Cellar magazine [3]. The XSOC License Agreement is included 
as Appendix E; as this thesis and provided source code rely extensively on XSOC it is 
also subject to the agreement. Specific applications of the CFTP microcontroller should 


carefully consider the XSOC License Agreement to ensure compliance. 


B. XSOC GENERAL DESCRIPTION 


As developed by Gray, XSOC is not just a soft-core processor. It is a design for a 
complete "System-on-a-chip" that includes source code for a 16-bit processor, video 
controller, combined memory and I/O controller, and sample I/O devices. It was 
originally developed for the XESS XS40-005XL series of FPGA development boards. 
These boards included a 32KB asynchronous SRAM, VGA port, 7-segment display, and 
a parallel port. Programs were loaded directly into the SRAM via a connection to an 
attached personal computer. XSOC came with excellent documentation, a modified 


version of the Icc retargetable C-compiler, an assembler, and a simulation tool. 


None of the I/O modules included with XSOC were directly applicable for use in 
X1. The parallel port proved useful during early development and testing. The memory 


controller was modified extensively for use with the block RAMs present in the X1 
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FPGA. Finally, XSOC was modified to include fault tolerance; TMR was used for all 


systems except main memory which was implemented using ECC. 


Two complete source options were provided with XSOC; Verilog HDL text files 
and Xilinx ISE Student Edition schematic files. Unfortunately, the Xilinx files were 
created with a now-obsolete edition of ISE and currently supported versions of ISE will 
not read them. The Verilog files are plain-text and are readily compiled using the Xilinx 


design tools. 


The XSOC processor is a 16-bit RISC design. It features a 3-stage pipeline, a 16- 
entry register file, and 43 distinct instructions. Figure 4 shows the processor data path. 
There is no status register; instructions that rely on condition codes must immediately 
follow those that set them. A complete instruction set summary is given in "The xrl6 
Specfications" manual [11]. The instruction set and basic processor architecture was left 


unchanged for use with the CFTP. 
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Figure 4. XSOC Data Path 
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Figure 5 shows the pipeline execution. There are three stages in the pipeline: 
instruction fetch, instruction decode, and execute/writeback. In the instruction fetch 
stage, the next instruction address is presented to memory. This operation is then 
followed by the instruction decode stage where the results from the previously requested 
memory access are made available to the instruction decode circuitry in preparation for 
the execute/write back stage. At this point the A and B operands are retrieved from the 
register file, immediate data, or data from the previous writeback/decode stage. Finally, 
the results are computed and written back in the execute/write back stage. Memory 
accesses require at least one additional clock cycle and will cause a pipeline stall. Taken 
branches and jumps will also cause pipeline stalls. 
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Figure 5. Pipelined Execution. From [3] 






C. SUMMARY 


After selecting XSOC as the basis for this project, the major effort of this thesis 


was modifying it for fault tolerance. This process is described in Chapter V. 
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V. IMPLEMENTING FAULT TOLERANCE 


Fault tolerance was implemented through both Error Correction Coding (ECC) 
and Triple Modular Redundancy (TMR). ECC was used in designing the memory 
subsystem and is discussed further in Chapter VII. This chapter presents how TMR was 
implemented in X1, methods to implement TMR using Xilinx ISE, and discusses 


important fault tolerance issues with the Virtex FPGAs used in CFTP. 
A. TRIPLE MODULAR REDUNDANCY 


The strategy for making XSOC fault tolerant through TMR was one of placing 
voters before each clocked storage element and triplicating the functionality of all the 
modules. If an error occurs within the combinational logic of one of the three copies, the 
error is not propagated to that copy's pipeline registers because it is rejected as the 
minority result. Since each register has its own input voter, a voter error will only affect 
that particular copy of the circuitry and will be corrected by the voter on the next pipeline 
stage. This organization is shown in Figure 6. Figure 6 is intended as a cutaway view of 


one of the pipeline stages; feedback paths are not shown. 


The clock is considered a trusted source; an error in the clock may cause 
unintended operation. Ideally one would have three redundant clock signals but the 


existing CFTP hardware does not have that capability. 


Bus and signal widths were increased by three times to accommodate the three 
copies of each module. Voters were instantiated as <signalname>_v, while voted signals 
were named v_<signalname>. This convention aided in the design process as it was 


obvious which signals were the result of a voted output. 


Although the voters could have been placed before or after the pipeline registers, 
the deciding factor was that the synchronous block RAMs present in the FPGA have a 
clocked input. Placing the voters after the pipeline registers would have resulted in the 
signal propagating through two sets of voters on the pipeline stage terminating in the 


memory inputs; once after the pipeline registers and again just before entering the 
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memory inputs. Having more than one voter between pipeline stages is undesirable as it 
could lead to a decrease in the maximum operating speed of the microcontroller due to 


the delay of two voters rather than one. 
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The voters used are bitwise majority voters. A block diagram of one bit of a voter 
is shown in Figure 7. Voters are instantiated through use of the voter/nsyn module. This 
module accepts the number of result bits n as a parameter. Data in is 3n bits wide, data 
out will be n bits wide. Data on the input bus is organized with the least significant third 
of the bits designated as input A, the next third designated as input B, and the most 
significant third designated as input C. Error indication is provided through the global 
error syndrome bus as described in Chapter XII. The error indication is limited to errors 


on a particular input A, B, or C and will not indicate which particular bit is in error. 


Each bit on the input bus is treated individually, with one bit from each of the 
three A, B, and C inputs sent into the structure shown in Figure 7. An error indication for 
input A, B, or C is asserted if that particular input's bit does not agree with the other two 


inputs. The A, B, and C error outputs from each bit are ORed with the A, B, and C error 
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outputs of the other bits in the voter into three A, B, and C error indication bits. These 


bits are output to the global error syndrome bus on the next clock cycle. 
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Figure 7. Voter Operation 


Two different versions of the error detection voter were developed. The initial 
version ORed all the like A, B, and C error bits together and then saved the results in 
three flip-flops at the positive edge of the clock. This design was later improved by 
moving the OR circuitry after the flip-flops which resulted in a faster maximum system 
clock due to a shorter critical path. Unfortunately, this modification also used many more 
flip-flops and FPGA resources. When the design was nearly complete it was necessary to 
switch back to the slower voters due to running out of FPGA slices. Fortunately, this 
change did not result in a slower system clock since both choices were too slow for 
operation at 25 MHz and were fast enough for 20 MHz. (The clock is derived from the 
PC/104 bus SYSCLK which runs at 51 MHz. Dividing this clock by 2 results in a 
~25Mhz clock; dividing by 2.5 results in a ~20Mhz clock) 
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Similarly, it was necessary to remove the error detection (but not correction) 
capabilities on the I/O devices attached to XSOC due to a lack of FPGA slices. They use 


a version of the voter (voter/n) that has the majority function as its only output. 
B. XILINX ISE PARTITIONS 


The CFTP microcontroller was created using Xilinx ISE 9.21. The ISE software 
normally removes redundant logic during global optimization. Unfortunately redundant 
logic includes removing the redundant elements in TMR designs. In order to halt this 
behavior, one option is to use partitions. Although not the intended purpose, placing the 
redundant modules in individual partitions will stop the global optimization process from 


removing them. 


Partitions are intended as a method to separate blocks of code that have not 
changed during the design process, resulting in shorter compilation times since only the 
changed partitions are recompiled. Alternatively, they may be used as a method to keep a 
"production-quality" module that has been approved for use from alteration after the 
quality assurance process [12]. When a module is implemented as a pattition, 
optimization is done on the partitioned module which is then saved as a "black box" with 
only inputs and outputs visible to the global optimization process. This "black box" 
abstraction works well for use with TMR since the optimizer doesn't know the elements 
inside the boxes are redundant. Testing revealed that the TMR circuits were more than 
three times the size of the non-partitioned circuits as one would expect (the voters would 
account for the more than threefold increase). Additionally, the messages during 
compilation that redundant elements were removed were not observed after implementing 


the design using partitions. 


Using partitions has some limitations, however. Tri-state busses are not allowed 
on connections external to the partition. (They are allowed internally, however). Tri- 
state outputs can be replaced by separate input and output ports and output enable signals 
on the instantiating module. Partitioned modules may not be instantiated by generate/for 
loops. This limitation makes the process of creating TMR on combined busses more 


prone to error as each bus connection must be specified manually. Lastly, partitions 
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should not use include statements [13]. Using include statements with ISE 9.21 does 
work with the expectation that changing the included code might not trigger an automatic 
recompile. Include statements are used to hold global constants in partitioned elements of 
this design with the knowledge that changing them should be followed by a complete 


recompile. 


To create a partition in ISE, right-click on the module name in the Sources window 
(make sure the Synthesis/Implementation option is selected) and select New Partition. They 
may be deleted by selecting Delete Partition. There are several ways to 
inadvertently remove partitions. If the top-level module is changed or a module that contains 


partition data is removed from the project, partition data is removed and must be recreated. 
C. COMPLETE FAULT TOLERANCE 


Simply using TMR and ECC in a Virtex FPGA is not sufficient to guarantee fault 
tolerance. Configuration scrubbing, as used in X2, detects and corrects configuration errors. 
Configuration errors may change hardware functionality until corrected. Currently no 
configuration scrubbing is performed on X1. Additionally, some errors are persistent; they 
are not corrected with a configuration scrub. Specifically, "keeper" circuits may be created 
on inputs to FPGA elements that are permanently set to high or low values. The "keeper" 
circuits are created with otherwise unused logic that is not included in configuration 
scrubbing [13]. These errors require a power-on-reset to correct. Xilinx XAPP187 
discusses these issues further. Both problems are candidates for future work. Finally, X1 on 
current CFTP hardware will never be completely fault tolerant since there is only a single 


system clock and most I/O connections are neither redundant nor error corrected. 
D. SUMMARY 


Implementing TMR and ECC is an important first step in achieving true fault 
tolerance in X1. Removing "keeper" circuits and adding configuration scrubbing on X1 are 
the final two steps required to make X1 as fault tolerant as possible and should be addressed 
by future work. Using partitions allows TMR implementation with the Xilinx ISE tools. 
Chapter VI describes the modifications that were made to the XSOC SoC for TMR 


conversion. 
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VI. MODIFYING XSOC FOR CFTP 


The basic concept of XSOC was unchanged. Functions implemented using 
distributed RAM were replaced with an equivalent function created with flip-flops, the 
memory controller was modified for use with the on-FPGA block RAMs, and the entire 
design was made fault tolerant through the use of TMR. This chapter describes the first 


two changes while memory controller modifications are described in Chapter VII. 


Xilinx XAPP216 notes that when using configuration scrubbing on Virtex 
FPGAs, elements that are implemented with distributed RAM cannot be used [14]. This 
limitation occurs because distributed RAM uses the configuration memory as RAM; the 
scrubbing will "correct" the RAM contents back to power-on values. The original XSOC 
register file and program counter were created using distributed RAM. Even though 
configuration scrubbing is not currently active on X1 the intent was to prepare the design 
so it could be implemented later. Additionally, the design was tested as an experiment on 
X2 during early development which would not have been possible had the original 


distributed RAM parts been left in place. 


A replacement register file was created using groups of D-type positive-edge 
clocked flip-flops and three decoders. Figure 8 contains a block diagram of the new 
register file. The flip-flops are arranged in groups of 16, with all groups sharing a 
common input and the outputs connected to two tri-state output busses. Two decoders 
were used to select which group would drive the A and B output busses. The third 
decoder was used to determine which group received a clock enable for store operations. 
This design operates with an asynchronous read and a positive edge-clocked write-back. 
Since register 0 is defined in the architecture as a constant zero value, group zero is not 


connected to a register and instead connects to tri-state drivers sourced to ground. 
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A Output B Output - Write Enable 
SELA Decoder Decoder Decoder 
SELB | 
WRITE SEL 
WRITE EN 
Figure 8. Replacement Register File 


The original XSOC program counter was also implemented with the same 
structure as the register file but used only two of the 16 available registers. The first 
entry was the program counter for normal operation while the second was the DMA 
program counter. This design was replaced with two 16-bit registers and a multiplexer. 
There is no DMA support with the current memory design but the DMA program counter 


was implemented in case DMA is re-implemented in the future. 


Implementing TMR, while a simple concept, proved more difficult in practice 
than initially expected. Every signal had to be expanded. Every register internal to 
modules added two signals to the module's port list and added a voter to the module. 
Instantiating some modules was very tedious due to the large number of ports and 


varying bus indices on each of the three copies. 


Chapter VII describes the new memory design and changes that were made to the 


XSOC memory controller. 
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VIL. MEMORY SUBSYSTEM 


A. DESIGN 


The available memory for the microcontroller was limited to the amount of block 
ram on the Xilinx XQVR600 FPGA, which is 24 4Kbit dual-port synchronous block 
RAMs. The original XSOC design used an asynchronous 32Kbyte 8-bit static RAM that 
was included on the XESS development board. Design goals were to make the system as 
fault tolerant as possible while maximizing use of the on-chip RAM and the operating 


speed of the system. 


With only 24 4K-bit RAMs on board, fault tolerant design choices were limited. 
The RAMs are dual-ported, allowing operation as 48 2Kbit RAMs. Two fault tolerant 


options were explored: a TMR 2K-word system and a Hamming-coded 4K-word system. 


The 2K-word system offers the advantage of speed and simplicity at the expense 
of storage capacity. The 4K-word system offers higher capacity at a slower speed with a 
greater complexity. The 4K-word (8K-byte) system was chosen to maximize the amount 


of RAM available to the XSOC programmer. 


B. XSOC MEMORY MODIFICATIONS 


The original XSOC design used the DOUT register driven to the data bus for 
processor memory writes, and used the output of the XA register for the address for reads 
and writes. The existing datapath was altered for use with block RAM. Figure 9 shows 
the new datapath outputs to memory. The synchronous memory required valid data a 
clock cycle earlier than the previously used asynchronous RAM in order to eliminate 
additional wait states. This constraint caused the need for a separate bus from the 
processor to memory for data writes since the processor data bus was possibly in use on 
the previous cycle to the write operation. Fortuitously, the block RAMs also had separate 
data inputs and outputs which eliminated contention from adjacent read cycles to 


memory. 
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Both the DOUT and XA registers are controlled by the MEM_CE clock-enable 
signal from the control path. This signal is deasserted during memory pipeline stalls. 
Multiplexers were added to select either the input values (no stall) or output (stall) values 
of the DOUT and XA registers to obtain the data one clock cycle earlier. The operation 


of the DOUT register and its associated drivers was unchanged. 
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Figure 9. Datapath Outputs to Memory 


The memory controller source code (memctrl.v) was modified for the new design, 


as well as the datapath (datapath.v) and main xsoc.v file. 
C. MEMORY READ CYCLE 


The memory read cycle has two modes of operation; read word and read byte. 
Both operations start in the instruction decode stage with the next memory address 
NEXT_ADDR and write enable WE deasserted. The output of the memory is then 


available on the next clock cycle. 
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All reads are done as a word with the results from the 22 BRAMs input into the 
ECC decoder where error correction is applied if necessary and presented to the two 
output busses. There are two output busses from main memory; one is for the pipelined 
instruction fetch; it is a 16-bit direct input to the control module. The other is the tri-state 


output to the data bus. 


Data is addressed in bytes; the least significant bit is not presented to the memory 
modules. Instead, it is used to select the high or low byte after fetching the entire word. 
A multiplexer is inserted on the low byte to the data bus to select either the high or low 
byte. The high byte out of memory is always connected to the high byte of the data bus 
since all word reads must be word aligned. On byte reads, only the selected byte is 
driven to the low byte of the data bus. On word reads, both bytes are driven. Figure 10 


shows the memory data flow. 
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Figure 10. Memory Data Flow 
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D. MEMORY WRITE CYCLE 


Memory writes are either byte or word writes, with byte writes taking two clock 
cycles and word writes taking one. Single-cycle byte writes would have been desirable 
but would require more block RAMs than are present on the FPGA. More RAMs would 
have been required due to the additional parity bits generated when memory is 
implemented as two 8-bit ECC bytes rather than a single 16-bit ECC word. Memory 
writes are always completed as a word write. This operation is necessary since writing 
the high or low byte by itself would not properly update the six parity bits (the parity is 
for the entire word, not just one byte). Additionally, since the value of the byte not being 
written is unknown, a write byte operation requires a read cycle beforehand to obtain the 


value of the byte not being written to properly calculate the parity for the word. 


For a word write, the data is input from the B output of the register file to the 
ECC encoder. The encoded values are then sent through a voter to the data inputs of the 


BRAMs, which capture the data on the next clock. 


For a byte write, the data is stored in the MDR register during the pipeline stall 
caused by the additional wait state. The value of the next address ADDR_NXT is read 
and sent through the ECC decoder for error correction. It is also latched into a holding 
register to preserve the address for the next cycle. On the next clock cycle, the value of 
the byte that was not to be written is sent to the ECC encoder along with the new byte of 
data. This newly formed word and associated parity bits are then written on the 


following clock cycle. 
E. ERROR CORRECTION CODING 


The memory subsystem uses Hamming codes to generate parity bits for error 
correction and detection. Table 2 shows the 5 check groups and their associated data bits. 
For a 16-bit word, six parity bits are needed for single error correction and double error 
detection. Memory is arranged with the order of the 16 data bits preserved in the first 
16 bits of memory and the additional parity bits in positions 17 through 22. There are 


five Hamming bits with an additional sixth bit as an overall parity check. The parity 
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calculations are done by XORing the data bits selected. The grouping is as follows, with 


bit O being the least significant data bit and 15 the most significant: 


























Check Group Data Bits 

1 0,1,3,4,6,8,10,11,13,15 

2 0,2,3,5,6,9,10,12,13 

4 1,2,3,7,8,9,10,14,15 

8 4,5,6,7,8,9,10 

16 11,12,13,14,15 

Overall Data bits 0-15 and the 5 check group bits 








Table 2. Parity Group Bits 


Arranging the data bits with the check groups in the bit positions indicated would 
have made decoding easier; however the order of the 16 data bits was preserved to aid in 
the debugging process as well as to facilitate program reuse between ECC and non-ECC 
versions of the microcontroller. The six most significant bits of data are simply ignored 


for non-ECC versions. 


Error detection and correction is accomplished by XORing the corresponding 
check group bit with the data bits that generated it. The check bits are then combined 
into a syndrome that is sent to a modified decoder. The decoder outputs a 16-bit value 
that is all zeros when no errors are detected. If an error is detected the syndrome input to 
the decoder will cause the the bit that corresponds to the erroneous memory bit to be 
asserted. The output from the decoder is then XORed with the output of the low 16 bits 


of memory resulting in correct output to the instruction and data bus, if applicable. 


The design of the memory system prevents SEUs from causing memory errors. 
Figure 11 shows the memory organization. Traditional ECC designs are protected 
against data errors but not addressing errors. To solve this issue, individual voters are 


placed at all inputs of the 22 block RAMs. The only common input is the clock. Any 
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single bit failure will affect at most one RAM, including a failure on one of the address 
lines or the write enable. The ECC decoders will correct the erroneous bit and the correct 


value will be presented to the three data buses. 
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Figure 11. Fault Tolerant Memory 


F. ALTERNATIVE MEMORY OPTION 


The alternative memory option mentioned in the beginning of this chapter was to 
use both ports of the dual-ported 4K block RAMs, dividing them into 48 2K RAMs by 
setting the high address bit on one port to high and the high address bit on the other port 
to low. Figure 12 shows the memory data flow for this design. This option eliminates 
the extra wait state on write byte caused by reading back the entire word as well as the 
loop-around circuitry associated with it. It also requires fewer voters since each block is 
triplicated; redundancy is by instance and not bitwise. Figure 13 shows how the memory 
structure would have been organized. Only three address (12-bit), six write-enable (one- 
bit), and three data (16-bit) voters are required. It eliminates the possibility for a 
background memory scrub since both ports of the memory are in use. Note that there are 
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write-enables for each byte, as opposed to the single write-enable for the word on the 
ECC system. Also of note is that this design does not offer more protection against 
SEUs than does the ECC version for CFTP use. This equality does not hold when using a 


platform with redundant clocks; the single clock is the weakness of the ECC version. 
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Figure 12. Alternative Memory Data Flow 
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Figure 13. Alternative Design for Fault Tolerant Memory 


In this chapter, two memory subsystem alternatives were presented. Each has 
advantages over the other. With the available resources in the Virtex FPGA the ECC version 
was selected. Were this project ported to a newer FPGA with more or larger block RAMs, 
the TMR solution would have been much more attractive due to the simplicity of the design, 


single clock cycle byte writes, and faster operation. 


G. MEMORY SUBSYSTEM FILES 


The memory subsystem is instantiated in 3 Verilog files: bram_ecc.v, memio.v, and 
bram4kx22.v. Bram_ecc is called from the top-level xsoc.v file and contains the 
error-corrected memory subsystem module, the three memory I/O modules, and the block 
RAMs. 


The revised memory controller and ECC RAM design were the last revisions made to 
XSOC and completed the basic microcontroller design. The next chapters describe 
microcontroller I/O, including both adding new modules and revisions to the previous X1 


functional blocks. Chapter VIII starts the process by discussing adding I/O modules. 
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Vill. ADDING I/O MODULES 


This chapter is intended to serve as a guide for adding new I/O modules. The first 
three sections deal with the three sections of a TMR module: instantiation of the 
complete module, the wrapper module, and the triplicated functional block of the module. 
The fourth section describes an I/O module interface for an experiment located in the X2 
experiment FPGA. Source code for the sample I/O module is found in Appendix A, 


Section H (iotemplate.v). 
A. TOP-LEVEL INTERFACE 


Adding I/O modules to the X1 design is accomplished by adding the module to 
the top level xlcontrol.v file. The module will consist of a "wrapper" function that 
instantiates the XSOC ctrl_dec and the actual module code. A sample I/O module is 
included in Section H of Appendix A and will be used to discuss implementing an I/O 
module. Table 3 contains the typical ports that the top-level I/O module would use. The 
X3 column indicates that the signal is a TMR bus and is actually three times the stated 


bus width. 


A brief discussion of the module signals is in order. CLK and RST are the global 
system clock and reset signals, respectively. CTRL is used by the XSOC ctrl_dec module 
to create other control signals used in the module. CTRLO is driven low if extra wait 
states are needed before the module completes an operation. It will halt the pipeline until 
it is driven high. If using this signal, comment out assign ctrl0 = {1'b1, 1'b1, 1'b1}; in 
the top level-module. Additionally, realize that this is a single input pin and extra logic 
will need to be inserted if more than one module needs to use it. This pin is part of the 
original XSOC CTRL specification as bit 0; mixed bus types are not allowed so it was 


implemented separately. 


SEL is used to indicate the memory region that activates the IO module. In the 
original design, this was a single select pin chosen from an 8-bit bus, supporting eight I/O 


modules. Bus indices 0 to 7 correspond to memory regions starting at FFOO with each ID 
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being 20h of memory space higher. This convention is still used, but since the bus is 
triplicated ID 0 is now pins 0, 8, and 16 of the bus. Send the three signals associated with 
the desired ID to the module as the SEL input. 


INT_REQ is selected in the same way as SEL with 8 possible IDs on a triplicated 
bus. Note that unused JNT_REQ pins are assigned to zero in the top level module and the 


assign statements must be uncommented if using those interrupt request lines. 


D is the microcontroller tri-state data bus, while ERRORBUS is the global error 


reporting bus. 


























Signal Input/ Bus 
Name Output | Width | X3 Description 
CLK Input 1 N_ | System clock, ~20Mhz 
RST Input 1 N__ | Global power-on reset 
CTRL Input 16 Y | XSOC IO control bus, from memctrl. Used by 
ctrl_dec_syn 
CTRLO Output | 1 Y | Pin 0 of CTRL, drive low to indicate extra wait states 
SEL Input 1 Y | Driven high by memctrl when that memory region is 
active 
INT_REQ Output | 1 Y | Drive high to indicate an interrupt request 
D In/Out | 16 Y | Bidirectional processor data bus 
ERRORBUS | In/Out | 16 N | Global error syndrome reporting bus 

















Table 3. Typical IO Wrapper Module Ports 


B. WRAPPER MODULE 


The wrapper module instantiates three XSOC ctrl_dec control decoder modules, 
three "user" I/O modules, and the tri-state drivers necessary for outputting data to the data 


bus. Three copies of the modules are used to implement TMR. 
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The XSOC ctrl_dec_syn control decoder uses the inputs from CTRL and SEL to 
decode the 5-bit IO address and the load and store data strobes. It differs from the 
original XSOC specification as it has been modified for TMR operation. Both the CTRL 
and SEL busses are triplicated and voted upon in the decoder, with voter results reported 


on the global syndrome bus. 


The tri-state output drivers are placed in this module since Xilinx partitions do not 
allow tri-state inputs/outputs on partition ports [12]. The /d_t (lower byte data output 
enable) and ud_t (upper byte data output enable) are output from the ctrl_dec_syn control 
decoders and enable the drivers. A voter was not placed on the driver enables in case one 
processor copy was in an inconsistent state with the other two to avoid the possibility of 
multiple driven signals on the same bus. This design should not impact the fault 
tolerance of the system; if one copy is in an inconsistent state it will most likely be unable 
to properly process data driven to the bus. Since all control signals are reloaded at each 


clock cycle, the inconsistent copy will return to normal operation on the next clock. 


C. 1/0 MODULE 


The sample I/O module presented in Appendix A, Section H has a 16-bit register 
accessible at the base address (FFOO if ID 0 is selected, FF20 for ID 1, ... FFEO for ID 8.) 
The typical load and store module will have ten ports. They are listed in Table 4. 


In the sample module, a store to the register is enabled when LD_CE is asserted 
and the module address matches the address assigned to the register. Note that byte 
operations will assert only LD_CE and not UD_CE, so to be technically correct to the 
specifications the enable should be split between the high and low bytes. In this example, 
only word operation is desired so the UD_CE signal is ignored. The LD_CE, ADDR, and 


D signals are all voted upon since it is a clocked store operation. 


For reads, the LD_T and possibly UD_T signals are asserted. These signals are 
not used by the simple module in the example since the tri-state drivers are in the wrapper 
module. They would be used in the wrapper module for cases where a read operation 
caused additional functionality besides a data transfer to occur, such as a read from a 


queue that causes the next item to become available. 
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Signal Input/ 


























Bus 
Name Output | Width | X3 Description 

CLK Input 1 N_ | System clock, ~20Mhz 

RST Input 1 N__| Global power-on reset 

ADDR Input 5 Y | Contains the 5 bits of address dedicated to that IO 
module; base address + addr = actual address 

DIN Input 16 Y | Data in to module 

DOUT Output | 16 N | Data out of the module 

ERRORBUS | In/Out | 16 N | Global error syndrome reporting bus 

LD_T In 1 Y | Used to indicate a read operation from the module 
(lower byte driver enable) 

UD_T In 1 Y | Used to indicate a read operation from the module 
(upper byte driver enable) 

LD_CE In 1 Y | Used to indicate a store operation to the module 
(lower byte store clock enable) 

UD_CE In 1 Y | Used to indicate a store operation to the module 


(upper byte store clock enable) 

















Table 4. Typical IO Module Ports 


Reading is accomplished asynchronously with the outputs of the different storage 
elements being selected via a multiplexer based on the address input and output to the 
wrapper module via the DOUT port. Signals to the DOUT port should not be voted; any 
reads from the data bus are always voted upon before they are stored. In this simple 
example a zero value is returned if the address does not match the address assigned to the 


single register. 
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D. X2 1/0 MODULES 


There are 44 general-purpose I/O pins between the X1 control FPGA and the X2 
experiment FPGA. This number is too few for a complete 16-bit TMR I/O module. It 
would take an additional 27 pins to implement the interface with 16-bit I/O and a 5-bit 
address space. However, it is enough for an 8-bit TMRed module with a 4-bit address 


space. For an 8-bit implementation, the assignment listed in Table 5 might be used. 












































Signal Input/ Bus 
Name Output | Width | X3 Description 
CLK Input 1 N_ | System clock, ~20Mhz 
RST Input 1 N_ | Global power-on reset 
ADDR Input 4 Y | Contains the 4 bits of address dedicated to that IO 
module; base address + addr = actual address 
D In/Out | 8 Y | Data in and out of module 
LD_T In 1 Y | Used to indicate a read operation from the module 
(lower byte driver enable) 
LD_CE In 1 Y | Used to indicate a store operation to the module 
(lower byte store clock enable) 
Table 5. Possible X2 I/O Interface Module 


This interface would use all 44 available pins. Instead of one wrapper module, 
two would be used; one would be contained in X1 and the other contained in X2. An 
adjustment to the wrapper module on X1 would be required; the tri-state drivers and the 
triplicated modules would be removed. The wrapper module on X1 would contain the 
ctrl_dec modules and assign the signals indicated in Table 5 to I/O pins. A second 
wrapper module for instantiation on the X2 experiment FPGA would be created. It 
would include the triplicated I/O modules as well as tri-state drivers used to allow the 


partitioned I/O modules to drive the data bus. 
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E. SUMMARY 


This chapter is a guide for adding I/O modules to the CFTP XSOC-based 
microcontroller. Specifically, instantiating a new I/O module in the top-level x1control 
file and the contents of the wrapper and I/O modules were detailed. The next chapter 
describes the operation of the modified X2 Configuration module with the 


microcontroller. 
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IX. X2 CONFIGURATION MODULE 


A. GENERAL DESCRIPTION 


The X2 Configuration Module consists of two files; the original VHDL code 
written by Mindy Surratt and a wrapper function for the XSOC interface [15]. It reads 
data from the Intel 28F320C3 32Mbit Flash RAM and uses it to configure X2 via a 
dedicated connection. Source code for this module is located in Appendix A, Section O 


(selectmap_config_xsoc.v) and Appendix B, Section A (selectmap_config.vhd). 
B. XSOC INTERFACE 


The X2 configuration module has four memory-mapped ports. They are listed in 


Table 6. 








Address (Hex) Function 

0x00 Configure Request 

0x02 Flash Load Base Address (Low Word) 
0x04 Flash Load Base Address (High Word) 
0x06 Status 














Table 6. X2 Configuration Module Address Map 


To configure X2, the following steps must be followed. First, write the high and 
low words of the flash base address to their respective port addresses. If not specified the 
address defaults to zero. Next, write a one to the Configure Request address to initiate 


the configuration process. Finally, poll the Status byte until it returns a zero value. 
C; VHDL CODE 


The original VHDL selectmap_config.vhd module was left intact with two 
changes. The first modification was commenting out all the direct access to the PC/104 
port. The status message that was displayed is easily recreated by polling the status byte 

4] 


and using the processor to send the configuration complete message. The second 


modification was adding the flash memory base address option. 


In summary, this chapter described the implementation and operation of the X2 
Configuration Module. The next chapter describes the X2 Configuration Readback 
Module. 
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X. X2 CONFIGURATION READBACK MODULE 


A. GENERAL DESCRIPTION 


The X2 Configuration Readback Module consists of two files; the original VHDL 
code written by Mindy Surratt and a wrapper function for the XSOC interface [15]. It 
continuously reads configuration data from both the flash RAM and X2 and performs a 
comparison. If a disagreement is found an interrupt issued to the processor. Readback is 
resumed once the processor acknowledges the error. Source code for this module is 
located in Appendix A, Section P (selectmap_rb_xsoc.v) and Appendix B, Section B 


(selectmap_readback.vhd). 
B. XSOC INTERFACE 


The X2 Configuration Readback module has nine memory-mapped ports. They 


are listed in Table 7. 
































Address (Hex) Read/Write Function 

0x00 Write Readback Request 

0x01 Read Readback Status 

0x02 Read SelectMap Read Data 

0x04 Read Error Location High 

0x06 Read Error Location Low 

0x08 Read Error Word 

Ox0A Read Data Ready 

0x0C Write Flash Load Base Address (Low Word) 
Ox0E Write Flash Load Base Address (High Word) 

















Table 7. X2 Configuration Readback Module Address Map 
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There are three addresses with write functionality. They are the two Flash Load 
Base addresses and the Readback Request address. To prepare to begin data readback, 
write the high and low flash load base addresses to their respective ports. The default 
flash load base address is 0x48. Note that this is NOT the same address as the flash load 
base address used by the X2 configuration module since the actual configuration data 
does not start at offset 0 from the FPGA initialization data generated by ISE. Writing a 


Ox1 to the Readback Request address will initiate the readback process. 


If there is an error detected, reading the Data Ready status byte will result in a 
Ox1l. Similarly the interrupt assigned to the module will be asserted. Reading the 
SelectMap Read Data will return the byte in error. Reading the Error Location Low and 
High addresses will return the words containing the address of the error. Finally, reading 
Error Word will return the correct word present in the Flash Memory. Reading the Error 
Word address is also considered a processor acknowledge and causes the module to 


deassert the interrupt request, clear Data Ready, and resume the configuration readback. 
Cc. VHDL CODE 


The original VHDL selectmap_rb.vhd module was left intact with two changes. 
The first modification was disabling all direct access to the PC/104 port. Instead, 
memory-mapped data registers are loaded with the report data for further access and 
formatting by the processor. The second modification was adding the flash memory base 


address option. 


In summary, this chapter described the implementation and operation of the X2 
Configuration Readback Module. The next chapter describes the Error Reporting 


Subsystem. 


44 


XI. ERROR REPORTING SUBSYSTEM 


A. GENERAL DESCRIPTION 


The error reporting subsystem takes the syndrome output from the voter modules 
via the global error bus and makes it available for processor retrieval. A 16 entry queue 
stores the syndromes until they are retrieved. A delay of at least two clock cycles elapses 
between the error and processor notification. This delay is insignificant since any 
correctable error would have already been corrected. The source code for this module is 


located in Appendix A, Sections G (errorfifo.v) and M (queuel.v). 
B. SYNDROME REPORTING BUS 


Syndromes are reported from the voter modules to the error reporting subsystem 
via the global 16-bit errorbus. This bus is configured as a wired-OR network. Bit 


designations are listed in Table 8. 















































Bit | Function Bit Bit Bit 
O | Error A 4 Spare 8 ID 3 12 | ID7 
1 Error B 5 IDO 9 ID 4 13 | ID8 
2 Error C 6 ID 1 10 | ID5 14 | ID9 
3 Spare 7 ID 2 11 |; ID6 15 | Collision 
Det 
Table 8. Syndrome Reporting Bus, Voter Format 


C. VOTER CONNECTION 


If a voter detects no errors, no syndrome is output to the bus. If a voter detects an 
error, it drives the bus with its assigned ID and whether input A, B, or C was in error. 


Since the network is configured as wired-OR and collisions may occur, bit 15 is 
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designated as a collision detection bit. If the voter is in an error condition and is driving 
the bus, pin 15 is asserted if bus bits 0-14 are not what the voter is outputting. The 


collision still occurs and is entered in the queue but is recognized as such. 
D. QUEUE 


The queue is an eight entry 16-bit queue. The queue module ports are listed in 
Table 9. It uses the same basic storage structure as the register file except there is only 
one output bus. Writes take one cycle to propagate through the queue. There are three 
registers that control queue operation: first (4 bits), store_nxt (4 bits), and count (5 bits). 
First stores the read pointer, store_nxt the write pointer, and count stores the total number 
of data elements in the queue. These pointers are advanced depending on the current 


state and input status. Simultaneous reads and writes are permitted. 














Signal Bus Size Input/Output | Function 

CLK 1 Input Queue clock 

RST 1 Input Queue reset 

ADD 1 Input Data input to DIN is added to the queue; if 


count was zero the data is output on the next 


clock cycle 



































REMOVE 1 Input Data is removed from the queue and the next 
element output to DOUT 
DIN 16 Input Data input for the queue 
DOUT 16 Output Data output for the queue 
EMPTY 1 Output Set if count = 0 
NEARLYFULL | 1 Output Set if count = 7 
FULL 1 Output Set if count = 8 
Table 9. Queue Module Ports 
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E. XSOC INTERFACE 


The processor interface is implemented as a standard XSOC I/O module. When 
the queue has data for the processor to read, it outputs that data to dout and the empty 
flag is deasserted. The Error Data Present status address as well as the interrupt request 
lines are simply the inverted output of the empty flag from the queue. Caution should be 
observed when enabling interrupts to the Error Reporting Module since a configuration 
error could cause a report on every clock cycle causing constant execution of the interrupt 
handling routine. When the Error Data address is read it also causes a queue remove 


operation to take place. The address map is shown in Table 10. 











Address (Hex) Function 
0x00 Error Data, queue remove 
0x02 Error Data Present 














Table 10. Error Reporting Module Address Map 


F. FAULT TOLERANCE IN THE ERROR REPORTING MODULE 


The error reporting module is intended to be used as an indication of errors 
occurring and not to be used for taking immediate action upon receipt of a single error. 
Considering the cost of making a redundant error reporting bus the decision was made 
not to implement any fault tolerance on the data portions of the Error Reporting Module. 


The queue control structure and XSOC I/O interface are fault tolerant, however. 


In summary, this chapter described the global error reporting bus and the Error 
Reporting Module that allows XSOC to retrieve the errors. The next chapter describes 
the PC/104 Interface Module. 


47 


THIS PAGE INTENTIONALLY LEFT BLANK 


48 


XI. PC/104 INTERFACE MODULE 


A. GENERAL DESCRIPTION 


The PC/104 Interface module manages the connection from X1 to the PC/104 
processor. Handshaking is done via a memory mapped status register. A 16-entry queue 
buffers data from X1 to the PC/104 processor board. The PC/104 Interface module 
xsoc_pcl04 was created by translating the VHDL original created by Mindy Surratt into 
Verilog [15]. Two notable changes were made to the existing code: replacing the Xilinx 
CoreGen generated queue and adding the XSOC interface. Source code for this module 


is located in Appendix A, Sections W (xsoc_pc104.v) and K (pc104queue.v). 
B. XSOC INTERFACE 


The XSOC interface offers I/O mapped operation for writing data and either I/O 


mapped or interrupt-driven received data. The address map is shown in Table 11. 




















Address (Hex) Function 

0x00 Data (In or Out) 

0x02 Output queue full 

0x03 Output queue empty 
0x04 Output queue nearly full 
0x05 Received Data Ready 














Table 11. PC/104 Interface Address Map 


Data writes to the PC/104 bus are initiated by the processor when the Data 
address is written. The LD_CE signal enables an add operation to place the value on the 
data bus in the queue. Only byte write operations are supported. There are three status 
bytes that indicate the output queue status. QUEUE FULL, indicating that there is no 


room for additional output data, QUEUE EMPTY indicating the queue is empty, and 
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OUTPUT QUEUE NEARLY FULL, which indicates there is only one free slot remaining 


in the queue. A non-zero value in these bytes mean the condition is true. 


Data reads from the PC/104 bus are accomplished by reading the Data address. 
The Received Data Ready address is non-zero when data is ready to be retrieved. The 
interrupt request line assigned to the PC/104 interface will also be asserted if there is data 
waiting. There is no ability to disable interrupts in the PC/104 interface module; that task 
is accomplished in the Interrupt Control module. When the data address is read it changes 
the status register to acknowledge that XSOC is ready for more data, clears the Received 


Data Ready status byte, and deasserts the interrupt request. 


c. QUEUE 


The CoreGen queue was replaced with one using a similar structure to the one 
used in the Error Reporting Interface. The first implementation of the queue was 64 
entries as was the original CoreGen part but due to limited FPGA resources it was 
reduced to 16 entries. This reduction should not pose a problem as the RAM in the 
microcontroller may be used as additional buffering space. An output register was also 
added to the Error Reporting Interface queue structure as the CoreGen queue did not 


output data until a read operation was processed. 


Since the PC/104 bus operates asynchronously with X1, the queue had to operate 
with multiple clock domains. The X1 ~20Mhz clock is considered more than two times 
faster than the PC/104 data transfer rate so the X1 clock was used to clock queue 
operations, with only the read operation clocked by the T_JOREAD_i signal from the 
PC/104 bus. The read is captured by a D flip-flop with an asynchronous clear, with the 
output of the flip-flop connected to the read input of the queue. When the read input to 
the queue is high, the queue will reset the flip-flop on the next positive edge when it 
processes the read operation. The clear signal will stay asserted for one system clock 


cycle. After the clear, the process is ready for another operation. 
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D. PC/104 INTERFACE 


The PC/104 interface code was basically unchanged from the original design by 
Mindy Surratt. Table 12 lists the signals associated with the PC/104 interface that are 
currently in use. (The interface is 16 bits but 16 bit transfers have not been implemented.) 
Note that handshaking signals are active low. In addition to the handshaking signals, the 
PC/104 computer can request the status register be driven to the data bus. The status 
register is shown in Table 12. ALLOW_PROC_READ indicates to the PC/104 computer 
that there is data waiting from CFTP. BLOCK_PROC_WRITE indicates to the PC/104 
computer that the previous byte written has not been processed and CFTP is not ready for 


more data. FIFO_ALMOST_FULL is connected to the queue output of the same name. 














Bit Function 

0 ALLOW_PROC_READ 
1 BLOCK_PROC_WRITE 
2 FIFO_ALMOST_FULL 














Table 12. PC/104 Status Register 


1. Data Reads 


The PC/104 signals are shown in Table 13. The addresses supported by the 
PC/104 interface are shown in Table 14. The two data sources for the CFTP PC/104 
interface are the status register and the output of the queue. Data reads begin when the 
PC/104 computer drives T.ADDRESS_i and T_JOCS_i goes low. Then T_JOREAD_i 
goes low, either driving the output of the status register or the output register of the queue 


to the bus. The bus drivers are disabled when T_JOREAD_i goes high. 
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Name Width | In/Out Function 

T_DATA_io 8 Both 8-bit bidirectional data transfer 

T_ADDRESS i 10 In Address 

T_IOREAD 1 1 In Read Strobe 

T_IOWRITE i 1 In Write Strobe 

T_IOCS_1i 1 In Address Strobe 

T_INTRPT_o 1 Out Interrupt request to PC/104 
computer 




















Table 13. PC/104 Interface Signals 











Address (Hex) In/Out | Function 
0x340 Both Data Transfer 
0x342 Output Status Register 
0x344 Input INTACK 
0x345 Input INTOFF 
0x346 Input INTON 

















Table 14. PC/104 Bus Address Map 


2. Data Writes 


Data writes begin in the same manner as reads with the PC/104 computer driving 
T ADDRESS_i and T_IOCS_i low. Then T_JOWRITE _i is driven low to indicate valid 
data on the bus. Interrupts to notify the PC/104 processor board of data waiting are 
supported but not currently in use by the PC/104 board software. Specifically, the three 
interrupt addresses allow the PC/104 board to turn data ready interrupts on, off, or 


acknowledge a pending interrupt. 
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E. FAULT TOLERANCE IN THE PC/104 INTERFACE 


The PC/104 Interface is not completely fault tolerant. The queue consumes a 
great deal of FPGA space; making three redundant copies is not possible due to FPGA 
resource limitations. The data storage element of the queue is not triplicated; all the other 


structures in the PC/104 interface are. 


In summary, this chapter discussed the implementation and use of the PC/104 
Interface Module. The next chapter describes the Timestamp Counter and Interrupt 


Controller Module. 
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XU. TIMESTAMP COUNTER/INTERRUPT CONTROLLER 
MODULE 


A. GENERAL DESCRIPTION 


The Timestamp Counter/Interrupt Module has three functions. First, it 
implements a dual-port timestamp counter. Second, it implements interrupt handling for 
XSOC. Third, it functions as a periodic timer. Source code for this module is located in 


Appendix A, Section U (xscounter.v). 


When the project was near completion it was noted that the FPGA resources were 
insufficient to hold the entire design. The counter was modified for 32, 48, or 64 bit 
operation, selectable via “define statements in the module. The software interface was 
not changed; reading values for the words that do not exist in the 48 or 32 bit 
implementation returns a zero value. Reducing the counter size to 48 bits requires no 
further action as the timer rolls over after approximately 160 days. The 32-bit timer will 
roll over every 3.6 minutes. This short rollover time will require a software 
implementation of the high 32 bits of the counter. It is easily achieved using a periodic 
timer interrupt to ensure activation of the interrupt service routine that then increments 


the software counter when a rollover is detected. 
B. TIMESTAMP COUNTER 


The timestamp counter is intended to replace the 64-bit counter present in the X1 
control FPGA. The counter in X1 was used for timestamps on data reports sent to the 


PC/104 processor board via the PC/104 bus. 


This counter has two 64-bit read ports, with each port divided into four 16-bit 


words. The I/O space address and the corresponding functions are shown in Table 15. 
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Address (Hex) Function 

0x00 Counter Port 1, Least Significant Word 
0x02 Counter Port 1, Intermediate Word | 
0x04 Counter Port 1, Intermediate Word 2 
0x06 Counter Port 1, Most Significant Word 
0x08 Counter Port 2, Least Significant Word 
Ox0A Counter Port 2, Intermediate Word | 
0x0C Counter Port 2, Intermediate Word 2 
Ox0E Counter Port 2, Most Significant Word 














Table 15. Counter Address Space 


When the least significant word of a port is read, it causes the other 48 bits of the 
counter to be latched into the three most significant words. In this manner all 64 bits of 
the timer can be read without concern for data values changing between read cycles. It is 
not necessary to read all words of a particular port; any read on the least significant word 
causes a reload of the other registers of that port. Two ports were supplied with the 


intention that the interrupt handler be given port two and applications given port one. 
C. INTERRUPT CONTROLLER 


The XSOC SoC has a single input pin that expects a one clock cycle pulse on an 
interrupt request. It does not disable the interrupt signal while it is processing the 


interrupt handler. 


The interrupt controller module is designed to service the relatively low data 
requirements of the I/O ports on X1 and was therefore made as simple as possible. The 
higher-rate X2 interface was intended to be the "main" task of the processor and is 


implemented using busy-waiting for I/O operations. 
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The interrupt controller does not allow for interrupts to be interrupted and has no 
interrupt priority capability. There is no provision to signal XSOC which device caused 
the interrupt. Since there are relatively few I/O devices attached to XSOC and their 
status registers only require one clock cycle to check (albeit with additional clock cycles 
used by conditional branches) implementing a more complicated controller would have 
yielded a minimal improvement. Additionally, the interrupt handler routine can 
implement a software "priority" by checking the status of the devices in the desired order 


of importance. 


The interrupt controller has eight input-request inputs. Each input has an enable 
register in the address map. There is also a global enable for all interrupts. They are 
equal in priority and once an interrupt is being processed other interrupts must wait until 


the first interrupt has been serviced by the processor. 


The states of the interrupt controller are shown in Figure 14. Transitions occur on 
positive clock edges. On power-on, the controller starts in the idle state. When it 
receives one or more interrupts, it then goes to the interrupt state for one clock cycle. It is 
during this state when the processor receives the interrupt signal. It then continues to the 
Ack Wait state where it waits for an acknowledgement from XSOC that the interrupt has 
been processed. It is expected that this will be the last instruction executed before 
returning execution to the interrupted program. Then the delay state is entered where it 
will remain until the delay timer expires. The delay timer is defined by the 
INT_DELAY_CLK constant and is currently set to five clock cycles. These clock cycles 
are intended to allow the jal instruction issued at the conclusion of the interrupt handler 
to complete before processing another interrupt. Once the delay timer expires it reenters 
the idle state. Note that this process requires the software interrupt handler to clear the 


interrupt request from the device that desired service. 


ay) 


Delay Timer Not 
Expired 


Delay Timer 
Expired 


No Acknowledge 






OC 


No Interrupts 


Acknowledge 


Figure 14. Interrupt Controller States 


The address map of the interrupt controller is listed in Table 16. The ports are all 
write-only. Each address is byte-wide but only bit 0 is used to set the enable value. 
Writing Ox1 to an address will enable that particular feature. Writing any value to the 
Interrupt Acknowledge address will send an acknowledge the interrupt controller which 


will then transition to the delay state. 
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Address (Hex) Function 






































0x10 Interrupt Acknowledge 
Ox11 Global Interrupt Enable 
Ox12 Interrupt 0 Enable 
0x13 Interrupt 1 Enable 
0x14 Interrupt 2 Enable 
0x15 Interrupt 3 Enable 
0x16 Interrupt 4 Enable 
0x17 Interrupt 5 Enable 
0x18 Interrupt 6 Enable 
0x19 Interrupt 7 Enable 
Table 16. Interrupt Controller Address Space 
D. TIMER 


The addition of a timer to the counter required only a small amount of additional 
logic. The timer module will cause periodic interrupts to occur, with the interrupt period 
determined by the timer mask. The timer mask is a 16-bit value that corresponds to bits 
16-31 of the counter value. The counter bits and timer mask bits are ANDed and then the 
16 resulting bits are ORed to form a single output. The result of the AND/OR operation 
is used to generate an interrupt. Table 17 shows the address map of the timer. The timer 
mask should only be written with the values corresponding to the timer intervals shown 


in Table 18. Writing to the Timer Acknowledge address will clear the timer interrupt. 
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Address (Hex) Function 












































Ox1A Timer Mask 
Ox1C Timer Acknowledge 
Table 17. Timer Address Space 

Value (Hex) | Interrupt Period (s) Value (Hex) Interrupt Period (s) 
0x0001 6.43 x 10° 0x0100 1.644 
0x0002 1.28 x 10° 0x0200 3.28 
0x0004 257% 10° 0x0400 6.57 
0x0008 5.14 x 10° 0x0800 162 
0x0010 0108 0x1000 26.3 
0x0020 Ove 0x2000 52.6 
0x0040 en 0x4000 105 
0x0080 Vere 0x8000 210 














Table 18. Timer Mask Values (20.4 MHz System Clock) 


This chapter described the design and operation of the Counter and Interrupt 
Controller Module. It concludes the hardware design section of this thesis. The next 


chapter describes the process of compiling and loading software into XSOC. 
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XIV. COMPILING/LOADING XSOC SOFTWARE 


A. PREPARING FOR SOFTWARE DEVELOPMENT 


The software design and load process consists of four steps: writing C programs, 
compiling them with a modified version of LCC, converting the output of the C compiler 
into a Verilog file, and finally compiling the software image into the FPGA load image 


with ISE. 


The first two steps are identical to those detailed by Jan Gray in his "Getting 
Started with the XSOC Project v0.93" [16]. The XSOC distribution is available at 
<http://www.fpgacpu.org/xsoc/xsoc-beta-093.zip>. Unzip the distribution and denote the 
home directory you installed it in as <KSOCHOME>. 


Jan Gray modified LCC to work with XSOC. To get the compiler working, install 
the LCC executables. LCC version 4.1 (now out-of-date and replaced by version 4.2) is 
still available via ftp in /pub/packages/Icc/lcc41.exe at ftp.cs.princeton.edu. It is a cross- 
platform C compiler developed by Christopher W. Fraser and David R. Hanson. Install 
the package and note the installation directory as <LCCHOME>. 


Next, copy the files from the <XSOCHOME>/Icc-xrl6/bin directory (lcc- 
xrl6.exe, libxr16.s, rcc-xrl6.exe, reset.s, and xrl6.exe) to the <LCCHOME?>/4.1/bin 
directory. Unless you work in the <LCCHOME>/4.1/bin directory you will need to add 
that directory to your PATH so Windows will find the executables. 


The files reset.s and libxrl6.s must be modified for use with our CFTP 
implementation. Specifically, the stack pointer is set to an out of range address (32K vs. 
8K) and there is no need to execute the zero memory routine since the BRAMs are 
initialized with known values after configuration. Modified libxr16.c and reset.s file 
contents are included in Appendices D and E. Note that libxr16.c will need to be 


compiled after modification. 
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The final tool is the hextov format conversion tool created specifically for this 
thesis to convert the .hex output of the Icc-xrl16 compiler to a Verilog file. This tool 
converts the ASCII output file that was intended for the XESS development board 


software loader to a format usable by the CFTP microcontroller. 


The block RAMs are initialized through multiple DEFPARAM statements that 
indicate their startup values. Specifically, each of these DEFPARAM statements 
contains 256 bits of data. Programs larger than 256 bits will contain multiple 
DEFPARAM statements per block RAM. The format is a standard Verilog number 
format, with the four most significant bits as the first hexadecimal character listed. 
Additionally, since ECC coding is used in the memory subsystem, hextov calculates the 
correct parity bit information and generates the DEFPARAM statements for those six bits 


as well. 


The tool takes one argument, the name of the input file. This file is assumed to be 
named .hex; do not add the -hex extension when specifying the filename. The output file 
will be the same name as the input filename except with a .v extension. For ease of use, 


copy hextov.exe to the <LCCHOME>/4. 1/bin directory. 


After generating the .v file, edit the bram4kx22.v file and change the “include 
entry to the appropriate filename for the file generated above. Then force a recompile of 


the FPGA. 


The CFTP microcontroller was created using Xilinx ISE 9.21. This was a newer 
version of the ISE software than had previously been used with CFTP. Additionally, 
recent projects had not used the ISE Graphical User Interface (GUI) to generate the X1 
configuration file. Instead, they had used command-line versions of the ISE tools and a 
Makefile for the make software building utility to generate the configurations to load into 


the FPGAs. 


The ISE GUI is used to complete the steps up to and including the "Implement 
Design" process in the ISE processes window. It is not used to generate the 
programming file. Instead, portions of the make process are duplicated using a small 


batch file and the bitgen command file. The batch file contains the following two lines: 
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bitgen -b -w -f bitfile_V1.cmd x] control.ncd 
promgen -b -w -u 0 xIcontrol.bit -p bin 


The bitgen bitfile_V1.cmd command file contains the bitgen flags necessary for 
proper operation with CFTP. Configuration files generated without these flags will not 
function. After the processes in the batch file are complete, a file named xIcontrol.bin 


containing the finished X1 configuration will be in the project directory. 
B. SOFTWARE PROCESS EXAMPLE 

The following example assumes the installation tools have been successfully 
installed. The C file with the program is named "hello.c". 

Icc-xrl6 -v -c hello.c 

Icc-xrl6 -v -o hello.hex -Ist=hello.Ist hello.o 

hextov hello 


You will now have a <hello.v> file that can be included in the bram4k22.v 
Verilog source file. Additionally there is a <hello.lst> file that contains a breakdown of 
memory locations and human-formatted versions of the assembler code they contain. It 


is useful for debugging but is not required for compilation. 


The next chapter summarizes this thesis, presents conclusions, and suggests future 


improvements to the CFTP design. 
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XV. CONCLUSIONS AND RECOMMENDATIONS 


This thesis detailed the process of adapting CFTP's X1 control FPGA from one 
containing fixed-function VHDL blocks to one containing a soft-core microcontroller and 
software-controlled HDL modules. An existing soft-core System-on-a-Chip RISC 
computer was extensively modified and enhanced to meet the design goals while existing 
functional blocks were altered to work with the microcontroller. Lastly, detailed 
instructions on how to create new I/O modules and how to compile and load software 


were presented. 
A. SUMMARY 


The CFTP is a spaceborne platform for testing the effect of SEUs on fault tolerant 
FPGA designs. It consists of a PC/104 computer board and an experiment board with 
two FPGAs, with one FPGA designated the experiment and the other the control. The 
PC/104 computer board and the in-use control FPGA are not fault tolerant. Additionally, 
the control FPGA is constructed of fixed-function modules that communicate with each 
other. Both the fixed-function modules in the control FPGA and the experiments in the 


experiment FPGA are instantiated from HDL using Xilinx ISE CAD tools. 


This thesis detailed the process of selecting and modifying an existing 
microcontroller for use in the CFTP control FPGA. Specifically, XSOC, a soft-core 16- 
bit RISC-based System-on-a-chip was selected [3]. XSOC was extensively modified to 
feature TMR, while the memory subsystem was redesigned to utilize Hamming ECC and 
the block RAMs present in the FPGA. Error detection circuits built into the TMR voters 


and an Error Reporting I/O module provide indication of error activity. 


Existing I/O modules, including the PC/104 interface, the X2 SelectMap 
configuration, and readback modules were modified to support the new microcontroller 
interface and were made fault tolerant through use of TMR. A sample I/O module was 
created with detailed instructions on how to add more I/O modules to the system. A new 


I/O module was created implementing an interrupt controller, a timestamp counter, and a 
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programmable timer greatly enhancing the capabilities of the microcontroller. A 
software tool was created to convert XSOC program binaries into Verilog initialization 
strings for loading into the FPGA’s block RAMs. Finally, a step-by-step guide on 


creating and loading software in the microcontroller was presented. 
B. CONCLUSIONS 


A microcontroller-based fault tolerant X1 control FPGA was _ successfully 
developed. The microcontroller and PC/104 interface were tested on CFTP hardware. 


The other I/O modules were tested using a software-based simulation tool. 


Functionality was improved due to the flexibility of software controlled modules. 
The ability to use C and assembly language to program the microcontroller should make 
implementing future experiments easier as the user only needs to understand the 


interfaces to the devices rather than the hardware behind them. 


There was sufficient room in X1 for a TMR SoC and I/O modules performing the 
functions of the previous X1 design. However, the design used over 92% of the available 
slices in the Virtex XQVR-600 FPGA, even after reducing the queue sizes and removing 
the error notification (but preserving the error correction) capabilities of the I/O device 


voters. Adding functionality to X1 will come with a cost of reducing existing features. 


Using Xilinx Partitions stops global optimization from removing redundant 
elements in TMR designs. Although not the intended purpose of the feature it works 


well. 


It is possible to make ECC memory nearly as fault tolerant to SEUs as TMR 
memory with the only weakness being the non-fault-tolerant clock. Such a design uses 
many voters but offers more memory capacity than TMR when using similar numbers of 


RAMs. 


This thesis should serve as a manual to allow those wishing to use the 
microcontroller-based design for future experiments. Step-by-step instructions for 
compiling software and new I/O modules are presented, while the interfaces for I/O 


modules are defined. 
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C. RECOMMENDATIONS 


These recommendations are listed in order of importance. The first two are 
necessary to maximize X1’s fault tolerance and have a much higher priority than the last 


three. 
1. Implement Configuration Scrubbing on the X1 FPGA 


As mentioned in Chapter V, there is no configuration scrubbing on the X1 control 
FPGA. Without scrubbing, configuration errors will accumulate in X1 until it is 
manually reset. It is possible that these errors will cause unintended operation. X1 is not 


completely fault tolerant until scrubbing is enabled and "keeper" circuits are not used. 
2. Modify the Code to Eliminate "Keeper" Circuits 


As mentioned in Chapter V, when "keeper" circuits are affected by SEUs the 
configuration errors are not corrected by configuration scrubbing. The VHDL and 
Verilog code should be modified to eliminate keeper circuit use. If future CFTP projects 
do not use Virtex I parts this recommendation might not be applicable; time constraints 
and that possibility were the reason they were not addressed by this thesis. Again, X1 is 
not completely fault tolerant until these non-correctable configuration errors are 


eliminated and scrubbing is performed on X1. 
3. Make a "Mini-OS" for the CFTP Microcontroller 


The microcontroller, although functional, lacks an application that takes full 
advantage of its features. The "Mini-OS" should include an ISR servicing PC/104 data 
into CFTP, Error Reporting System, and X2 Configuration Scrubbing System. 
Additional features should be a sample experiment in X2 and the ability to reconfigure 


the experiment in X2 on-the-fly. 
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4. Enable 16-bit Transfers on the PC/104 Bus 


Although enabling 16-bit transfers would require changing the handshaking 
between X1 and the PC/104 processor board and modification to the PC/104 queue and 


interface, it would double the available bandwidth between the two. 
5. Automated Memory Scrubbing 


Use the second port of the dual-ported RAMs for a memory scrub. As mentioned 
in Xilinx XAPP197", the second port can be used for this purpose. Relatively simple 
circuitry can use a counter and small state machine to step through each address, 
performing a read, correction, and writeback. This functionality would require additional 
ECC decoders and encoders which might not fit due to lack of available space on the 


FPGA. 
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APPENDIX A: VERILOG SOURCE CODE 


This appendix contains the Verilog source code used to create the X1 FPGA 
configuration file. It also contains a sample I/O module file, iotemplate.v, listed in 


Section H. 


A. BITS.V 


01C64A8EE 


defparam ram0O.INIT_O 
256'hOOFC06200000000 
defparam raml.INIT_O 
256'hOOFC900900001A0A231850083162C2484D813634D850564B000005AAA3AAA203; 
defparam ram2.INIT_0O = 
256'hO0OFC110900001A0109642D87A6917A8001980660190154310000033335333503; 
defparam ram3.INIT_0O = 
256'hOOFC000100004D08201837A6840232180998265099D10141000005C3CBC3CA07; 
defparam ram4.INIT_0O = 
256'hOOFDD8530702DB07FA6940681330C6F85A7D6 9E5A793333FO00001FFF3FFF005; 
defparam ram5.INIT_0O = 
256'hOOFD1C10040288167E0880600801FC1D40410104040200010000080000000001; 
defparam ram6.INIT_0O = 
256'h0001F5030702DB0181E7 6F 8DF7F 9DEF 8680 9A0268093111F0000080000000001; 
defparam ram7.INIT_O 
256'hOOFDF3430702DB0 
defparam ram8.INIT_O 
256'h00FC94310100531 
defparam ram9.INIT_O 
256'hOOFC34800301120 
defparam raml0.INIT 
256'hOOFCC3070000531 
defparam raml1l.INIT 
256'hOOFCC1370000531 
defparam raml2.INIT 
256'hOOFC58C80000380C7D059760595801FA5E8D7A35E8CAAAAIOO0007FFF4000505; 
defparam ram13.INIT1 0 = 
256'hOOFD90890602C90EFEIND00E00023F61D64259096424CCCC2000008000800080A; 
defparam raml4.INI1 0 = 
256'hOOFC462000003401014FDF15FFD 9B9E20 9A82 6A0 9A822221000007FFF6000505; 
defparam ram15.INIT1 0 = 
256'hOOFD108A0502AE00000000000000051A548552154853333D00000A0007FFF70D; 
defparam raml6.INIT_00O = 
256'hOOFCAD7A02006313 9BB6E05F11E4F971A34C8D2234 9CAAD300000DFFF8000801; 
defparam raml7.INIT_OO = 
256'hO001C1FD0603B4 0D 65EF 9BB9A22DC776CB432D3CB4E7021200000A03F7FCO70C; 
defparam ram1l8.INIT_0OO = 
256'hOOFC475E00011E0317254F1A803B8074CF8F3E3CF875566D000003FFF5FFF50F; 
defparam raml19.INIT_OO = 
256'h0000A1B501014111198875A380DB5241A516944A5126666B00000CA5AAA5AA05; 
defparam ram20.INI1 0 = 

256'hOOFC5FDC0300381B92BA60 9FOAATFIF4DEFF7BFDE 
defparam ram21.INIT_0OO = 

256'hHOOOLACF80402841EE2DE345BC3EB7CAE87801E20788EDD96000004A5A2A5A200; 





WwW 








E8480D6581960658002001000003FCO5FC0505; 








o-oo. a 























0000000000000 6FD7A7 9E9E7A793111F0000080000000001; 











2D21695DA9C6A240197865E19797554B000005AAA9AAAA0 3; 


100010566390A061942050814202000D0000013331333000; 
0 = 
212FA32DA645B2802002800A00220013000001C3C1C3C002; 
0 = 
1060280AAC05BAEBB97AE5EB97B7555FO000001FCO1FC0002; 
0 = 
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E02220000003FCOCO3FFO05; 
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B. BRAM4KX22.V 


“timescale ins / lps 
module bram4kx22 (CLK, WE, 








input CLK; 

input [2:0] WE; 
input [47:0] ADDR; 
input [65:0] DIN; 
output [21:0] DOUT 


ADDR, DIN, DOUT); 


’ 


wire logic0O,logicl; 
assign logicO = 1'b0; 
assign logicl = 1'bl; 


wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 





voterin #(1 
voterin #(1 


11:0 


PREP RPRPBPBBBBPBPBBP BBE PPP EE 


[21:0] 


v_we0; 
v_wel; 
v_we2; 
v_we3; 
v_we4; 
v_we5; 
v_we6; 
v_we7; 
v_we8; 
v_we9; 


v_wel 
v_wel 
v_wel 
v_wel 
v_wel 
v_wel 
v_wel 
v_wel 
v_wel 
v_wel 


0; 
1; 
2; 
3; 
4; 
5; 
6; 
7; 
8 


’ 





9; 


v_we20; 
v_we21; 
v_addr0; 
v_addrl; 
v_addr2; 
v_addr3; 
v_addr4; 
v_addr5; 
v_addr6; 
v_addr7; 
v_addr8; 
v_addr9; 





DOO COOOCOCOOCOCOCOCOCOOCOOCOfO 





v_addr10 
v_addr1l 
v_addr12 
v_addr13 
LA; 
5 
6 
7 
8 


v_addr 


v_addrl 
v_addrl 
v_addrl 
v_addrl 
v_addrl 


v_din; 


v 
’ 
v 


, 


’ 
’ 
’ 
’ 


9; 





v_addr20; 
v_addr21; 


) we0_v(.din(W 
) wel_v(.din(W 





.dout (v_we0)); 
.dout (v_wel)); 
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voterin #(1) we2_v(.din(WE), .dout (v_we2)); 

voterin #(1) we3_v(.din(WE), .dout (v_we3)); 

voterin #(1) we4_v(.din(WE), .dout (v_we4)); 

voterin #(1) we5_v(.din(WE), .dout (v_we5)); 

voterin #(1) we6_v(.din(WE), .dout (v_we6)); 

voterin #(1) we7_v(.din(WE), .dout (v_we7))j; 

voterin #(1) we8_v(.din(WE), .dout (v_we8)); 

voterin #(1) we9_v(.din(WE), .dout (v_we9)); 

voterin #(1) welO_v(.din(WE), .dout(v_wel0)); 

voterin (1) well_v(.din(WE), .dout (v_well)); 

voterin (1) wel2_v(.din(WE), .dout (v_wel2)); 

voterin #(1) wel3_v(.din(WE), .dout (v_wel3)); 

voterin (1) wel4_v(.din(WE), .dout (v_wel4)); 

voterin #(1) wel5_v(.din(WE), .dout (v_wel5)); 

voterin #(1) wel6_v(.din(WE), .dout (v_wel6) ); 

voterin (1) wel7_v(.din(WE), .dout (v_wel7)); 

voterin #(1) wel8_v(.din(WE), .dout (v_wel8) ); 

voterin #(1) wel9_v(.din(WE), .dout (v_wel9)); 

voterin #(1) we20_v(.din(WE), .dout (v_we20) ); 

voterin (1) we21_v(.din(WE), dout (v_we21)); 

voterin #(12) addrO_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addr0O)); 

voterin (12) addri_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addrl1)); 

voterin (12) addr2_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addr2)); 

voterin #(12) addr3_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addr3)); 

voterin (12) addr4_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addr4) ); 

voterin #(12) addr5_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addr5)); 

voterin #(12) addr6o_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addr6) ); 

voterin (12) addr7_v(.din({ADDR[44:33], ADDR[28:17 
.dout (v_addr7))j; 

voterin #(12) addr8_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addrs) ); 

voterin #(12) addr9_v(.din({ADDR[44:33], ADDR[28:17 
-dout (v_addr9)); 

voterin (12) addrl0_v(.din({ADDR[44:33], ADDR[28 
-dout (v_addr10)); 

voterin (12) addrll_v(.din({ADDR[44:33], ADDR[28 
-dout (v_addri1l1)); 

voterin (12) addrl2_v(.din({ADDR[44:33], ADDR[28 
-dout (v_addrl12)); 

voterin (12) addr13_v(.din({ADDR[44:33], ADDR[28 
-dout (v_addr13)); 

voterin (12) addr14_v(.din({ADDR[44:33], ADDR[28 
-dout (v_addr14)); 

voterin (12) addri5_v(.din({ADDR[44:33], ADDR[28 
-dout (v_addr15)); 

voterin (12) addrl6_v(.din({ADDR[44:33], ADDR[28 
-dout (v_addrl16)); 

voterin (12) addrl7_v(.din({ADDR[44:33], ADDR[28 
-dout (v_addr17)); 

voterin (12) addrl18_v(.din({ADDR[44:33], ADDR[28:1 
-dout (v_addr18)); 

voterin (12) addr19_v(.din({ADDR[44:33], ADDR[28:1 





















































-dout (v_addr19)); 



































voterin #(12) addr20_v(.din({ADDR[44:33], ADDR[28:17], ADDR[12:1]}), 
-dout (v_addr20)); 

voterin #(12) addr21_v(.din({ADDR[44:33], ADDR[28:17], ADDR[12:1]}), 
-dout (v_addr21)); 


voterin #(22) din_v(.din(DIN), .dout(v_din)); 





RAMB4_S1 ram0O 
-ADDR(v_addr0), .DI( 
RAMB4_S1 raml 
-ADDR(v_addrl), .DI( 
RAMB4_S1 ram2 
-ADDR(v_addr2), .DI( 
RAMB4_S1 ram3 
-ADDR(v_addr3), .DI( 
RAMB4_S1 ram4 
-ADDR(v_addr4), .DI(v_din[4]), .DO(DOUT[4])); 

RAMB4_S1 ram5 (v_we5), .EN(logicl), .RST(logic0O), .CLK(CLK), 


(.WE(v_we0), .EN(logicl), .RST(logic0O), .CLK(CLK), 
ae 
( 
Vv. 
( 
Vv. 
( 
Vv. 
( 
Vv. 
( a 
-ADDR(v_addr5), .DI(v_din[5]), .DO(DOUT[5])); 
( 
Vv. 
( 
Vv. 
( 
Vv. 
( 
Vv. 
0 


_din[0]), .DO(DOUT[0])); 
.WE(v_wel), .EN(logicl), .RST(logic0), .CLK(CLK), 





_din[1]), .DO(DOUT[1])); 
(v_we2), .EN(logicl), .RST(logic0O), .CLK(CLK), 





_din[2]), .DO(DOUT[2])); 
(v_we3), .EN(logicl), .RST(logicO), .CLK(CLK), 





_din[3]), .DO(DOUT[3])); 
(v_we4), .EN(logicl), .RST(logicO), .CLK(CLK), 











RAMB4_S1 ram6(.WE(v_we6), .EN(logicl), .RST(logic0O), .CLK(CLK), 
-ADDR(v_addr6), .DI(v_din[6]), .DO(DOUT[6])); 

(v_we7), .EN(logicl), .RST(logicO), .CLK(CLK), 
in[7]), .DO(DOUT[7])); 
(v_we8), .EN(logicl), .RST(logic0O), .CLK(CLK), 
8 , «DO(DOUT[8])); 
we9), .EN(logicl), .RST(logicO), .CLK(CLK), 
din[9]), .DO(DOUT[9])); 


RAMB4_S1 ram7 
-ADDR(v_addr7), .DI(v_ 
RAMB4_S1 ram8 
-ADDR(v_addr8), .DI( 
RAMB4_S1 ram9 
-ADDR(v_addr9), .DI( 







































































































































































RAMB4_S1 raml10(.WE(v_wel0), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr10), .DI(v_din[10]), .DO(DOUT[10])); 

RAMB4_S1 ramll1(.WE(v_well), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addrl11), .DI(v_din[11]), .DO(DOUT[11])); 

RAMB4_S1 raml12(.WE(v_wel2), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr12), .DI(v_din[12]), .DO(DOUT[12])); 

RAMB4_S1 ram13(.WE(v_wel3), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr13), .DI(v_din[13]), .DO(DOUT[13])); 

RAMB4_S1 raml4(.WE(v_wel4), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr14), .DI(v_din[14]), .DO(DOUT[14])); 

RAMB4_S1 ram15(.WE(v_wel5), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr15), .DI(v_din[15]), .DO(DOUT[15])); 

RAMB4_S1 raml6(.WE(v_wel6), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr16), .DI(v_din[16]), .DO(DOUT[16])); 

RAMB4_S1 raml17(.WE(v_wel7), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr17), .DI(v_din[17]), .DO(DOUT[17])); 

RAMB4_S1 ram18(.WE(v_wel18), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr18), .DI(v_din[18]), .DO(DOUT[18])); 

RAMB4_S1 ram19(.WE(v_wel9), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr19), .DI(v_din[19]), .DO(DOUT[19])); 

RAMB4_S1 ram20(.WE(v_we20), EN(logicl), .RST(logicO), .CLK(CLK), 
-ADDR(v_addr20), .DI(v_din[20]), .DO(DOUT[20])); 

RAMB4_S1 ram21(.WE(v_we21), .EN(logicl), .RST(logic0O), .CLK(CLK), 
-ADDR(v_addr21), .DI(v_din[21]), .DO(DOUT[21])); 

















“include "bits.v" 
endmodule 


module decode5(din, dout); 
input [4:0] din; 
output [21:0] dout; 


reg [21:0] dout; 


always @(din) begin 
case (din) 


A2 












































5'hO : dout <= 22'h000000; 
5'thl : dout <= 22'h000000; 
5'h2 : dout <= 22'h000000; 
5'h3 : dout <= 22'h000001; 
5'h4 : dout <= 22'h000000; 
5'h5 : dout <= 22'h000002; 
5'h6 : dout <= 22'h000004; 
5'h7 : dout <= 22'h000008; 
5'h8 : dout <= 22'h000000; 
HTHo 3 dout <= 22 'nhoco0g10: 
5'hA : dout <= 22'h000020; 
5'hB : dout <= 22'h000040; 
5'hC : dout <= 22'h000080; 
5'hD : dout <= 22'h000100; 
5'hE : dout <= 22'h000200; 
5S'hF : dout <= 22'h000400; 
5'h10 : dout <= 22'h000000; 
5'thil : dout <= 22'h000800; 
5'h12 : dout <= 22'h001000; 
5'h13 : dout <= 22'h002000; 
5'h14 : dout <= 22'h004000; 
SAIS “$$ dout <= 22" hous0g0: 
5'h16 : dout <= 22'h000000; 
5'h17 : dout <= 22'h000000; 
5'h18 : dout <= 22'h000000; 
5'h19 : dout <= 22'h000000; 
5'h1lA : dout <= 22'h000000; 
5'h1B : dout <= 22'h000000; 
5'hic : dout <= 22'h000000; 
5'h1D : dout <= 22'h000000; 
5'h1E : dout <= 22'h000000; 
5'hiF : dout <= 22'h000000; 
default : dout <= 22'h000000; 
endcase 
end 
endmodule 
module eccencode(din, dout); 
input [15:0] din; 
output [21:0] dout; 

assign dout[15:0] = din[15:0]; 

// check group 1 

assign dout[16] = din[0] * din[1] * din[3] * din[4] 


din[10] * din[11] * din[13] * din[15]; 
// check group 2 


assign dout[17] = din[0] * din[2] * din[3] * din[5] 


din[10] * din[12] * din[13]; 
// check group 4 





assign dout[18] = din[1l] * din[2] * din[3] * din[7] 


din[10] * din[14] * din[15]; 
// check group 8 














assign dout[19] = *din[10:4]; 
// check group 16 
assign dout[20] = *din[15:11]; 


// overall check 
//assign dout[21] = (*din[15:0]) * (*dout[20:16]); 
assign dout[21] = 1'b0; 











endmodule 


module eccdecode(din, dout, syndrome) ; 
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input [21:0] din; 
output [15:0] dout; 
output [5:0] syndrome; 
wire [5:0] syndrome; 
wire [21:0] correct; 
// check group 1 
assign syndrome[0] = din[16] * din[0] * din[1] * din[3] 
“ din[8] * din[10] * din[11] * din[13] * din[15]; 
// check group 2 
assign syndrome[1] = din[17] * din[0] * din[2] * din[3] 
“ din[9] * din[10] * din[12] * din[13]; 
// check group 4 
assign syndrome[2] = din[18] * din[1] * din[2] * din[3] 
“ din[9] * din[10] * din[14] * din[15]; 
// check group 8 
assign syndrome[3] = din[19] * (*%din[10:4]); 
// check group 16 
assign syndrome[4] = din[20] * (*%din[15:11]); 
assign syndrome[5] = “din; 


decode5 





ccdecod 





assign dout = 


endmodule 


Cy 


BRAM_ECC.V 


“timescale ins / lips 


“include 


module bram_ecc(clk, 


inpu 
inpu 
inpu 
inpu 
inpu 
inpu 
inpu 
inpu 
outp 
inpu 
inou 
outp 
inpu 
inpu 
inou 


wire 
wor 
wire 
wire 
GEL 
wire 


GP AGE Ch Gr Gr 9 CT (Cr. Gt 





"voterids.v" 

















din[15:0] % 


.din (syndrome [4:0]),.dout (correct) ); 


correct [15:0]; 


rst, sub, slb, rub, uxd_t, 1lxd_t, memdta, 
mem_addr, we, d, xd, errorbus, addr_nxt, mem_ce); 
clk; 
rst; 
2¢0] sub; 
220] slb; 
220) rub; 
2204 ped. t? 
25.0: lxd_t; 
47:0 memdta; 
[47:0] mem_addr; 
220] we; 
47:0 d; 
[47:0] xd; 
47:0] addr_nxt; 
[2:0] mem_ce; 
15:0] errorbus; 
17:0] syndrome; 
15:0] errorbus; 
65:0 eccdin; 
2-20 eccdout; 
aysQ d; 
47:0 mem_out,; 
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“ din[4] 


“ din[5] 


“ din[7] 


“ din[6] 


“ din[6] 


“ din[8] 


reg [47:0] xa; 

wire [15:0] v_addr_nxt0, v_addr_nxtl, 
wire aerror_nxt, 

reg aerror, berror, 


voterlnsyn #(16) addr_nxt_v0 
-errorbus (errorbus), .clk(clk), .rst(rst), 
voterlnsyn #(16) addr_nxt_vl 
-errorbus (errorbus), .clk(clk), .rst(rst), 
voterlnsyn #(16) addr_nxt_v2 

















(.din(addr_nxt), 
(.din(addr_nxt), 


(.din(addr_nxt), 


v_addr_nxt2; 
berror_nxt, cerror_nxt; 


cerror; 


.dout (v_addr_nxt0), 
| ADDR_NXTO_V})); 
.dout (v_addr_nxt1), 
| ADDR_NXT1_V})); 
.dout (v_addr_nxt2), 


.ID({° BRA 


.ID({° BRA 





-errorbus(errorbus), .clk(clk), .rst(rst), .ID({* BRAM_ADDR_NXT2_V})); 
assign mem_addr[15:0] = mem_ce[0] ? addr_nxt[15:0] xa[15:0]; 
assign mem_addr[31:16] = mem_ce[1] ? addr_nxt [31:16] xa[31:16]; 
assign mem_addr[47:32] = mem_ce[2] ? addr_nxt [47:32] xa [4723213 
always @(posedge clk or posedge rst) begin 

if (rst) begin 
xa <= 0; 
end 
else begin 
if (mem_ce[0]) begin 
xa[15:0] <= v_addr_nxt0O; 
end 
if (mem_ce[1]) begin 
xa[31:16] <= v_addr_nxtl; 
end 
if (mem_ce[2]) begin 
xa[47:32] <= v_addr_nxt2; 
end 
end 
end 
// code lifted from voter module 
assign aerror_nxt= | (syndrome[5:0]); 
assign berror_nxt= | (syndrome[11:6]); 
assign cerror_nxt= | (syndrome[17:12]); 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
aerror <= 0; 
berror <= 0; 
cerror <= 0; 
end 
else begin 
aerror<= aerror_nxt; 
berror<= berror_nxt; 
cerror<= cerror_nxt; 
end 
end 
assign errorbus[14:5] = ((aerror) | (berror) | (cerror)) ? 
~BRAM _SYNDROME_ERR 10'd0; 
assign errorbus[4:3] = 2'd0; 
assign errorbus[2:0] = ((aerror) | (berror) | (cerror)) ? 

{(cerror), (berror), (aerror) } 3 tdus 
// collision detect 
assign errorbus[15] = ((aerror) | (berror) | (cerror)) ? 


((errorbus[14:0]== 














({° BRAM_SYNDROME 


1'b0 1'bl) 1'b0; 


dd 


_ERR,2'dO, (cerror), (berror), (aerror) })) 


2 


memio memiol (.sub(sub[0]), .slb(slb[0]), ~.rub(rub[0]), 
-din(memdta[15:0]), .eccdout (eccdout), .mem_out (mem_out[15:0]), 
.xd(xd[15:0]), .eccdin(eccdin[21:0]), .syndrome (syndrome[5:0])); 
memio memio2 (.sub(sub[1]), .slb(slb[1]), 
-din(memdta[31:16]), .eccdout (eccdout) , 
-xd(xd[31:16]), .eccdin(eccdin[43:22]), 

. syndrome (syndrome[11:6])); 


-cub(rub[1]), 
-mem_out (mem_out[31:16]), 


memio memio3 (.sub(sub[2]), .slb(slb[2]), 
-din(memdta[47:32]), .eccdout (eccdout) , 
-xd(xd[47:32]), .eccdin(eccdin[65:44]), 

. syndrome (syndrome[17:12])); 


-rub(rub[2]), 
-mem_out (mem_out[47:32]), 


(.CLK(clk), .WE(we), 
.DOUT (eccdout) ); 


bram4kx22 mem1 -ADDR(mem_addr), 


-DIN(eccdin), 





assign d[7:0] = lxd_t[0] ? 8'bz: mem_out[7:0]; 
assign d[15:8] = uxd_t[0] ? 8'bz: mem_out[15:8]; 
assign d[23:16] lxd_t[1] ? 8'bz: mem_out[23:16]; 
assign d[31:24] = uxd_t[1] ? 8'bz: mem_out[31:24]; 
assign d[39:32] = lxd_t[2] ? 8'bz: mem_out [39:32]; 
assign d[47:40] = uxd_t[2] ? 8'bz: mem_out[47:40]; 

endmodule 

D. CLOCKDIV.V 


// module to derive a ~20Mhz system clock from the 51Mhz PC/104 clock 
“timescale ins / lps 

module clock_div(ACLK, CLKDIV, RST); 

input ACLK; 

input RST; 

output CLKDIV; 














IBUFG CLK_ibufg_A (.I (ACLK), .O(ACLK_ibufg)); 
BUFG DIVCLK_bufg (.I (ACLK_div2), .O (CLKDIV)); 
BUFG ACLK_FB (.I (ACLK_0), .O (ACLK_feedback)); 
CLKDLL ACLK_dll_div // /2.5 clock 
(.CLKIN(ACLK_ibufg), 

. CLKFB (ACLK_feedback), 

-RST(RST), 

.CLK2X(), 

.CLKO (ACLK_0O), 

-CLK90(), 

-CLK180(), 

-CLK270(), 

»CLKDV (ACLK_div2), 








. LOCKED () 
); 


defparam ACLK_dll_div.CLKDV_DIVIDE 





endmodule 
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E. CTRL.V 
/* ctrl.v -- xrl6 control unit synthesizable Verilog model 
* 
* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 
* 
* SHeader: /dist/xsocv/ctrl.v 8 4/06/00 10:55a Jan $ 
* SLog: /dist/xsocv/ctrl.v $ 
* 
beens) 4/06/00 10:55a Jan 
* polish 
ae 


/* last modified by David Dwiggins, 24 August 2008. Adapted to use 

* TMR/ECC functionality for fault-tolerance. Also adapted to reload each 
register 

* each clock cycle */ 

// original code by Jan Gray included at end of file 








“timescale ins / lips 
“include "voterids.v" 


// Instruction fields, ref.: The xrl6 Specifications (doc/xspecs.pdf). 





// Opcodes (IR[15:12]) 


“define ADD 4'h0o 
“define SUB AHI 
~define ADDI 4'"h2 
~define RR 4'h3 
“define RI 4'h4 
“define LW 4'h5 
“define LB 4'h6 
“define SW 4'h8 
“define SB 4'h9 
“define JAL 4'"hA 


~“define Bcond 4'hB 
“define CALL 4'hC 








“define IMM 4"hD 
// Functions (IR[7:4]) 
“define AND 4'h0o 
~define OR 4'hl 
“define XOR 4'"h2 
“define ANDN 4'h3 
“define ADC 4'h4 
“define SBC 4'h5 
“define SRL 4'hé 
“define SRA 4'"h7 
“define SLL 4'h8 


// Conditional branches (IR[11:8]) 





“define BR 4'h0 

“define BRN 4'hl 

~define BEQ 4'h2 
~define BNE 4'h3 
“define BC 4'h4 
‘define BNC 4'h5 
~define BV 4'"h6 
~define BNV 4'"h7 
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*define BLT 4'h8 
“define BGE 4'h9 
“define BLE 4'"hA 
“define BGT 4'"hB 
~define BLTU 4'"hc 
*define BGEU 4'hD 
“define BLEU 4'hE 
~define BGTU 4'hF 
“define INT 16'hAEO1 // int = jal r14,10(r0) 
module control ( 
clk, rst, rdy, int_req, dma_req, zerodma, insn, al5, z, n, Co, Vv, 
mem_ce, word_nxt, read_nxt, dbus_nxt, dma, 
rf_we, rna, rnb, rdest, 
fwd, imm, sextimm4, zextimm4, wordimm4, imml12, pipe_ce, b15_4 ce, 
add, ci, logicop, sri, 
sum_t, logic_t, shl_t, shr_t, zeroext_t, ret_t, 
branch, brdisp, selpc, zeropc, dmapc, pc_ce, ret_ce, 
in_add, out_add, in_ci, out_ci, in_branch, out_branch, 
in_sum_t, out_sum_t, in_logic_t, out_logic_t, in_shl_t, out_shl_t, 
in_shr_t, out_shr_t, in_zeroext_t, out_zeroext_t, in_ret_t, out_ret_t, 
Ln af. aioe (QUEL UE TG, in ar OUbLAi Yr, Ano ex ir, out cex14,.) inp ex..call, 
out_ex_call, 
in_ex_st, out_ex_st, in_ifetch, out_ifetch, in_dma, out_dma, 


in_sync_reset, out_sync_reset, 
in_dc_annul, out_dc_annul, 

out_int_pend, 
in_dc_int, 

out_zero_pend, 


out_dc_int, in_dma_pend 


in_ex_annul, 


out_ex_annul, in_int_pend, 


, out_dma_pend, in_zero_pend, 














inum, errorbus); 

parameter Ww 16; // data word width 

parameter N = W-1; // msb index 

parameter Iw = 16; // instruction word width 

parameter IN = 15; // instruction word msb index 

// ports 

input clk; // global clock 

input rst; // global async reset 

input [2:0] rdy; // current memory access is ready 

input int_req; // interrupt request 

input dma_req; // DMA request 

input zerodma; // zero DMA counter 
request 

input [15:0] insn; // new instruction word 

input al5; // AK operand msb 

input Zi // zero result 
condition code 

input n; // negative result 
condition code 

input CO; // carry-out result 
codition code 

input Vv; // oVerflow result 
condition code 

input [2:0] in_add, in_ci, in_branch, in_sum_t, in_logic_t; 

input [2:0] in_shl_t, in_shr_t, in_zeroext_t, in_ret_t; 

input (47:0) anitiotr, dn ir, inveex ir; 

input [2:0] in_ex_call, in_ex_st, in_ifetch, in_dma, 
in_sync_reset; 

input [2:0] in_dc_annul, in_ex_annul, in_int_pend, 


in_dc_int, in_dma_pend; 
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input [2:0] in_zero_pend; 






































input [LO] inum; 

output mem_ce; // memory access clock enable 

output word_nxt; // next access is word wide 

output read_nxt; // next access is read 

output dbus_nxt; // next access uses on-chip data bus 

output dma; // current access is a DMA transfer 

output rf_we; // vegister file writ nabl 

output [3:0] rna; // vegister file port A register number 

output [3:0] rnb; // vegister file port B register number 

output [3:0] rdest; // vegister file write number 

output fwd; // forward result bus into A operand 
register 

output [11:0] imm; // 12-bit immediate field 

output sextimm4; // sign-extend 4-bit immediate operand 

output zextimm4; // zero-extend 4-bit immediate operand 

output wordimm4; // word-offset 4-bit immediate operand 

output imm12; // 12-bit immediate operand 

output pipe_ce; // pipeline clock enable 

output b15_4 ce; // b’[15:4] clock enable 

output add; //1=> A+B; O => A-B 

output only // carry-in 

output [1:0] logicop; // logic unit opcode 

output svi; // shift right msb input 

output sum_t; // active low adder output enable 

output Logic lt; // active low logic unit output enable 

output shl_t; // active low shift left output enable 

output shr_t; // active low shift right output enable 

output zeroext_t; // active low zero-extension output 
enable 

output ret_t; // active low return address output 
enable 

output branch; // branch taken 

output [7:0] brdisp; // 8-bit branch displacement 

output selpc; // address mux selects next PC 

output ZeELropc; // force next PC to 0 

output dmapc; // use DMA register in PC register file 

output pc_ce; // PC clock enable 

output ret_ce; // return address clock enable 

output out_add, out_ci, out_branch, out_sum_t, out_logic_t; 

output out_shl_t, out_shr_t, out_zeroext_t, out_ret_t; 

output [15:0] out_if_ir, out_ir, out_ex_ir; 

output out_ex_call, out_ex_st, out_ifetch, out_dma, 
Ou Sync. reset; 

output out_dc_annul, out_ex_annul, out_int_pend, out_dc_int, 
out_dma_pend; 

output out_zero_pend; 

inout [15:0] errorbus; 

reg add, ci, branch; 

reg sum_t, logic_t, shl_t, shr_t, zeroext_t, 
ret_t; 

// locals 

reg [IN:0 ate ie, dies xb s // instruction registers 

// IR fields 

wire [3:0 op = ir[15:12]; // opcode 

wire [3:0 rd = ir[11:8]; // destination register 

wire [3:0 ra San P74; // source register A 

wire [3:0 rb = ir[3:0]; // source register B 

wire [3:0 cond = ir[11:8]; // branch condition 














































































































wire [3:0] fn = ir[7:4]; // vr or ri function sub- 
opcode 

wire [3:0] ex_op = ex_ir[15:12]; // EX stage opcode 

wire [3:0] ex_rd = ex_ir[11:8]; // EX stage destination register 

wire [3:0] ex_fn = ex_ir[7:4];// EX stage function sub-opcode 

wire v_rdy; 

wire v_add, v_ci, v_branch, v_sum_t, v_logic_t; 

wire v_shl_t, v_shr_t, v_zeroext_t, v_ret_t; 

wire (15330) watt ir. Wilde: <v_Ex rs 

wire v_ex_call, v_ex_st, v_ifetch, v_dma, v_sync_reset; 

wire v_dc_annul, v_ex_annul, v_int_pend, v_dc_int, 
v_dma_pend; 

wire v_zero_pend; 

wor [15:0] errorbus; 

voterlnsyn (1) rdy_v (.din(rdy), .dout(v_rdy), .errorbus(errorbus), 
-clk(clk), .rst(rst), .ID({*CO_RDY_V})); 

voterlnsyn (1) add_v (.din(in_add), .dout(v_add), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_ADD _V})); 

voterlnsyn (1) ci_v (.din(in_ci), .dout(v_ci), .errorbus(errorbus), 
wclk (elk).,. «rst(rst),. .<LD({* CO-€l_V3)) 3 

voterlnsyn (1) branch_v (.din(in_branch), .dout(v_branch), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_BRANCH_V})); 

voterlinsyn (1) sum_t_v (.din(in_sum_t), .dout(v_sum_t), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_SUM_T_V})); 

voterlnsyn #(1) logic_t_v (.din(in_logic_t), .dout(v_logic_t), 
-errorbus (errorbus), .clk(clk), .rst(rst), .ID({*CO_LOGIC_T_V})); 

voterlnsyn #(1) shl_t_v (.din(in_shl_t), .dout(v_shl_t), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_SHL_T_V})); 

voterlnsyn (1) shr_t_v (.din(in_shr_t), .dout(v_shr_t), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_SHR_T_V})); 

voterlnsyn (¥) zeroext_t_v (.din(in_zeroext_t), .dout(v_zeroext_t), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_ZEROEXT_T_V})); 

voterlnsyn (1) ret_t_v (.din(in_ret_t), .dout(v_ret_t), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*°CO_RET_T_V})); 

voterlnsyn #(16) Lf drove (.din(in. af i4r), .doutdw Pet a3), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_IF_IR_V})); 

voterlnsyn (16) ir_v (.din(in_ir), .dout(v_ir), .errorbus(errorbus), 
OlKiCElLk)4. 1st (rst). .ED.Ce CO: TR VE) sy 

voterlnsyn (16) ex_ir_v (.din(in_ex_ir), .dout(v_ex_ir), 
-errorbus (errorbus), clk(clk), .rst(rst), .ID({*CO_EX_IR_V})); 

voterlinsyn (1) ex_call_v (.din(in_ex_call), .dout (v_ex_call), 
-errorbus (errorbus), clk(clk), .rst(rst), .ID({*CO_EX_CALL_V})); 

voterlnsyn #(1) ex_st_v (.din(in_ex_st), .dout(v_ex_st), 
-errorbus (errorbus), clk(clk), .rst(rst), .ID({*°CO_EX_ST_V})); 

voterlnsyn (1) ifetch_v (.din(in_ifetch), .dout(v_ifetch), 
-errorbus (errorbus), clk(clk), .rst(rst), .ID({*CO_IFETCH_V})); 

voterlnsyn #(1) dma_v (.din(in_dma), .dout(v_dma), 
.errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_DMA V})); 

voterlnsyn (1) sync_reset_v (.din(in_sync_reset), 
-dout (v_sync_reset), .errorbus(errorbus), .clk(clk), .rst(rst), 
.-ID({* CO_SYNC_RESET_V}))j; 

voterlnsyn 1) dc_annul_v (.din(in_dc_annul), .dout(v_dc_annul), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_DC_ANNUL_V})); 

voterlnsyn #(1) ex_annul_v (.din(in_ex_annul), .dout(v_ex_annul), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_EX_ANNUL_V})); 

voterlnsyn #(1) int_pend_v (.din(in_int_pend), .dout(v_int_pend), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_INT_PEND_V})); 
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voterlnsyn #(1) 
-errorbus (errorbus), 
voterlnsyn #(1) 


dc_int_v 


-Cclk (clk), 


dma_pend_v 


est (cst), 


(.din(in_dc_int), 
.ID({*CO_DC_INT_V})); 
(.din(in_dma_pend), 


.dout (v_dc_int), 


.dout (v_dma_pend), 

















-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_DMA_PEND_V})); 
voterlnsyn #(1) zero_pend_v (.din(in_zero_pend), .dout (v_zero_pend), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*CO_ZERO_PEND_V})); 
assign errorbus = 16'b0; 
assign imm = ir[11:0]; // 12-bit immediate field 
assign brdisp = ex_ir[7:0]; // 8-bit branch displacement 


// IF stage instruction decoding 














assign imml2 = op=="CALL || op== IMM; 

assign sextimm4 = op==ADDI || op==RI; 

assign zextimm4 op=="LB || op==" SB; 

assign wordimm4 = op=="LW || op=='SW || op==  JAL; 

wire addsub = op=="ADD || op=="SUB || op=="ADDI; 

wire call = op==CALL; 

wire st = op=="SW || op==" SB; 

wire rrri = op=="RR || op == °RI; 

wire adcsbc = rrri && (fn=="ADC || fn==*SBC); 

wire dcintinh= op== ADD || op=="SUB || op== ADDI || op==*Bcond | | 
op=="CALL || op=="IMM || adcsbc; 

wire sub = op=="SUB || (rrri && (fn=='SBC)); 

// EX stage decoding 

wire ex_ldst = ex_op=="LW || ex_op=="LB || ex_op=="SW || ex_op==" SB; 

wire ex_lbsb = ex_op=="LB || ex_op==" SB; 

wire ex_results = ex_op== ADD || ex_op=="SUB || ex_op== ADDI | | 
ex_op=="RR || ex_op=="RI || 
ex_op=="LW || ex_op=="LB || ex_op=="JAL | | 

ex_op==" CALL; 

wire ex_jump = (ex_op== JAL || ex_op==" CALL); 

reg ex_call; // EX stage call 

reg ex_st; // EX stage store 

// memory access FSM states -- each access is an instruction fetch, 


// unless DMA or load/store is pending 


reg ifetch; // "current access is insn fetch" 
reg dma; // “current access is DMA" 
// “current access is load/store" = 
~(ifetch|dma) 


// annul FSM states 


reg sync_reset; // synchronous memory FSM reset 
reg dc_annul; // annul DC stage instruction 
reg ex_annul; // annul EX stage instruction 





// interrupt state 

reg int_pend; // interrupt is pending 

reg dc_int; // DC stage instruction is int 
wire if_int; // IF stage ‘interrupt in progress' 


// DMA state 
reg dma_pend; 
reg zero_pend; 


// DMA is pending 
// zero (reset) DMA is pending 


// memory access FSM transitions: 








// case (state) 

// IF: state_nxt = dma_pend ? DMA ldst_pend ? LS IF; 
// DMA: state_nxt = ldst_pend ? LS IF; 
// LS: state_nxt = IF; 
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ir} 


// endcase 
wire ldst_pend 
wire if_nxt 


ex_ldst & ~ex_annul; 

ifetch&~dma_pendé~ldst_pend | dma&~ldst_pend | 
~ifetch&~dma; 

wire dma_nxt = ifetch&dma_pend; 

wire ldst_nxt = ifetch&~dma_pend&ldst_pend | dma&ldst_pend; 


wire jump = ex_jump && ~ex_annul; 
wire exannul_nxt= sync_reset | branch | jump | dc_annul; 


// FSM output decodes 
assign mem_ce= v_rdy; 








assign pipe_ce = v_rdy&if_nxt; 

assign pc_ce = v_rdyé (if_nxt|dma_nxt) ; 

assign ret_ce= v_rdyéif_nxt&~dc_int; 

assign word_nxt = ~(ldst_nxt&ex_lbsb); 
assign read_nxt = ~(ldst_nxt&ex_st); 

assign dbus_nxt = ldst_nxt; 

assign dmapc = dma_nxt; 

assign selpc = if_nxté&~jump | dma_nxt; 

assign zeropc= (zero_pend&dma_nxt) | sync_reset; 


assign if_int= int_pendé~branch&~jumpé~dcintinh; 


// IR clocking 


assign out_if_ir = (ifetch && v_rdy) ? insn : if_ir; 
assign out_ir = pipe_ce ? ((if_int) ? “INT : (ifetch) ? insn : if_ir) 
assign out_ex_ir = pipe_ce ? ir : ex_ir; 





always @(posedge clk or posedge rst) begin 
if (rst) begin 
if_ir <=0; 
ir <= 0; 
ex_ir <= 0; 
end 
else begin 
if_ir <= v_if_ir; 
ir <= v_ir; 
ex_ir <= v_ex_ir; 
end 
end 


// instruction decode clocking 
assign out_ex_call = pipe_ce ? call : ex_call; 
assign out_ex_st = pipe_ce ? st : ex_st; 





always @(posedge clk or posedge rst) begin 
if (rst) begin 
ex_call <= 0; 
ex_st <= 0; 
end 
else begin 
ex_call <= v_ex_call; 
ex_st <= v_ex_st; 
end 
end 


// memory access FSM clocking 


assign out_ifetch = v_rdy ? if_nxt : ifetch; 
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assign out_dma = v_rdy ? dma_nxt : dma; 





dc_annul; 


always @(posedge clk or posedge rst) begin 
if (rst) begin 
ifetch <= 1; 
dma <= 0; 
end 
else begin 
ifetch <= v_ifetch; 
dma <= v_dma; 
end 
end 
// annul states clocking 
assign out_sync_reset = v_rdy ? 1'b0 sync_reset; 
assign out_dc_annul = pipe_ce ? (sync_reset | branch | jump) 
assign out_ex_annul = pipe_ce ? exannul_nxt : ex_annul; 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
sync_reset <= 1; 
dc_annul <= 1; 
ex_annul <= 1; 
end 
else begin 
Sync reset <= Visyncareset; 
dc_annul <= v_dc_annul; 
ex_annul <= v_ex_annul; 
end 
end 
// DMA request clocking 
assign out_dma_pend = dma_req ? 1'bl (dma ? 1'bO : dma_pend); 
assign out_zero_pend = zerodma ? 1'bl : (dma ? 1'bO : zero_pend); 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
dma_pend <= 0; 
zero_pend <= 0; 
end 
else begin 
dma_pend <= v_dma_pend; 
zero_pend <= v_zero_pend; 
end 
end 
// interrupt request clocking 
assign out_int_pend = int_req ? l1'bl ((if_int && pipe_ce) ? 1'bO 


int_pend) ; 
assign out_dc_int = pipe_ce ? if_int 


always @(posedge clk or posedge rst) 
if (rst) begin 
int_pend <= 0; 
dc_int <= 0; 
end 
else begin 
int_pend <= v_int_pend; 
dc_int <= v_dc_int; 
end 
end 
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dc_int; 


begin 


// 
// 


ex_rd); 





// DC stage operand selection 





~ex_annul; 


branch; 


wire [3:0] rsre = Call. ? Q-% rrri. ? rds .ra? 

wire [3:0] rdest = ex_call ? 15 : ex_rd; 

assign rna = clk ? rsrce : rdest; 

assign rnb Se olk 2 (st? 2a 2 20) (ex_call ? 15 
assign rna = rsrc; 

assign rnb = (st ? rd: rb); 

assign rf_we = ex_results & pipe_ce & ~ex_annul & (rdest 
assign fwd = (rsrc==rdest) & (rdest!=0) && ex_r 
assign b15_4_ ce= pipe_ce && ~(ex_op== IMM && ~ex_annul); 





// DC stage conditional branches 
reg taken; 


always @(cond or z or co or v or n) begin 
case (cond) 














“BR: taken = 1; 
“BRN: taken = 0; 
BEQ: taken = Z; 
BNE: taken = ~Z; 
“BC: taken = co; 
“BNC: taken = ~co; 
BV: taken = v; 
BNV: taken = ~v; 
“BLT: taken = nv; 
BGE: taken = ~(n%*v); 
“BLE: taken = (nv) |z; 
“BGT: taken = ~((n%v) |Z); 
“BLTU: taken = ~z&~co; 
“BGEU: taken = z|co; 
“BLEU: taken = z|~co; 
“BGTU: taken = ~z&co; 
endcase 
end 





assign out_branch = pipe_ce ? (op==*Bcond && taken && ~exannul_nxt) 


always @(posedge clk or posedge rst) begin 
if (rst) 
branch <= 0; 
else 
branch <= v_branch; 
end 





// BX stage ALU control 


assign out_add = pipe_ce ? ~sub : add; 
assign out_ci = pipe_ce ? (sub * (adcsbc & co)) 


always @(posedge clk or posedge rst) begin 
if (rst) begin 
add <= 1; 
G1. <= "0% 
end 
else begin 
add <= v_add; 
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ci; 


ci <= v_ci; 
end 
end 


assign logicop = ex _ir[5:4]; 
assign sri ex_fn==*SRA && al5; 





// BX stage result multiplexer control 





assign out_sum_t = pipe_ce ? ~(addsub || adcsbc) : sum_t; 

assign out_logic_t = pipe_ce ? ~(rrrié& (fn=="AND || fn=="OR || 
|| fn=="ANDN)) : logic_t; 

assign out_zeroext_t = pipe_ce ? ~(op=='LB) : zeroext_t; 

assign out_shr_t = pipe_ce ? ~(rrri && (fn=="SRL || fn==" SRA) ) 

assign out_shl_t = pipe_ce ? ~(rrri && fn== SLL) : shl_t; 

assign out_ret_t = pipe_ce ? ~(op==JAL || op==*CALL) : ret_t; 





always @(posedge clk or posedge rst) begin 
if (rst) begin 























sum_t <= 1; 
logic_t <= 1; 
zeroext_t <= 1; 
shr_t <= 1; 
shl_t <= 1; 
ret_t <= 1; 
end 
else begin 
sum_t <= v_sum_t; 
logic_t <= v_logic_t; 
zeroext_t <= v_zeroext_t; 
shr_t <= v_shr_t; 
shlut <= veshl vt; 
ret_t <= v_ret_t; 
end 
end 
endmodule 
/* ctrl.v -- xrl6 control unit synthesizable Verilog model 
* 
* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 
* 
* SHeader: /dist/xsocv/ctrl.v 8 4/06/00 10:55a Jan $ 
* SLog: /dist/xsocv/ctrl.v $ 
* 
K-48 4/06/00 10:55a Jan 
* polish 





// Instruction fields, ref.: The xrl6 Specifications (doc/xspecs.pdf). 


// Opcodes (IR[15:12]) 


“define ADD 4'h0o 
“define SUB 4'hl 
*define ADDI 4'"h2 
~define RR 4'h3 
“define RI 4'h4 
“define LW 4'h5 
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“define LB 4'h6 

“define SW 4'h8 

“define SB 4'hg 

“define JAL 4'"hA 

“define Bcond4'hB 

“define CALL 4'hC 

~“define IMM 4'"hD 

// Functions (IR[7:4]) 

“define AND 4'h0o 

“define OR 4'hl 

“define XOR 4'"h2 

“define ANDN 4'h3 

“define ADC 4'h4 

“define SBC 4'h5 

“define SRL 4'h6 

“define SRA 4'"h7 

~define SLL 4'h8 

// Conditional branches (IR[11:8]) 

“define BR 4'h0o 

“define BRN 4'hl 

“define BEQ 4'h2 

~define BNE 4'h3 

~define BC 4'h4 

~define BNC 4'h5 

“define BV 4'"h6 

“define BNV 4'"h7 

~define BLT 4'h8 

“define BGE 4'"h9 

~define BLE 4'"hA 

“define BGT 4'"hB 

‘define BLTU 4'hce 

“define BGEU 4'hD 

“define BLEU 4'hE 

“define BGTU 4'hF 

“define INT 16'hAEO1 // int ::= jal r14,10(r0) 

module control ( 
clk, rst, rdy, int_req, dma_req, zerodma, insn, al5, z, n, Co, Vv, 
mem_ce, word_nxt, read_nxt, dbus_nxt, dma, 
rf_we, rna, rnb, 
fwd, imm, sextimm4, zextimm4, wordimm4, imml12, pipe_ce, b15_4 ce, 
add, ci, logicop, sri, 
sum_t, logic_t, shl_t, shr_t, zeroext_t, ret_t, 
branch, brdisp, selpc, zeropc, dmapc, pc_ce, ret_ce); 
parameter Ww = 16; // data word width 
parameter N = W-1; // msb index 
parameter Iw = 16; // instruction word width 
parameter IN = 15; // instruction word msb index 
// ports 
input clk; // global clock 
input rst; // global async reset 
input rdy; // current memory access is ready 
input int_req; // interrupt request 
input dma_req; // DMA request 
input zerodma; // zero DMA counter request 
input [IN:0] insn; // new instruction word 
input al5; // A operand msb 
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input Zi // zero result condition code 

input n; // negative result condition code 

input CO; // carry-out result codition code 

input Vi // oVerflow result condition code 

output mem_ce; // memory access clock enable 

output word_nxt; // next access is word wide 

output read_nxt; // next access is read 

output dbus_nxt; // next access uses on-chip data bus 

output dma; // current access is a DMA transfer 

output rf_we; // vegister file writ nabl 

output [3:0] rna; // vegister file port A register number 

output [3:0] rnb; // vegister file port B register number 

output fwd; // forward result bus into A operand 
register 

output [11:0] imm; // 12-bit immediate field 

output sextimm4; // sign-extend 4-bit immediate operand 

output zextimm4; // zero-extend 4-bit immediate operand 

output wordimm4; // word-offset 4-bit immediate operand 

output imm12; // 12-bit immediate operand 

output pipe_ce; // pipeline clock enable 

output b15_4 ce; // b’[15:4] clock enable 

output add; //1=> A+B; O => A-B 

output ci; // carry-in 

output [1:0] logicop; // logic unit opcode 

output sri; // shift right msb input 

output sum_t; // active low adder output enable 

output logic_t; // active low logic unit output enable 

output shl_t; // active low shift left output enable 

output shret; // active low shift right output enable 

output zeroext_t; // active low zero-extension output 
enable 

output ret_t; // active low return address output 
enable 

output branch; // branch taken 

output [7:0] brdisp; // 8-bit branch displacement 

output selpc; // address mux selects next PC 

output ZeELropc; // force next PC to 0 

output dmapc; // use DMA register in PC register file 

output pc_ce; // PC clock enable 

output ret_ce; // veturn address clock enable 

reg add, ci, branch; 

reg sum_t, logic_t, shl_t, shr_t, zeroext_t, 
ret_t; 

// locals 

reg [IN:0 PE EPry. “bey “eka; // instruction registers 

// IR fields 

wire [3:0 op = ir[15:12]; // opcode 

wire [3:0 rd ir[11:8]; // destination register 

wire [3:0 ra = 4n[724]? // source register A 

wire [3:0 rb = “Lr [soy // source register B 

wire [3:0 cond = ir[11:8]; // branch condition 

wire [3:0 fn = ir[7:4]; // vr or ri function sub- 
opcode 

wire [3:0 ex_op = ex_ir[15:12]; // EX stage opcode 

wire [3:0 ex_rd = ex_ir[11:8]; // EX stage destination register 

wire [3:0 ex_fn = ex_ir[7:4];// EX stage function sub-opcode 

assign imm = ir[11:0]; // 12-bit immediate field 

assign brdisp = ex_ir[7:0]; // 8-bit branch displacement 


// IF stage instruction decoding 
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assign imml2 = op==*CALL || op== IMM; 

assign sextimm4 = op=="ADDI || op==RI; 

assign zextimm4 = op=="LB || op==" SB; 

assign wordimm4 = op=="LW || op=='SW || op==  JAL; 

wire addsub = op=="ADD || op=="SUB || op==*ADDI; 

wire call = op=="CALL; 

wire st = op=="SW || op==" SB; 

wire rrri = op=="RR || op == °RI; 

wire adcsbc = rrri && (fn=="ADC || fn==*SBC); 

wire dcintinh= op== ADD || op=="SUB || op== ADDI || op==*Bcond | | 
op=='CALL || op=="IMM || adcsbc; 

wire sub = op=="SUB || (rrri && (fn==SBC)); 

// EX stage decoding 

wire ex_ldst = ex_op== "LW || ex_op=="LB || ex_op=="SW || ex_op=="SB 

wire ex_lbsb = ex_op=="LB || ex_op==" SB; 

wire ex_results = ex_op== ADD || ex_op=="SUB || ex_op== ADDI | | 
ex_op=="RR || ex_op=="RI || 
ex_op=="LW || ex_op=="LB || ex_op==" JAL 

ex_op==" CALL; 

wire ex_jump = (ex_op== JAL || ex_op==" CALL); 

reg ex_call; // EX stage call 

reg ex_st; // EX stage store 

// memory access FSM states -- each access is an instruction fetch, 


// unless DMA or load/store is pending 


reg ifetch; // "current access is insn fetch" 
reg dma; // “current access is DMA" 
// “current access is load/store" 
~(ifetch|dma) 


// annul FSM states 








reg sync_reset; // synchronous memory FSM reset 
reg dc_annul; // annul DC stage instruction 
reg ex_annul; // annul EX stage instruction 


// interrupt state 
reg int_pend; 

reg dc_int; 
wire if_int; // IF stage 


// DMA state 





// interrupt is pending 
// DC stage instruction is int 
‘interrupt in progress' 





reg dma_pend; // DMA is pending 

reg zero_pend; // zero (reset) DMA is pending 

// memory access FSM transitions: 

// case (state) 

// IF: state_nxt = dma_pend ? DMA ldst_pend ? LS IF; 

Vik DMA: state_nxt ldst_pend ? LS IF; 

// LS: state_nxt = IF; 

// endcase 

wire ldst_pend = ex_ldst & ~ex_annul; 

wire if_nxt = ifetch&~dma_pendé~ldst_pend | dma&~ldst_pend 
~ifetch&~dma; 

wire dma_nxt = ifetch&dma_pend; 

wire ldst_nxt = ifetch&~dma_pendé&ldst_pend | dmaéldst_pend; 

wire jump = ex_jump && ~ex_annul; 

wire exannul_nxt= sync_reset | branch | jump | dc_annul; 

// FSM output decodes 

assign mem_ce= rdy; 

assign pipe_ce = rdyéif_nxt; 
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assign pc_ce = rdyé&(if_nxt|dma_nxt) ; 
assign ret_ce= rdy&if_nxté~dc_int; 





assign word_nxt = ~(ldst_nxt&ex_lbsb); 
assign read_nxt = ~(ldst_nxt&ex_st); 

assign dbus_nxt = ldst_nxt; 

assign dmapc = dma_nxt; 

assign selpc = if_nxté&~jump | dma_nxt; 

assign zeropc= (zero_pend&dma_nxt) | sync_reset; 


assign if_int= int_pendé~branch&~jumpé~dcintinh; 


// IR clocking 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
if_ir <= 0; 
irs <= (08 
ex_ir <= 0; 
end 
else begin 
if (ifetch && rdy) 
if_ir <= insn; 
if (pipe_ce) begin 
ir <= (if_int) ? “INT : (ifetch) 
ex_ir <= ir; 
end 
end 
end 


// instruction decode clocking 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
ex_call <= 0; 
ex_st <= 0; 
end 
else if (pipe_ce) begin 
ex_call <= call; 
ex_st <= st; 
end 
end 


// memory access FSM clocking 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
ifetch <= 1; 
dma <= 0; 
end 
else if (rdy) begin 
ifetch <= if _nxt; 
dma <= dma_nxt; 
end 
end 


// annul states clocking 
always @(posedge clk or posedge rst) begin 
if (rst) 
sync_reset <= 1; 
else if (rdy) 
sync_reset <= 0; 
end 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
dc_annul <= 1; 
ex_annul <= 1; 
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? insn 


ai Aat 


end 














else if (pipe_ce) begin 
dc_annul <= sync_reset | branch | jump; 
ex_annul <= exannul_nxt; 
end 
end 
// DMA request clocking 
always @(posedge clk or posedge rst) begin 
if (rst) 
dma_pend <= 0; 
else if (dma_req) 
dma_pend <= 1; 
else if (dma) 
dma_pend <= 0; 
end 
always @(posedge clk or posedge rst) begin 
if (rst) 
zero_pend <= 0; 
else if (zerodma) 
zero_pend <= 1; 
else if (dma) 
zero_pend <= 0; 
end 
// interrupt request clocking 
always @(posedge clk or posedge rst) begin 
if (rst) 
int_pend <= 0; 
else if (int_req) 
int_pend <= 1; 
else if (if_int && pipe_ce) 
int_pend <= 0; 
end 
always @(posedge clk or posedge rst) begin 
if (rst) 
dc_int <= 0; 
else if (pipe_ce) 
dc_int <= if_int; 
end 
// DC stage operand selection 
wire [3:0] rsrce = call ? 0 rrri ? rd Ka; 
wire [3:0] rdest = ex_call ? 15 ex_rd; 
assign rna = clk ? rsrce rdest; 
assign rnb = clk ? (st ? rd rb) (ex_call ? 15 
ex_rd); 
assign rf_we = ex_results & pipe_ce & ~ex_annul & (rdest != 0); 
assign fwd = (rsrc==rdest) & (rdest!=0) && ex_results & 
~ex_annul; 
assign b15_4_ ce= pipe_ce && ~(ex_op== IMM && ~ex_annul); 


// DC stage conditional branches 


reg taken; 


always @(posedge clk or posedge rst) 





if (rst) 
branch = 0; 

else if (pipe_ce) begin 
case (cond) 
“BR: taken = 1; 
“BRN: taken = 0; 
~“BEQ: taken = Z; 


begin 
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taken = ~Z; 
taken = co; 
taken = ~co; 
taken = v; 
taken = ~v; 
taken = n%*v; 
taken = ~(n%v); 
taken = (n%v) |Z; 
taken = ~((n%v)|z); 
taken = ~z&~Cco; 
taken = z|co; 
taken = z|~co; 
taken = ~Z&Co; 
= op=="Bcond && taken && 
end 
end 
// BX stage ALU control 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
add <= 1; 
el. <= 0+ 
end 
else if (pipe_ce) begin 
add <= ~sub; 
ci <= sub * (adcsbec & co); 
end 


end 
assign logicop 
assign sri 


ex_ir[5:4]; 
ex_fn=="SRA && al5; 














// EX stage result multiplexer control 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
sumt <= 1; 
logic_t <= 1; 
zeroext_t <= 1; 
Snr «= 1s 
shl_t <= 1; 
ret_t <= 1; 
end 
else if (pipe_ce) begin 
sum_t <= ~(addsub || adcsbc); 
logic_t <= ~(rrrié& (fn== AND || fn=="OR 
| | fn==* ANDN) ) ; 
zeroext_t <= ~(op== LB); 
shr_t <= ~(rrri && (fn=="SRL || fn==*SRA)); 
shl_t <= ~(rrri && fn=="SLL); 
ret_t <= ~(op== JAL || op==*CALL); 
end 
end 
endmodule 


*/ 
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~exannul_nxt; 


~XOR 


F. DATAPATH.V 














“include "voterids.v" 

“timescale ins / lips 
/* datapath.v -- xrl6 datapath synthesizable Verilog model 

* 

* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 

* 

* SHeader: /dist/xsocv/datapath.v 6 4/06/00 10:55a Jan $ 

* SLog: /dist/xsocv/datapath.v §$ 

* 

FOG 4/06/00 10:55a Jan 

* polish 

*/ 


/* last modified by David Dwiggins, 24 August 2008. Adapted to use 
* TMR/ECC functionality for fault-tolerance. */ 
// original code by Jan Gray included at end of file 





module datapath(clk, rst, rf_we, rna, rnb, rdest,fwd, imm, 
sextimm4, zextimm4, wordimm4, imml2, pipe_ce, b15_4 ce, 
add, ci, logicop, sri, sum_t, logic_t, shl_t, shr_t, 
zeroext_t, ret_t, ld_t, ud_t, udlt_t, branch, brdisp, 
selpc, zeropc, dmapc, pc_ce, ret_ce, in_a, in_b, in_dout, 
in_ret, inst_id, in_addr_nxt, res, errorbus, 
al5, z, n, co, v, addr_nxt, areg, breg, memdta, 
out_a, out_b, out_dout, out_ret, drivehi, drivelo, my_res); 


























parameter Ww = 16; // word width 

parameter N = wW-l; 

// ports 

input clk; // global clock 

input rst; // global async reset 

input [2:0] rf_we; // vegister file writ nabl 

input [11:0] rna; // vegister file port A register number 

input [11:0] rnb; // vegister file port B register number 

input [11:0] rdest; // vegister file write port register number 

input fwd; // forward result bus into A 
operand reg 

input [11:0] imm; // 12-bit immediate field 

input sextimm4; // sign-extend 4-bit immediate 
operand 

input zextimm4; // zero-extend 4-bit immediate 
operand 

input wordimm4; // word-offset 4-bit immediate 
operand 

input imm12; // 12-bit immediate operand 

input [2:0] pipe_ce; // pipeline clock enable 

input [2:0] b15_4 ce; // b’[15:4] clock enable 

input add; //1=> A+B; O => A-B 

input ci; // carry-in 

input [1:0] logicop; // logic unit opcode 

input sri; // shift right msb input 

input sum_t; // active low adder output enable 

input logic_t; // active low logic unit output 
enable 

input shl_t; // active low shift left output 
enable 
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input shr_t; // active low shift right output 
enable 

input zeroext_t; // active low zero-extension 
output enable 

input ret_t; // active low return address 
output enable 

input ud_t; // active low store data MSB 
output enable 

input ld_t; // active low store data LSB 
output enable 

input udlt_t; // active low store data 
MSB->LSB output en 

input branch; // branch taken 

input [7:0] brdisp; // 8-bit branch displacement 

input selpc; // address mux selects next PC 

input ZeELropc; // force next PC to 0 

input 2:0] dmapc; // use DMA register in PC register file 

input 2:0] pc_ce; // PC clock enable 

input 2:0] ret_ce; // return address clock enable 

input [47:0] in_a; 

input 47:0] in_b; 

input [47:0 in_dout; 

input 47:0] in_ret; 

input 1:0] inst_id; 

input 47:0] in_addr_nxt; 

input 47:0] res; // on-chip data bus 

inout [15:0 errorbus; 

output al5; // A operand msb 

output Ze // zero result condition code 

output n; // negative result condition code 

output CO; // carry-out result codition code 

output Vv; // oVerflow result condition code 

output [N:0] addr_nxt; // address of next memory access 

output [N:0] areg; // a register output, used for 
debugging 

output [N:0] breg; // b&b’ register output, used for 
debugging 

output [N:0] memdta; // B register output for memory writes 

output [15:0] out_a; // a operand out (for voting) 

output [15:0] out_b; // b operand out (for voting) 

output [15:0] out_dout; // dout out (for voting) 

output [15:0] out_ret; // vet out (for voting) 

output drivehi; // tri-state driver enable, high 
byte 

output drivelo; // tri-state driver enable, low 
byte 

output [15:0] my_res; // data out 

wor [15:0] errorbus; // global error bus 

tri [15:0] out_res; // vesult out (for voting) 
// assign outerrorbus = errorbus; 

// voted buses 

wire v_xrf_we; // vegister file writ nabl 

wire [3:0] v_rna; // vegister file port A register number 

wire [3:0] v_rnb; // vegister file port B register number 

wire [3:0] v_rdest; // vegister file write port register number 

wire v_pipe_ce; // pipeline clock enable 
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wire v_b15_4 ce; // 

wire v_dmapc; 
register file 

wire v_pc_ce; 

wire v_ret_ce; 

wire [15:0] v_res; 

wire [L520] we? 

wire [i520] be 

wire (Jaeol vwooeue: 

wire [15:0] v_ret; 

wire [15:0] v_addr_nxt; 

wire [47:0] in_addr_nxt; 

wire 15:0] areg, breg; 
ports 

wire 1530)pay 

wire 6:0] brdispext; 

reg N:0] a, b; // 

reg N:0] dout; Th 

reg N:0] ret; // 





// outputs of th 


b[15:4] clock enable 
// use DMA register in PC 


// PC clock enable 
// veturn address clock enable 


// voted result bus 





register file data 


// current PC 


operand registers 
store data output register 
return address (DC stage PC) 


// non-clocked combinatorial verilog "registers" 


reg 
reg 
reg 
reg 
reg 


assign brdispext 


brdisp[7],brdisp[7 


vo 
.errorbus 
vo 
-clk (clk) 
vo 
-clk (clk) 
vo 
.errorbus 
vo 
.errorbus 
vo 
.errorbus 
vo 
.errorbus 


terlinsyn 
(errorbus 
terlinsyn 
» «rst trs 
terlinsyn 
i ESE (rs 
terinsyn 
(errorbus 
terlnsyn 
(errorbus 
terlnsyn 
(errorbus 
terinsyn 
(errorbus 


vo 
.errorbus 
vo 
.errorbus 
vo 
.errorbus 
vo 


terinsyn 
(errorbus 
terinsyn 
(errorbus 
terlinsyn 
(errorbus 
terinsyn 
-clk (clk), .rst(rs 
voterlnsyn 
selk{clk), «rst (rs 








[N:0] sum; // 
Zj. Ny ‘COR. VF 

[N:0] addr_nxt; 

[N:0] pcnext; 

[N:0] dlogic; 


{brdisp[7],brdisp 


],brdisp[7]}; 
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adder output 





// next PC // REVI 
// logic unit output 











[7],brdisp[7],brdisp[7], 















































(1) rf_we_v (.din(rf_we), .dout (v_rf_we), 

), .clk(clk), .rst(rst), .ID({*DP_RF_WE_V})); 

(4) rna_v (.din(rna), .dout(v_rna), .errorbus(errorbus), 
t), .ID({*DP_RNA_V})); 

(4) rnb_v (.din(rnb), .dout(v_rnb), .errorbus(errorbus), 
t), .ID({*DP_RNB V})); 

(4) rdest_v (.din(rdest), .dout(v_rdest), 

y, selk (clk), orst (est), <ID((° DPZRDEST.V}).)y 

(1) dmapc_v (.din(dmapc), .dout(v_dmapc), 

), .clk (clk), .rst(rst), .ID({*DP_DMAPC_V})); 

(1) pipe_ce_v (.din(pipe_ce), .dout(v_pipe_ce), 

), .clk(clk), .rst(rst), .ID({*DP_PIPE_CE_V})); 

(1) b15_4 ce_v (.din(b15_4 ce), .dout(v_b15_4 ce), 

), .clk(clk), .rst(rst), .ID({*DP_B15_4 CE_V})); 

(16) addr_nxt_v (.din(in_addr_nxt), .dout (v_addr_nxt), 

), .clk(clk), .rst(rst), .ID({*DP_ADDR_NXT_V}))j; 

(1) pc_ce_v (.din(pc_ce), .dout(v_pc_ce), 

), .clk(clk), .rst(rst), .ID({*DP_PC_CE_V})); 

(1) ret_ce_v (.din(ret_ce), .dout(v_ret_ce), 
), .clk (clk), .rst(rst), .ID({*DP_RET_CE_V})); 

(16) res_v (.din(res), .dout(v_res), .errorbus(errorbus), 
t), .ID({*DP_RES_V})); 

(16) a_v (.din(in_a), .dout(v_a), .errorbus(errorbus), 

t), .ID({*DP_A_V})); 


voterlnsyn #(16) b_v (.din(in_b), .dout(v_b), .errorbus(errorbus), 
-clk (clk), .rst(rst) -ID({*DP_B_V})); 
( 


voterlnsyn #(16) dout_v (.din(in_dout), .dout(v_dout), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*DP_DOUT_V})); 
voterlnsyn #(16) ret_v (.din(in_ret), .dout(v_ret), 


-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*DP_RET_V})); 





registerl6x1l6 abregs (.clk(clk), .rst(rst), .we(v_rf_we), .addra(v_rna), 
-addrb(v_rnb), 
.addrw(v_rdest), .din(v_res), .adout(areg), .bdout (breg)); 


pefile pes (.clk(clk), .rst(rst), .we(v_pc_ce), .addr(v_dmapc), 
.din(v_addr_nxt), .adout(pc)); 





assign memdta=v_pipe_ce ? breg : dout; 
// operand registers 


always @(posedge clk or posedge rst) begin 
if (rst) begin 


a <= 0; 
b <= 0; 
dout <= 0; 


end 
else begin 
if (v_pipe_ce) begin 
a <= v_a; 
bli3SrO) <= sv b(S: 0's 
dout <= v_dout; 
end 
if (v_b15_4 ce) begin 
b(t 24 <= wb [15473 


end 
end 

end 

assign out_dout = breg; 

assign out_a = fwd ? res : areg; 

assign out_b[3:0] = (sextimm4 || zextimm4) ? imm[3:0] : ( wordimm4 ? 
({imm[3:1],1'bO}) : (imml2 ? 4'bO : breg[3:0])); 

assign out_b[15:4] = sextimm4 ? ({12{imm[3]}}) : (zextimm4 ? 12'b0O 
(wordimm4 ? ({11'bO,imm[0]}) : (imml12 ? imm[11:0] : breg[15:4]))); 





//ISE understands the following but ModelSim does not, ugly assign code 
above followed 
//always_comb 





// if (v_sextimm4 || v_zextimm4) 

// out_b[3:0] <= imm[3:0]; 

// else if (v_wordimm4 

// out_b[3:0] <= {imm[3:1],1'b0}; 
// else if (v_imm12) 

ff out_b[3:0] <= 0; 

// else 

// out_b[3:0] <= breg[3:0]; 
//always_comb 

// if (v_sextimm4) 

// out_b[15:4] <= {12{imm[3]}}; 
// else if (v_zextimm4) 

// out_b[15:4] <= 12'b0; 

// else if (v_wordimm4) 

// out_b[15:4] <= {11'b0,imm[0]}; 
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b[15] 


// else if (v_imm12) 
// out_b[15:4] <= imm[11:0]; 
// else 
// out_b[15:4] <= breg[15:4]; 
// ALU 
assign al5 = a[15]; 
reg ign; 
reg co0; 
always @(a or b or add or ci) begin 
if (add) begin 
{co0,sum,ign} = {a,ci} + {b,1'bl}; 
co = cod; 
end 
else begin 
{co0,sum,ign} = {a,ci} - {b,1'bl}; 
co = ~co0; 
end 
Zz sum == 0; 
n = sum[15]; 
// sum[15]) = a[15] * b[15] * cl15 <===> ¢c15 = sum[15] % 
v = coO * sum[15] * a[15] * b[15]; 
end 
always @(a or b or logicop) begin 
case (logicop) 
0: dlogic <= a&b; 
1: dlogic <= alb; 
2: dlogic <= a%b; 
3: dlogic <= a&~b; 
endcase 
end 


// address/PC unit 





always @(branch or pe or brdispext or brdisp or dmapc) begin 
if (branch & ~dmapc) 
penext <= pce + {brdispext[6:0],brdisp[7:0],1'b0}; 
else 
pcnext <= pc + 2; 
end 
always @(sum or pcnext or selpc or zeropc) begin 
if (zeropc) 
addr_nxt <= 0; 
else if (selpc) 
addr_nxt <= pcnext; 
else 
addr_nxt <= sum; 
end 
assign out_ret = pc; 
always @(posedge clk or posedge rst) begin 
if (rst) 
ret <= 0; 
else if (v_ret_ce) 
ret <= v_ret; 
end 
// vesult multiplexer 
assign out_res = sum_t ? 16'bz sum; 
assign out_res = logic_t 2 6: bg: dlogic; 
assign out_res = shl_t ? 16'bz { a[14:0],1'bO 
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a[15] 


}; 


A 


assign 
assign 
assign 
assign 
assign 
assign 


out_res 
out_res 
out_res 
out_res 
out_res 


hel 
[1 
[7: 
out_res[15 


// due to partitioning 
drivers outside the module 

















5s 


7 


= ret_t 
= ldt ? 
= ud_t ? 
= udlt_t Pe 
= zeroext_t ? 


requirements, 





? 16'bz { sri, a[15:1] }; 
? 16'bz ret; 

8 bz dout [7:0]; 

8'bz dout [15:8]; 

8'bz dout [15 s84: 

8 bz Os 


moving the tri-state data bus 








assign my_res = out_res; 
assign drivehi = ((~sum_t) | (~logic_t) | (~shl_t) | (~shr_t) | (~ret_t) 
| (~ud_t) | (~zeroext_t)); 
assign drivelo = ((~sum_t) | (~logic_t) | (~shl_t) | (~shr_t) | (~ret_t) 
|) (elde). |) (sudit.t))3 
endmodule 
// original code by Jan Gray below 
/* datapath.v -- xrl6 datapath synthesizable Verilog model 
* 
* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 
* 
* SHeader: /dist/xsocv/datapath.v 6 4/06/00 10:55a Jan $ 
* SLog: /dist/xsocv/datapath.v $ 
* 
* 6 4/06/00 10:55a Jan 
* polish 
module datapath ( 
elk, rst, 
rf_we, rna, rnb, 
fwd, imm, sextimm4, zextimm4, wordimm4, imml12, pipe_ce, b15_4 ce, 
add, ci, logicop, sri, 
sum_t, logic_t, shl_t, shr_t, zeroext_t, ret_t, ld_t, ud_t, 
wait. ty 
branch, brdisp, selpc, zeropc, dmapc, pc_ce, ret_ce, 
al5, z, n, co, v, addr_nxt, res); 
parameter Ww = 16; // word width 
parameter N = W-1; // msb index 
// ports 
input clk; // global clock 
input rst; // global async reset 
input rf_we; // vegister file writ nabl 
input [3:0] rna; // vegister file port A register number 
input [3:0] rnb // vegister file port B register number 
input fwd; // forward result bus into A operand reg 
input [11:0] imm; // 12-bit immediate field 
input sextimm4; // sign-extend 4-bit immediate operand 
input zextimm4; // zero-extend 4-bit immediate operand 
input wordimm4; // word-offset 4-bit immediate operand 
input imm12; // 12-bit immediate operand 
input pipe_ce; // pipeline clock enable 
input b15_4 ce; // b’[15:4] clock enable 
input add; //1=> A+B; 0 => A-B 
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enable 


enable 


enable 


enable 





output 






































input ci; // carry-in 

input [1:0] logicop; // logic unit opcode 

input Sri; // shift right msb input 

input sum_t; // active low adder output enable 

input logic_t; // active low logic unit output enable 
input Shik. “t3; // active low shift left output enable 
input shr_t; // active low shift right output enable 
input zeroext_t; // active low zero-extension output 
input ret_t; // active low return address output 
input ud_t; // active low store data MSB output 
input ld_t; // active low store data LSB output 
input udlt_t; // active low store data MSB->LSB 
en 

input branch; // branch taken 

input [7:0] brdisp; // 8-bit branch displacement 
input selpc; // address mux selects next PC 

input ZELOopc; // force next PC to 0 

input dmapc; // use DMA register in PC register file 
input pc_ce; // PC clock enable 

input ret_ce; // veturn address clock enable 
output al5; // A operand msb 

output Zs // zero result condition code 
output n; // negative result condition code 
output co; // carry-out result codition code 
output Vi // oVerflow result condition code 
output [N:0] addr_nxt; // address of next memory access 

inout [N:0] res; // on-chip data bus 

tr [N:0] res; 

reg Z, Ny, CO, V; 

reg [N:0] addr_nxt; 

// locals 

wire [N:0 areg_nxt, breg_nxt; // reg file read port RAM output buses 
reg :0] areg, breg; // vegister file read ports 

reg 0 a, b; // operand registers 

reg N:0 dout; // store data output register 

reg 0 sum; // adder output 

reg 0 logic; // logic unit output 

wire 0 pc; // current PC 

reg 0 pcnext; // next PC // REVIEW 

reg N:0 ret; // return address (DC stage PC) 

wire [6:0 brdispext = {brdisp[7],brdisp[7],brdisp[7],brdisp[7], 








brdisp[7],brdisp[7],brdisp[7]}; 


// submodules 


raml6xl6s aregs(.wclk(clk), .addr(rna), .we(rf_we), .d(res), 
.o(areg_nxt)); 
raml6xl6s bregs(.wclk(clk), .addr(rnb), .we(rf_we), .d(res), 
.o(breg_nxt)); 


raml6xl6s pces(.wcelk(clk), .addr({3'b0,dmapc}), .we(pc_ce), 
-O(pc) ); 


// vegister file output registers 
always @(negedge clk or posedge rst) begin 
if (rst) begin 
areg <= 0; 
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.d(addr_nxt), 


breg <= 0; 
end 
else begin 
areg <= areg_nxt; 
breg <= breg_nxt; 
end 
end 


// operand registers 
always @(posedge clk or posedge rst) begin 
if (rst) begin 


a <= 0; 
b <= 0; 
dout <= 0; 


end 
else begin 
if (pipe_ce) begin 
a <= fwd ? res : areg; 
if (sextimm4 || zextimm4) 
b[3:0] <= imm[3:0]; 
else if (wordimm4) 
b[3:0] <= {imm[3:1],1'b0}; 
else if (imm12) 
b[3:0] <= 0; 
else 
b[3:0] <= breg[3:0]; 
dout <= breg; 
end 
if (b15_4 ce) begin 
if (sextimm4 
b[15:4] <= {12{imm[3]}}; 
else if (zextimm4) 
b[15:4] <= 12'b0; 
else if (wordimm4) 
b[15:4] <= {11'b0O,imm[0]}; 
else if (imm12) 
b[15:4] <= imm[11:0]; 














else 
b[15:4 <= breg[15:4]; 
end 
end 
end 
// ALU 
assign al5 = a[15]; 
reg ign; 
reg coo; 


always @(a or b or add or ci) begin 
if (add) begin 
{co0,sum,ign} = {a,ci} + {b,1'bl}; 
co = cod; 
end 
else begin 
{co0,sum,ign} = {a,ci} - {b,1'bl}; 


co = ~co0; 
end 
Z, sum == 0; 
n = sum[15]; 
// sum[15]) = a[15] * b[15] * cl5 <===> ¢c15 = sum[15] * a[15] % 


b[15] 
w= co0 “-sum[15] * al1l5] *“ bI15]; 
end 
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always @(a or b or logicop) begin 
case (logicop) 
0: logic <= aé&b; 
1: logic <= alb; 
2: logic <= a%*b; 
3: logic <= a&~b; 
endcase 
end 


// address/PC unit 
always @(branch or pe or brdispext or brdisp or dmapc) begin 
if (branch & ~dmapc) 
penext <= pc + {brdispext[6:0],brdisp[7:0],1'b0}; 
else 





pcnext <= pc + 2; 
end 
always @(sum or pcnext or selpc or zeropc) begin 
if (zeropc) 
addr_nxt <= 0; 
else if (selpc) 
addr_nxt <= pcnext; 





else 
addr_nxt <= sum; 
end 
always @(posedge clk or posedge rst) begin 
if (rst) 
ret <= 0; 
lse if (ret_ce) 
tel <= pe; 
end 


// vesult multiplexer 


assign res = sum_t ? 16'bz : sum; 
assign res = logic_t 2. 16%bZ: & ogc; 
assign res = shl_t Pe be 3 fe (PAe ple: he 
assign res = shr_t 2 VO DZ» © 4) Sri, ail ovi i se: 
assign res = ret_t ? 16'bz : ret; 
assign res[7:0] =ldt 2 8 bz 2 dout:[ 720]; 
assign res[15:8] = ud_t ? 652 ¢ dout [S237 ¢ 
assign res[7:0] = udlt_t ? 8 be rout [Le sets 
assign res[15:8] = zeroext_t ? 8'bz . Dy 

endmodule 

Ef 

G. ERRORFIFO.V 

“include "voterids.v" 

“timescale ins / lips 

‘define ERROR_DATA 5'hO 

~define ERROR_HAS_ DATA Shh 





module errorrept (clk, rst, ctrl, int_req, sel, d, errorbus); 


input clk; // global clock 

input rst; // global async reset 
input [47:0] ctrl; // abstract control bus 

output [2:0] int_req; 

input [2:0] sel; // peripheral select 
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inout 47:0 d; // LSB of on-chip data bus 
inout 1520 errorbus; 

tri 47:0 d; 

wire 2:0] int_req; 

wor 15:0 errorbus; 

wire [14:0] addr; 

wire 2:0] ud_t, ld_t, ud_ce, ld_ce; 
wire 47:0 dout; 

wire 220] er_add; 

wire [2:0] er_remove; 

wire 15:0 queue_out; 

wire fuliky 

wire nearlyfull; 


ctrl_dec_syn decO(.clk(clk), .rst(rst), .ctrl(ctrl), .sel(sel), 
-ud_t (ud_t[0]), 
-ld_t (1ld_t[0]), .ud_ce(ud_ce[0]), ~.ld_ce(ld_ce[0]), 
-addr(addr[4:0]), 





.errorbus (errorbus), .id(*ER_CTRL_DEC) ); 











ctrl_dec_syn decl(.clk(clk), .rst(rst), .ctrl(ctrl), .sel(sel), 
-ud_t (ud_t[1]), 
-ld_t(ld_t[1]), .ud_ce(ud_ce[1]), .ld_ce(ld_ce[1]), 
-addr(addr[9:5]), 





.errorbus(errorbus), .id(*ER_CTRL_DEC) ); 











ctrl_dec_syn dec2(.clk(clk), .rst(rst), .ctrl(ctrl), .sel(sel), 
-ud_t (ud_t[2]), 
-ld_t(ld_t[2]), .ud_ce(ud_ce[2]), .ld_ce(ld_ce[2]), 
-addr(addr[14:10]), 





.errorbus(errorbus), .id(*ER_CTRL_DEC) ); 











errorrept_mod err_rpt0O(.clk(clk), .rst(rst), .addr(addr), 
-errorbus (errorbus), 
-ld_t(ld_t), .dout(dout[15:0]), .er_add(er_add[0]), 





r_remove(er_remove[0]), 
-queue_empty (empty), .queue_out (queue_out), 
.int_req(int_req[0])); 


errorrept_mod err_rptl(.clk(clk), .rst(rst), .addr(addr), 
-errorbus (errorbus), 
-ld_t(ld_t), .dout (dout[31:16]), .er_add(er_add[1]), 
r_remove (er_remove[1]), 





-queue_empty (empty), .queue_out (queue_out), 
.int_req(int_req[1])); 


errorrept_mod err_rpt2(.clk(clk), .rst(rst), .addr(addr), 
-errorbus (errorbus), 
-ld_t(ld_t), .dout (dout[47:32]), .er_add(er_add[2]), 








r_remove (er_remove[2]), 
-queue_empty (empty), .queue_out (queue_out), 
.int_req(int_req[2]))j; 
queue_16x8 errorqueu (.din(errorbus), .clk(clk), .rst(rst), 
-add(er_add), .remove(er_remove) , 





-dout (queue_out), .empty(empty), .full(full), 
-nearlyfull (nearlyfull), .errorbus(errorbus) ); 


assign d[7:0] = ld_t[0] ? 8'bz : dout[7:0]; 
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assign d[15:8] = ud_t[0] ? 8'bz : dout[15:8]; 
assign d[23:16] = ldt[1] ? 8'bz : dout[23:16]; 
assign d[31:24] = ud_t[1] ? 8'bz dout [31:24]; 
assign d[39:32] = ldt[2] ? 8'bz dout [S9232]¥ 
assign d[47:40] = ud_t[2] ? 8'bz dout [47:40]; 
endmodule 
module errorrept_mod(clk, rst, errorbus, addr, ld_t, dout, 
er_add, er_remove, queue_empty, 
queue_out, 
int_req); 
input clk; // global clock 
input rst; // global async reset 
inout [15:0] errorbus; 
input [14:0] addr; 
input [2:0] dee: 53 
output [15:0] dout; 
output er_add; 
output er_remove; 
input queue_empty; 
input [15:0] queue_out; 
output int_req; 
wor [15:0] errorbus; 
wire [14:0] addr; 
wire [2:0] Ld ty 
reg [1520] dout; 
wire [15:0] queue_out; 
wire Ve Lats 
wire empty; 
wire Bud 1 
wire nearlyfull; 
wire [4:0] v_addr; 
wire remove; 
assign er_add = |errorbus; 
assign er_remove = ~v_ld_t & (v_addr == “ERROR_DATA); // removing data 
on read of error data address 
assign int_req = ~empty; 
voterlnsyn #(1) ld_t_v (.din(ld_t), .dout(v_ld_t), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID(*ER_MO_LD_T_V)); 
voterlnsyn #(5) addr_v (.din(addr), .dout(v_addr), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID(*ER_MO_ADDR_V)); 
always @(*) begin 
case (v_addr) 
~“ERROR_DATA: 
dout <= queue_out; 
“ERROR_HAS DATA: 
dout <= {15'b0,~empty}; 
default: 
dout <= 16'b0O; 
endcase 
end 
endmodule 
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H. IOTEMPLATE.V 
“timescale ins / lips 
~define MY_MODULE_CTRL_DEC_SYN_ID 10'd192 
‘define MY_MODULE_DATA_BUS_ID 10'd193 
*define MY_MODULE_LD_CE_ID 10'd194 
‘define MY_MODULE_ADDR_ID 10'd195 
“define MY_IO_ADDR 500, 
module my_io_module(clk, rst, addr, din, dout, 
errorbus, ldt, udt, 
ld_ce, ud_ce); 

input clk; 

input St} 

input [14:0] addr; 

input [15:0] din; 

output [15:0] dout; 

inout [15:0] errorbus; 

input [220] bat? 

input [2:0) woes 

input [2:0] ld_ce; 

input [2:0] ud_ce; 

wire clk; 

wire rst; 

wire [4:0] addr; 

wire [15:0] din; 

wire [15:0] dout; 

wor errorbus; 

wire Asch oe 

wire ud_t; 

wire ld_ce; 

wire ud_ce; 

reg [15:0] my_sample_reg; 

reg [15:0] dout; 

wire [L5e0)}) ved; 

wire v_ld_ce; 

wire v_addr; 

voterlnsyn #(16) d_v (.din(d), .dout(v_d), .errorbus(errorbus) , 
.clk(clk), .xrst(xrst), .ID(*MY_MODULE_DATA_BUS_ID)); 

voterlnsyn #(1) ld_ce_v (.din(ld_ce), .dout (v_ld_ce), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID(*MY_MODULE_LD_CE_ID)); 

voterlnsyn #(1) addr_v (.din(addr), .dout(v_addr), .errorbus(errorbus), 
.clk (clk), .xrst(xrst), .ID(*MY_MODULE_ADDR_ID)); 


always @(posedge clk or posedge rst) 


if ( 


end 
else 


end 


end 


always @(v_addr or my_sample_reg) 


my_sample_reg <= v_d; 


rst) begin 
my_sample_reg <= 0; 

if (v_ld_ce) begin 
if (v_addr == ~MY_IO_AD 
end 





begin 


DR) begin 


begin 
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// load data into the register 


if (v_addr == 


dout <= my_sample_reg; 


~MY_IO_ADDR) 


if the correct address value 


end 


endmodule 


end 
else begin 


dout <= 16'b0O; 


end 


begin 





// output the register contents 





module iotemplate(clk, rst, ctrl, ctrl0, int_reg, sel, d, errorbus); 
input clk; 
input Est} 
input [47:0] etrils 
inout [2:0] ctr1o; 
output [2:0] int_req; 
input [2:0] sel; 
inout [47:0] a: 
inout [15:0] errorbus; 
wire clk; // Clock 
wire rst; // Reset 
wire [47:0] ctrl; // 16-bit memory control bus 
wire [2:0] sel; // 1-bit peripheral select # (IO Base 
Select) 


address FFOO, 


subsequent IDs 











higher 
Er: 47:0] d; 
wor 15:0] 
wand 2:0 
wire 2:0 
wire 14:0] addr; 
wire 2:0 
state driv nabl 
wire 20 
state driv nabl 
wire 2:0 
enable 
wire 2250 
enable 
wire AVEO]. dout; 





errorbus; // 
ctr lds 
int_req; 


// 1/0 0 is at base 
// 


are each 20h 


// 16-bit tri-state data bus 
16-bit Global Error Bus, wired-OR 





// drive low to insert IO wait states 
// drive high to enable ISR 


// 5-bit Peripheral Address Space 


ud_t; 


das 


ud_ce; // Active-high upper byte valid data 


ld_ce; // Active-high lower byte valid data 


// Active-low upper byte data bus tri- 


// Active-low lower byte data bus tri- 


clock 


clock 


// 16-bit data bus 


// declare the XSOC IO Control modules 


// 


// unwanted optimization 
ctrl_dec_syn dec0O(.clk(clk), 


-ud_t(ud_t[0]), 


-addr(addr[4:0]), 


-errorbus (errorbus)); 


ctrl_dec_syn decl(.clk(clk), 


-ud_t (ud_t[1]), 


-addr(addr[9:5]), 


-ld_t (1ld_t[0]), 


. id (*MY_MODULE 


each module should be partitioned to avoid 
(and removal of the 2 
srst (rst), 


"extra" copies) 
-ctrl(ctrl), .sel(sel), 


.ud_ce(ud_ce[0]), .ld_ce(ld_ce[0]), 











CTRL_DEC_SYN_ID), 





-ld_t(ld_t[1]), 


—CSst (Vet,  .CcerLtarrl), 





.sel(sel), 


.ud_ce(ud_ce[1]), .ld_ce(ld_ce[1]), 


104 





.id(*MY_MODULE 





CTRL_D 





EC_SYN_ID), 








.errorbus (errorbus) ); 
ctrl_dec_syn 
-ud_t (ud_t[2]), 


dec2(.clk(clk), .rst(rst), .ctrl(ctrl), .sel(sel), 


-ld_t(ld_t[2]), .ud_ce(ud_ce[2]), .ld_ce(ld_ce[2]), 


-addr(addr[14:10]), 





.id(*MY_MODULE 





CTRL_D 





EC_SYN_ID), 








-errorbus (errorbus)); 


// instantiate your IO module 

// also partition each module 

// note that ld_t and ud_t are used to indicate a read from IO 

// and ld_ce and ud_ce are used to indicate a write 

// data in and data out are separate because partitions do not allow tri- 





state parameters 
// din must be declared as an input 
// generate....for loops aren't supported in partitions so instantiate 
each explicitly 
my_io_module my_io_module_0 ( 
-clk (clk), 


.-cst(rst), .addr(addr), 


-din(d[15:0]), .dout (dout[15:0]), 
-errorbus (errorbus),.ld_t(ld_t), 


-ld_ce(ld_ce), .ud_ce(ud_ce)); 


-ud_t (ud_t), 


my_io_module my_io_module_1 ( 


-din(d[31:16]), 


-dout (dout[31:16]), 


-clk(clk), 


.cst(rst), 


.addr(addr), 


-errorbus (errorbus),.ld_t(ld_t), 
-ld_ce(ld_ce), .ud_ce(ud_ce) ); 


ud. Etat), 


my_io_module my_io_module_2 ( 
-clk (clk), 
-dout (dout [47:32]), 
.errorbus (errorbus),.1d_t(ld_t), 
-ld_ce(ld_ce), .ud_ce(ud_ce)); 


.cst (rst), .addr(addr), 
-din(d[47:32]), 


eud_b (adt7 5 


// Data bus writes are accomplished here since partitions 
// do not allow a tri-state bus interface 


assign ld_t[0] ? 8'bz dout [7:0] 





d[7:0] : [7 ; 
assign d[15:8] = vd-tlO)y ?-S'bz + dout [1528]; 
assign d[23:16] = ldt[1] ? 8'bz : dout[23:16]; 
assign d[31:24] ud_t[1] ? 8'bz dout [31:24]; 
assign d[39:32] = la sted “? 8t be dout (392321; 
assign d[47:40] = udt[2] ? 8'bz dout [47:40]; 
endmodule 
I. MEMCTRL.V 
“timescale ins / lips 
“include "voterids.v" 
/* memctrl.v -- XSOC memory/on-chip bus controller synthesizable Verilog model 
* 
* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 
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x 

* SHeader: /dist/xsocv/memctrl.v 6 4/06/00 10:55a Jan $ 
* SLog: /dist/xsocv/memctrl.v $ 
* 
* 


6 4/06/00 10:55a Jan 
* polish 


/* modified 08/01/2008 by David Dwiggins for use with CFTP */ 
/* TMR/ECC support. Due to extensive modification */ 
/* original version by Jan Gray commented out at the end of file */ 








module memctrl ( 
clk, rst, 
mem_ce, word_nxt, read_nxt, dbus_nxt, dma, addr nxt, 
dma_req_in, zero_req_in,ctrl0, 
rdy, ud_t, ld_t, udlt_t, dma_reg, zerodma, 
uxd_t, lxd_t, store_ub, store_lb, read_ub, write_en, 
sel, ctrl, dma_ack, errorbus); 























parameter Ww = 16; // word width 

parameter N = W-1; // msb index 

parameter XAN = 16; // external address msb index 

input clk; // global clock 

input rst; // global async reset 

input 24:0 mem_ce; // memory access clock enable 

input 2:0 word_nxt; // next access is word wide 

input 2:0 read_nxt; // next access is read 

input 2¢0 dbus_nxt; // next access uses on-chip data bus 

input 2:0 dma; // current access is a DMA transfer 

input 47:0] addr_nxt; // address of next memory access 

input 2:0 dma_req_in; 

input 2:0 zero_req_in; 

input ctrl0; // control 0 driven low => add wait states 

output rdy; // current memory access is ready 

output ud_t; // active low store data MSB output 
enable 

output Lobe // active low store data LSB output 
enable 

output jeko lM ky ee ea // active low store data MSB->LSB 
output enable 

output dma_req; // DMA request 

output zerodma; // zero DMA counter request 

output store_ub; // vam store lsb into upper byte 
(byte op) 

output store_lb; // vam store lsb into lsb (byte 
op) 

output read_ub; // vam read upper byte into data 
bus lsb 

output write_en; // vam write enable 

output uxd_t; // RAM MSB data out enable 

output lxd_t; // RAM LSB data out enable 

output [7:0] sel; // on-chip peripheral select 

output [15:0] ctrl; // abstract control bus 

output dma_ack; // DMA ackwnowledge 





inout [15:0] errorbus; 


wor [15:0] errorbus; 
Leg uxd_t, 1lxd_t; 
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// locals 
wire 


wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 


wire 
wire 
wire 
wire 
wire 
wire 
reg [4:0] 
reg 
reg 
reg 
reg 
reg 
reg 
reg 
reg 


assign 
assign 
assign 
assign 
assign 
assign 
assign 
assign 
assign 


assign 
assign 
assign 
assign 
assign 
assign 


vo 
.errorbus 
vo 
.errorbus 
vo 
.errorbus 
vo 


terinsyn 
(errorbus), 
terlnsyn 
(errorbus), 
terlnsyn # 
(errorbus) 
terinsyn 
.-errorbus (errorbus) 
voterlnsyn 
-clk (clk), 


# 





# 
.cst (rst) 


selio; 


v_mem_ce; 
v_word_nxt; 
v_read_nxt; 
v_dbus_nxt; 

v_dma; 

[15:0] v_addr_nxt; 
v_dma_req_in; 
v_zero_req_in; 


Get nKEE 
Ld. KE? 
ud_ce_nxt; 
ld_ce_nxt; 
ramrd_nxt; 
ramwr_nxt; 























addr; // current access address 
word; // current access is word wide 
read; // current access is read 
io; // current access is to I/O space 
ramrd; // RAM read access 
ramwr; // RAM write access 
wil; // byte write read cycle 
w2; // byte write write cycl 
read_ub; // read upper byte on next cycle 
selio = v_addr_nxt[15:8] == 8'hFF; 

sel[0] = v_addr_nxt[7:5] == 0; 

sel[1] = v_addr_nxt[7:5] == 1; 

sel[2] = v_addr_nxt[7:5] == 2; 

sel[3] = v_addr_nxt[7:5] == 3; 

sel[4] = v_addr_nxt[7:5] == 4; 

sel[5] = v_addr_nxt[7:5] == 5; 

sel[6] = v_addr_nxt[7:5] == 6; 

sel[7] = v_addr_nxt [7:5] == 7; 

dy nee = ~(v_word_nxt & v_read_nxt); 

ld_t_nxt = ~v_read_nxt; 

ud_ce_nxt = v_word_nxt & ~v_read_nxt; 

ld_ce_nxt = ~v_read_nxt; 


ramrd_nxt = 
ramwr_nxt 


~selio & v_mem_ce; 
~selio & v_mem_ce; 


v_read_nxt & 
~v_read_nxt & 

















# (1) mem_ce_v (.din(mem_ce), .dout(v_mem_ce), 
.clk(clk), .rst(rst), .ID({*MC_MEM_CE_V})); 

#(1) word_nxt_v (.din(word_nxt), .dout (v_word_nxt), 
.clk(clk), .xrst(rst), .ID({*MC_WORD_NXT_V})); 

(1) read_nxt_v (.din(read_nxt), .dout (v_read_nxt), 
.clk (clk), .xrst(rst), .ID({*MC_READ_NXT_V})); 

(1) dbus_nxt_v (.din(dbus_nxt), .dout (v_dbus_nxt), 
-clk(clk), .rst(rst), .ID({*MC_DBUS_NXT_V})); 

(1) dma_v (.din(dma), .dout(v_dma), .errorbus(errorbus), 

, .ID({*MC_DMA_V})); 
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voterlnsyn #(16) addr_nxt_v (.din(addr_nxt), .dout (v_addr_nxt), 





-errorbus(errorbus), .clk(clk), .rst(rst), .ID({* MC_ADDR_NXT_V})); 
voterlnsyn  #(1) dma_req_in_v (.din(dma_regq_in), .dout (v_dma_req_in), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID({*MC_DMA_REQ_ IN_V})); 
voterlnsyn  #(1) zero_req_in_v (.din(zero_req_in), 
.dout (v_zero_req_in), .errorbus(errorbus), .clk(clk), .rst(rst), 
.ID({*MC_ZERO_REQ_IN_V})); 











assign rdy = (i10éctr1[0]) | ramrd | (ramwr & word) | w2; 

assign ein = {4'bO, ud_t_nxt, ld_t_nxt, ud_ce_nxt, ld_ce_nxt, 
v_mem_ce, selio, addr[4:0], ctrl0}; 
// ctr1l[{0] pullup? 


always @(posedge clk or posedge rst) begin 
if (rst) begin 


addr <= 0; 
word <= 1; 
read <= 1; 
io <= 0; 
ramrd <= 1; 
ramwr <= 0; 
wl <= 0; 

w2 <= 0; 
uxd_t <= 1; 
lxd_t <= 1; 


read_ub <=0; 
end 
else begin 
if (v_mem_ce) begin 
addr <= v_addr_nxt[4:0]; 
word <= v_word_nxt; 
read <= v_read_nxt; 
io <= selio; 
read_ub <= v_read_nxt & ~selio & ~v_addr_nxt[0] & 
~v_word_nxt; 
ramrd <= v_read_nxt & ~selio; 


ramwr <= ~v_read_nxt & ~selio; 
uxd_t <= ~(v_read_nxt & v_dbus_nxt & ~selio & 
v_word_nxt); 
lxd_t <= ~(v_read_nxt & v_dbus_nxt & ~selio); 
end 
wl <= ~v_read_nxt & ~selio & v_mem_ce & ~v_word_nxt; 
w2 <= wl; 


end 
end 


// assign store_ub = ramwr_nxt & ~addr_nxt[0] & ~word_nxt; // store 
upper byte mux control 


assign store_ub = ramwr & ~addr[0] & ~word; // store upper byte mux 
control 

assign store_lb = ramwr & addr[0] & ~word; // store lower byte mux 
control 

//assign write_en_u = ramwr_nxt & (word_nxt | (~word_nxt & 
~addr_nxt[0])); // write upper byte if word or storing to high byte 

//assign write_en_l = ramwr_nxt & (word_nxt | (~word_nxt & addr_nxt[0])); 


// write lower byte if word or storing to low byte 


assign write_en = (ramwr_nxt & v_word_nxt & v_mem_ce) | wl; // write 
upper byte if word or storing to high byte 
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assign udlt_t= 1; // not needed with 16-bit memory 
assign ld_t = read; 

assign ud_t = read; 

assign dma_req v_dma_req_in; 

assign zerodma v_zero_req_in; 

assign dma_ack v_dma & rdy; 


endmodule 


module ctrl_dec_syn(clk, rst, ctrl, sel, ud_t, ld_t, ud_ce, ld_ce, addr, 
errorbus, id); 








input clk; // global clock 

input rst; // global async reset 

input [47:0] ctrl; // abstract control bus 

input [2:0] sel; // peripheral select 

output ud_t; // active low read data MSB output 
enable 

output ld_t; // active low read data LSB output 
enable 

output ud_ce; // write data MSB clock enable 

output ld_ce; // write data LSB clock enable 

output [4:0] addr; // current I/O control register address 

input [9:0] id; // syndrome ID 


inout [15:0] errorbus; // global syndrome bus 





reg ud_t, ld_t, ud_ce, ld_ce; 

wor [15:0] errorbus; 

// locals 

wire ud_t_nxt, ld_t_nxt, ud_ce_nxt, ld_ce_nxt, mem_ce, selio; 
wire [4:0] addr; 

wire [15:0] victrl; 


wire v_sel; 


voterlnsyn #(16) ctrl_v (.din(ctrl), .dout(v_ctrl), .errorbus(errorbus), 
welki(clk)., «Kst(rst), <ID(id)); 

voterlnsyn #(1) sel_v (.din(sel), .dout(v_sel), .errorbus(errorbus), 
welk (elk), .rst (rst), .2ED(id)):; 


assign { ud_t_nxt, ld_t_nxt, ud_ce_nxt, ld_ce_nxt, mem_ce, selio, addr } 
So eee (Lisi 


always @(posedge clk or posedge rst) begin 
if (rst) begin 

ud_ce <= 0; 

0 





lse if (mem_ce) begin 
ud_ce <= v_sel & selio & ud_ce_nxt; 
ld_ce <= v_sel & selio & ld_ce_nxt; 
& selio & ~ud_t_nxt); 
& selio & ~ld_t_nxt); 











aa 


_sel 
_sel 





end 
end 


endmodule 
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original version as per Jan Gray below 














/* memctrl.v -- XSOC memory/on-chip bus controller synthesizable Verilog model 
* 

* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 

* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 

* 

* SHeader: /dist/xsocv/memctrl.v 6 4/06/00 10:55a Jan §$ 

* SLog: /dist/xsocv/memctrl.v $ 

* 

* 6 4/06/00 10:55a Jan 

* polish 


module memctrl ( 









































elk, vst; 

mem_ce, word_nxt, read_nxt, dbus_nxt, dma, addr_nxt, 

dma_req_in, zero_req_in, 

rdy, ud_t, ldt, udlt_t, int_req, dma_req, zerodma, 

ram_oe_n, ram_we_n, xa_0O, xdout_t, uxd_t, l1xd_t, 

sel, ctrl, dma_ack); 

parameter Ww = 16; // word width 

parameter N = W-1; // msb index 

parameter XAN = 16; // external address msb index 

input clk; // global clock 

input rst; // global async reset 

input mem_ce; // memory access clock enable 

input word_nxt; // next access is word wide 

input read_nxt; // next access is read 

input dbus_nxt; // next access uses on-chip data bus 

input dma; // current access is a DMA transfer 

input [N:0] addr_nxt; // address of next memory access 

input dma_req_in; 

input zero_req_in; 

output rdy; // current memory access is ready 

output ud_t; // active low store data MSB output 
enable 

output ld_t; // active low store data LSB output 
enable 

output udlt_t; // active low store data MSB->LSB 
output enable 

output int_req; // interrupt request 

output dma_req; // DMA request 

output zerodma; // zero DMA counter request 

output ram_oe_n; // active low external RAM output enable 

output ram_we_n; // active low external RAM write enable 

output xa_0; // external RAM address lsb 

output xdoutt // active low external RAM data output 
enable 

output uxd_t; // active low external RAM MSB input 
output en 

output Ld ts // active low external RAM LSB input 
output en 

output [7:0] sel; // on-chip peripheral select 

output [15:0] ctrl; // abstract control bus 

output dma_ack; // DMA ackwnowledge 

reg uxdit;. led. 3 
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// locals 


























wire selio = addr_nxt[15:8] == 8'hFF; 
assign sel[0] = addr_nxt[7:5] == 0; 
assign sel[1] = addr_nxt[7:5] == 1; 
assign sel[2] = addr_nxt[7:5] == 2; 
assign sel[3] = addr_nxt[7:5] == 3; 
assign sel[4] = addr_nxt[7:5] == 4; 
assign sel[5] = addr_nxt[7:5] == 5; 
assign sel[6] = addr_nxt[7:5] == 6; 
assign sel[7] = addr_nxt[7:5] == 7; 
wire ud_t_nxt = ~(word_nxt & read_nxt); 
wire ld_t_nxt = ~read_nxt; 
wire ud_ce_nxt = word_nxt & ~read_nxt; 
wire 1ld_ce_nxt = ~read_nxt; 
reg [4:0] addr; // current access address 
reg word; // current access is word wide 
reg read; // current access is read 
reg io; // current access is to I/O space 
// memory / I/O access FSM 
reg ramrd; // RAM read access 
reg ramwr; // RAM write access 
reg wl2; // RAM write half-clock states Wl, W2 
reg w34; // RAM write half-clock states W3, W4 
reg w56; // RAM write half-clock states W5, W6 
reg w23_45; // RAM write half-clock states W2, W3, 
and W4, W5 
reg w45; // RAM write half-clock states W4, W5 
assign rdy = (io0éctrl[0]) | ramrd | (w34&~word) | w56; 
assign a) ila = {4'bO, ud_t_nxt, ld_t nxt, ud_ce_nxt, ld_ce_nxt, 
mem_ce, selio, addr[4:0], 1'bl}; 
// ctr1l[{0] pullup? 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
addr <= 0; 
word <= 1; 
read <= 1; 
io <= 0; 
ramrd <= 1; 
ramwr <= 0; 
wl2 <= 0; 
w34 <= 0; 
w56 <= 0; 
uxd_t <= 1; 
lxd_t <= 1; 
end 
else begin 
if (mem_ce) begin 
addr <= addr_nxt[4:0]; 
word <= word_nxt; 
read <= read_nxt; 
io <= selio; 
ramrd <= read_nxt & ~selio; 
ramwr <= ~read_nxt & ~selio; 
uxd_t <= ~(read_nxt & dbus_nxt & ~selio & word_nxt); 
lxd_t <= ~(read_nxt & dbus_nxt & ~selio); 
end 
wl2 <= ~read_nxt & ~selio & mem_ce; 
w34 <= wl2; 
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w56 <= w34 & word; 
end 
end 
always @(negedge clk or posedge rst) begin 
if (rst) begin 
w23_45 <= 0; 


w45 <= 0; 
end 
else begin 
w23_45 <= wl2 | (w34 & word); 
w45 <= w34 & word; 
end 
end 
assign xdout_t = ~(w23_45 | w56); 
assign ram_we_n = ~(w23_45 & ~w34); 
assign ram_oe_n = ramwr; 
assign xa_0 = word ? ~(ramwr ? (w45|w56) : clk) : addr[0]; 
assign udlt_t= ~((w45|w56) & ~read); 
assign ld_t = ~(~(w45|w56) & ~read); 
assign ud_t = read; 
assign dma_req = dma_req_in; 
assign zerodma = zero_req_in; 
assign dma_ack = dma & rdy; 
assign int_req = 0; 
endmodule 
// ctrl_dec -- XSOC abstract control bus decoder 


module ctrl_dec(clk, rst, ctrl, sel, ud_t, 1ld_t, ud_ce, ld_ce, addr); 











input clk; // global clock 

input rst; // global async reset 

input [15:0] ctrl; // abstract control bus 

input sel; // peripheral select 

output ud_t; // active low read data MSB output 
enable 

output aKolea ee // active low read data LSB output 
enable 

output ud_ce; // write data MSB clock enable 

output ld_ce; // write data LSB clock enable 

output [4:0] addr; // current I/O control register address 

reg ud_t, ld_t, ud_ce, ld_ce; 

// locals 

wire ud_t_nxt, ld_t_nxt, ud_ce_nxt, ld_ce_nxt, mem_ce, selio; 

wire [4:0] addr; 


assign { ud_t_nxt, ld_t_nxt, ud_ce_nxt, ld_ce_nxt, mem_ce, selio, 
= ctrl[11:1]; 


always @(posedge clk or posedge rst) begin 
if (rst) begin 


ud_ce <= 0; 
ld_ce <= 0; 
ud_t <= 1; 
ldt <= 1; 


end 
lse if (mem_ce) begin 
ud_ce <= sel & selio & ud_ce_nxt; 
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} 


ld_ce <= sel & selio & 1d_ce_nxt; 
ud_t <= ~(sel & selio & ~ud_t_nxt); 
ld_t <= ~(sel & selio & ~ld_t_nxt); 
end 
end 


endmodule 


Ay 


J. MEMIO.V 


“timescale ins / lips 
module memio(sub, slb, rub, din, eccdout, mem_out, xd, eccdin, syndrome) ; 





input sub; // store upper byte 
input slb; // store lower byte 
input rub; // read upper byt 

input [15:0] din; // MDR input 


input [21:0] eccdout; 


output [15:0] mem_out; // CPU data bus 
output [15:0] xd; // external data bus to instruction register 
output [21:0] eccdin; 


output [5:0] syndrome; 


wire [7:0] datainusb, datainlsb; 
wire [7:0] dataoutush, dataoutlsb; 
wire [15:0] decodeout; 
ccencod ccencodel (.din({datainusb,datainlsb}), .dout(eccdin) ); 





ccdecod ccdecodel (.din(eccdout), 
.-dout (decodeout),.syndrome (syndrome) ) ; 





assign xd[15:0] = decodeout [15:0]; 


// data in is input into the registers at the BRAM interface and is not 
clocked 


assign datainlsb = sub ? decodeout[7:0] : din[7:0]; 
assign datainusb = slb ? decodeout[15:8] : (sub ? din[7:0] : din[15:8]); 


// data out of the memory is on the next clock cycle; output control 
signals should be registered 
// for proper operation 


assign dataoutlsb rub ? decodeout[15:8] : decodeout[7:0]; 
assign dataoutusb = decodeout [15:8]; 


assign mem_out[15:0] = {dataoutusb[7:0],dataoutlsb[7:0]}; 


endmodule 


K. PC104QUEUE.V 


“timescale ins / lips 
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// Created 08/01/2008 by David Dwiggins Jr 
// synthetic RAM created for pc/104 output queue 
// created to avoid using distributed RAM elements 
// synchronous write, async read 
// byte wide 16 entries 
module qram_8x1l6(clk, rst, readaddr, writeaddr, we, din, dout); 
input clk; 
input LSt; 
input [3:0] readaddr; // Read address 
input [3:0] writeaddr; // Write address 
input we; // Write enable 
input [7:0] din; // Data in 
output [7:0] dout; // Data out 
wire [15:0] readdrive; // output enables on each entry 
wire [edt 54320:] writedrive; 
wire [15:0] writeendrive; // writ nables for entries 


decode4 read_decod 
decode4 write _decod 








assign writeendrive 
genvar i; 


generate for (i=0; i<16; 


(.din(readaddr), 
(.din(writeaddr), 


we ? writedrive 


i=itl1) 


begin: 


// instantiate each queue slot 


qd8 loop_d8(.clk(clk), 
.ddrive (readdrive[i]),.dout(dout)); 
end 
endgenerate 


endmodule 


// qd8 - 8 bit D positive edge-cloc 


16' 


ndriv 


.dout (readdrive) ); 
.dout (writedrive) ); 


bO; 


myram_loop 


.clr(rst), .din(din), 





.ce (writ 


ked flip flop 


module qd8(clk, ce, clr, din, ddrive, dout); 
input clk; 
input ce; 
input Clin; 
input [7:0] din; 
input ddrive; 
output [7:0] dout; 
reg (2207) data; 
Cri 220) dout; 


always @(posedge clk 
if (clr) 
data <= 
else if (ce) 
data <= 


0; 


din; 
end 


assign dout (ddrive) ? dat 
endmodule 


PC104 Interface Output Queue 


or posedge clr) 


begin 


a 8 "bz; 


// 16-entry queue 
// Separate clock domains on read and write 
// Shared variable remove request, set on remov 





on read process by system clock 
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[i]), 


clock positive edge and cleared 


// Shared variable implemented with a flip-flop with an async clear 


// queue is not write-through, 
output 
module pcl04queue_8x16(din, clk, 
remove_clk); 
input [23:0] 
input 
input 
input [2:0] 
input [2:0] 
remove_clk clocked 
output [7:0] 
output 
output 
in queue 
output 
input 
signal 


din; 


dout; 


reg 

process 
reg [7:0] 

wire 


wire 
queue memory write enable 


wire 
wire 
wire 
wire 
wire 


[7:0] 


voterin #(8) 
voterin #(1) 
voterin #(1) 


din_v (. 
add_v 
remove_v 
assign empty = ~(|count); 
set 

assign nearlyfull = 

assign full = count[4]; 

qram_8x1l6 raml(.clk(clk), 
-writeaddr(store_nxt), .we(we), 


assign we = v_add & 


FDC read_request ( 


always @(posedge clk or posedge rst) 


if(rst) begin 


must have a read for first data to appear on 


rst, add, remove, dout, 
empty, nearlyfull, full, 
// Queue data in 
clk; // System clock 
rst; // Global Reset 
add; // Add request 
remove; // Remove request, 
// Queue data out 
empty; // 1 if empty 
nearlyfull; // 1 if 15 entries 
full; ff A AE BLD, 


remove_clk; 


queue_data; 
count; 
first; 
store_nxt; 


remove_state0; 
remove_statel; 


// Clock for remove 


// no remove pending 
// jast got a remove, 


dout; 
clocked_remove; 
we; // 
countisone; 
nearlyfull; 
v_din; 
v_add; 


v_remove; 


din(din), 
(.din(add), 
(.din(remove), 


& (count [3:0]); 


-dout (v_din)); 
.dout (v_add) ); 
-dout (v_remove) ); 


// empty if no count bits 


// 15 = last 4 bits all on 


// 16 = bit 5 on 


.readaddr (first), 
.dout (queue_data) ); 


-rst(rst), 
-din(v_din), 


~(full); 


-Q(clocked_remove) , 


.C (remove_clk), 
-CLR(remove_statel), 
-D(v_remove) ); 


begin 
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count<=0; 

first<=0; 
store_nxt<=0; 
remove_state0O <= 1; 
remove_statel <= 0; 
dout <= 0; 








end 
else begin 
// got a remove, process 
if (clocked_remove & remove_state0) begin 
remove_state0 <= 0; 
remove_statel <= 1; 











end 

// clearing the read FF 

if (remove_statel) begin 
remove_statel <= 0; 
remove_state0O <= 1; 











end 
// add 
if ((v_add & ~clocked_remove) | (v_add & clocked_remove 


~remove_state0)) begin 





if (~full) begin 
count<=count+1; 
store_nxt<=store_nxttl1; 
end 
end 
// cemove 
else if (~v_add & clocked_remove & remove_state0) begin 
if(empty) begin 
dout <= 0; 





end 
else begin 
count<=count-1; 
first<=firstt1; 
dout <= queue_data; 
end 
end 
// add & remove 
else if (v_add & clocked_remove & remove_state0) begin 
if(empty) begin 
count<=count+1; 
store_nxt<=store_nxttl; 
dout <= 0; 





end 

else if (full) begin 
count<=count-1; 
first<=firstt1; 
dout <= queue_data; 

end 

else begin 
store_nxt<=store_nxttl1; 
first<=firstt1; 
dout <= queue_data; 

end 

end 
end 
end 


endmodule 
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L. PCFILE.V 


“timescale ins / lips 
module dl6xlout (clk, ce, clr, din, dout); 
input clk; 
input ce; 
input clr; 
input [15:0] din; 
output [15:0] dout; 


reg [15:0] dout; 


always @(posedge clk) begin 


if (clr) 
dout <= 0; 
else 
if (ce) 
dout <= din; 
end 
endmodule 


module pcfile(clk,rst,we,addr, din, adout) ; 
input clk; 
input rst; 
input we; 
input addr; 
input [15:0] din; 
output [15:0] adout; 


wire [15:0] regOout; 
wire [15:0] reglout; 
wire regQload; 
wire reglload; 


assign regOload = we & ~addr; 
assign reglload = we & addr; 


dléxlout regO(.clk(clk), .ce(regOload), .clr(rst), .din(din), 
-dout (regOout) ); 

dl6éxlout regl(.clk(clk), .ce(reglload), .clr(rst), .din(din), 
-dout (reglout)); 


assign adout = addr ? reglout : reg0out; 


endmodule 


M. QUEUE1.V 


“include "voterids.v" 
“timescale ins / lips 
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module ram_16x8(clk, rst, readaddr, writeaddr, we, din, dout); 
input clk; 
input rst; 
input [2:0] readaddr; 
input [2:0] writeaddr; 
input we; 
input [15:0] din; 
output [15:0] dout; 
wire [15:0] readdrive; 
wire [15:0] writedrive; 
wire [15:0] writeendrive; 
decode4 read_decode(.din({1'b0,readaddr}), .dout(readdrive[7:0])); 
decode4 write _decode(.din({1'b0,writeaddr}), .dout(writedrive[7:0])); 
assign writeendrive = we ? writedrive 8'b0; 
genvar i; 
generate for (i=0; i<8; i=i+l) begin: myram_loop 
dl6 loop_d1l6(.clk(clk), .ce(writeendrive[i]), .clr(rst), 
-din(din), .ddrive(readdrive[i]),.dout (dout)); 
end 
endgenerate 
endmodule 
module dl6(clk, ce, clr, din, ddrive, dout); 
input clk; 
input ce; 
input clr; 
input [15:0] din; 
input ddrive; 
output [15:0] dout; 
reg [15:0] data; 
tri [15:0] dout; 
always @(posedge clk or posedge clr) begin 
if (clr) 
data <= 0; 
else if (ce) 
data <= din; 
end 
assign dout = (ddrive) ? data Le bens 
endmodule 
module queue_16x8(din, clk, rst, add, remove, dout, empty, nearlyfull, full, 
errorbus); 
input [15:0] din; 
input elk; 
input rst; 
input [2:0] add; 
input [2:0] remove; 
output [15:0] dout; 
output empty; 
output nearlyfull; 
output full; 
inout [15:0] errorbus; 
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reg 


ram_16x8 raml(.clk(clk), 
-writeaddr (store _nxt), 


-clk (clk), 


wire [15:0] 

reg [3:0] 

reg [2:0] 

[220] 

wire [15:0] dout; 
reg 

wor [15:0] 

wire 

wire 

wire 

wire 

wire 

assign empty = 
assign countisone 
assign nearlyfull 
assign full = 


queue_data; 


count; 
first; 
store_nxt; 


outputdata_nxt; 


errorbus; 

we; 

countisone; 

nearlyfull; 
v_add; 

v_remove; 


~(|count); 


(count==1); 
& (count [2:0]); 


eount:|[ 2] 


~Yst (StL) , 





.we(we), .din(din), 
voterlnsyn #(1) add_v (.din(add), 
.rst (rst) .ID(*ER_QU_ADD_V) ); 
( 


voterlnsyn # 


1) 


remove_v 


// cemove 


.din(remove), 


.readaddr (first), 


.dout (queue_data) ); 


-dout (v_add) , 











else if (~v_add & v_remove) begin 
if (~empty) begin 
if(countisone) begin 


outputdata_nxt<=0; 


count<=count-1; 
first<=firstt1; 


end 


else begin 


count<=count-1; 
first<=firstt+1; 
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-errorbus (errorbus), 


-dout (v_remove), 


-errorbus(errorbus), .clk(clk), .rst(rst), .ID(*ER_QU_REM_V)); 
assign we = v_add & ~(full); 
assign dout = outputdata_nxt ? queue_data 8'b0; 
always @(posedge clk or posedge rst) begin 
if(rst) begin 
count<=0; 
first<=0; 
store_nxt<=0; 
outputdata_nxt<=0; 
end 
else begin 
// add 
if (v_add & ~v_remove) begin 
if(empty) begin 
count<=count+1; 
store_nxt<=store_nxttl1; 
outputdata_nxt<=1; 
end 
else if (~full) begin 
count<=count+1; 
store_nxt<=store_nxttl; 
end 
end 


end 
end 
end 
// add & remove 
else if (v_add & v_remove) begin 
if(empty) begin // only add 
count<=count+t1l; 
store_nxt<=store_nxtt1; 
outputdata_nxt<=1; 
end 


else if (full) begin // only remove 


count<=count-1; 
first<=firstt+1; 

end 

else begin 
store_nxt<=store_nxttl; 
first<=firstt1; 

end 

end 
end 
end 


endmodule 


N. REGISTER16X16.V 


“timescale ins / lips 

module zerox2out (adrive, bdrive, aout, bout); 
input adrive; 
input bdrive; 
output [15:0] aout,bout; 


tri [15:0] aout,bout; 


assign aout = (adrive) ? 16'bO : 16'bz; 
assign bout (odrive) ? 16'bO : 16'bz; 


endmodule 


module dl6x2out (clk, ce, clr, din, adrive, bdrive, aout, 
input clk; 
input ce; 
input clr; 
input [15:0] din; 
input adrive; 
input bdrive; 
output [15:0] aout,bout; 


reg [15:0] dout; 
tri [15:0] aout,bout; 


always @(posedge clk or posedge clr) begin 
if (clr) 
dout <= 0; 
else if (ce) 
dout <= din; 
end 


assign aout = (adrive) ? dout : 16'bz; 


120 


bout); 


assign bout = (bdrive) ? dout : 16'bz; 
endmodule 
module decode4(din, dout); 

input [3:0] din; 

output [15:0] dout; 

reg [15:0] dout; 


always @(din) begin 
case (din) 


























4'hoO : dout <= 16'h0OO001; 
4'h1l : dout <= 16'h0002; 
4'h2 : dout <= 16'h0004; 
4'h3 : dout <= 16'h0008; 
4'h4 : dout <= 16'h0010; 
4'h5 : dout <= 16'h0020; 
4'ho : dout <= 16'h0040; 
4A'h7 : dout <= 16'h0080; 
4'h8 : dout <= 16'h0100; 
4'h9 : dout <= 16'h0200; 
A4A'hA : dout <= 16'h0400; 
4'hB : dout <= 16'h0800; 
A4'hc : dout <= 16'h1000; 
4'hD : dout <= 16'h2000; 
4'hE : dout <= 16'h4000; 
4'hF : dout <= 16'h8000; 
endcase 
end 
endmodule 


module registerl6x16(clk,rst,we,addra,addrb, addrw, din, adout, bdout) ; 
input clk; 
input rst; 
input we; 
input [3:0] addra,addrb, addrw; 
input [15:0] din; 
output [15:0] adout,bdout; 


wire [15:0] adrive,bdrive; 
wire [15:0] wdecode; 
wire [15:0] regwrite; 


genvar i; 
decode4 rega_decode (addra, adrive) ; 


decode4 regb_decode (addrb, bdrive) ; 
decode4 regw_decode (addrw, wdecode) ; 














assign regwrite = we ? wdecode : 16'b0; 


zerox2out zero0(adrive[0], bdrive[0], adout, bdout); 





generate for (i=1;1<16;i=i+1l) begin: regg_loop 
dl6x2out regO(clk, regwrite[i], rst, din, adrive[i], bdrivel[i], 
adout, bdout); 
end 
endgenerate 
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endmodule 


O. SELECTMAP_CONFIG_XSOC.V 


“timescale ins / lips 
“include "voterids.v" 



































“define SELECTMAP_CF_REQUEST 5'h00 
“define SELECTMAP_CF_FLASH_BASE_LOW 5'h02 
“define SELECTMAP_CF_FLASH_BASE_HIGH 5'h04 
“define SELECTMAP_CF_STATUS 5'h06 








// change the next lin 








// on this module 





to voterlnsyn to reenable error bus reporting 


~define SMC_VOTER voterlinsynh 
module selectmap_config_xsoc_mod(clk, rst, ld_t, ld_ce, addr, 








ay - deuk,y errorbus, 
_SELECTMAP_INIT_o, T_SELECTMAP_WRITE_o, 
_SELECTMAP_CS_o, T_SELECTMAP_DATA_o, 
T_FLASH DATA_i, T_FLASH_ADDRESS_o, 
SM_CONFIG_STATUS_o)j; 











































































































input elk; 

input rst; 

input [2:0] Cee ta es 

input [2:0] ld_ce; 

input [14:0] addr; 

input [47:0] d; 

output dout; 

inout [15:0] errorbus; 

output _SELECTMAP_INIT_o; 

output T_SELECTMAP_WRITE_o; 

output '_SELECTMAP_CS_o; 

output [7:0] __SELECTMAP_DATA_o0; 

input [15:0] T_FLASH_DATA_i; 

output [21:0] T_FLASH_ADDRESS_o; 

output SM_CONFIG_STATUS_o; 

wor [15:0] errorbus; 

reg dout; 

reg [4:0] flashhi; // high word flash base 
reg [15:0] flashlo; // low word flash base 
reg conf_req;// configure request 
wire [15:0] v_d; // voted data bus 

wire [4:0] v_addr; // woted address 
wire v_ld_ce; 

wire ay ey es 

wire SM_CONFIG_STATUS_o; 


~SMC_VOTER # ( 
-clk (clk), .rst (rst) 
~SMC_VOTER # ( 
-errorbus (errorbus 








dv (.din(d), .dout(v_d), .errorbus(errorbus), 
-ID(*SMC_D)); 
addr_v (.din(addr), .dout(v_addr), 


, .clk(clk), .xrst(rst), .ID(*SMC_ADDR) ); 


122 


~SMC_VOTER #(1) ld_t_v (.din(ld_t), .dout(v_ld_t), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID(*SMC_LD_T)); 





~SMC_VOTER #(1) ld_ce_v (.din(ld_ce), .dout(v_ld_ce), 
-errorbus (errorbus), .clk(clk), .rst(rst), .ID(*SMC_LD_CE)); 





always @(posedge clk or posedge rst) begin 


if (rst) 
begin 
flashhi <= 0; 
flashlo <= 0; 
conf_req <= 0; 
end 


else begin 
// I got your request, working on it, clear request 
if (SM_CONFIG_STATUS_o & conf_req) 













































































begin 
conf_req <= 1'b0; 
end 
// writing, addr 0 = low flash base, addr 2 = high flash 
base, addr 4 = conf request 
if (v_ld_ce) 
begin 
if (v_addr==* SELECTMAP_CF_FLASH_BASE_LOW) 
begin 
flashlo <= v_d[15:0]; 
end 
else if 
(v_addr==* SELECTMAP_CF_FLASH_BASE_HIGH) 
begin 
flashhi <= v_d[4:0]; 
end 
else if (v_addr==" SELECTMAP_CF_REQUEST) 
begin 
conf_reg <= 1'bl; 
end 
end 
else if (v_ld_t) 
begin 
if (v_addr==* SELECTMAP_CF_STATUS) begin 
dout <= SM_CONFIG_STATUS_o; 
end 
end 
end 
end 
selectmap_config selectmap_config0 ( .T_CLOCK_i(clk), 





.RESET_i (rst) , 














.T_SELECTMAP_INIT_o(T_SELECTMAP_INIT_o), 


























. T_SELECTMAP_WRITE_o(T_SELECTMAP_WRITE_o), 























. T_SELECTMAP_CS_o(T_SELECTMAP_CS_o), 





























.T_SELECTMAP_DATA_o(T_SELECTMAP_DATA_o), 














. T_FLASH_DATA_i(T_FLASH_DATA_i), 
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. T_FLASH_ADDR 


- SM_CONFIG_ROST 








- SM_CONFIG_STAT 





ESS_o(T_FLASH_ADDRESS_o 





i(conf_req), 


y 


[TUS_o (SM_CONFIG_STATUS_o), 





. SM_FLASH_BAS!] 


endmodule 


module selectmap_config_xsoc(clk, 
ECTMAP_INIT_o, 
ECTMAP_CS_o, 








RSE > Mec s. 





SEL 


, sel, 


EB i({flashhi[4:0],flashlo[15:0]})); 


d, errorbus, 











SEL 











T_FLASH_DATA_i, 


EL 





T_SELECTMAP_WRITE_o, 








T_S 
T_FLASH_ADDRI 


EL 








ECTMAP_DATA_o, 


ESS_o, 

















SM_CONFIG_STATUS_o); 


















































BOF 


O; 









































// 11-bit peripheral select # 


’ 
Y 


// Clock 
// Reset 


16-bit memory control bus 





input elk; 

input rst; 

input [47:0] Chris 

input [2:0] sel; 

inout [47:0] d; 
inout [15:0] errorbus; 
output _SELECTMAP_INIT_o; 
output _SELECTMAP_WRITI 
output T_SELECTMAP_CS_o; 
output [7:0] __SELECTMAP_DATA_o0; 
input [15:0] T_FLASH_DATA_i; 
output [21:0] T_FLASH_ADDRESS_o; 
output SM_CONFIG_STATUS 
wire [2:0] SELECTMAP_INIT_o 
wire [2:0] SELECTMAP_WRITE_| 
wire [2:0] SELECTMAP_CS_0; 
wire [23:0] SELECTMAP_DATA_o; 
wire [65:0] FLASH_ADDRESS_o; 
wire [2:0] CONFIG_STATUS; 
wire clk; 
wire rst; 
wire [47:0] ctrl; // 
wire [23:07] sel; 

Select) 


address FFOO, 


subsequent IDs 











higher 
eeL 47:0] d; 
wor 15:0] 
wire 14:0] addr; 
wire 2:0] 
state driv nabl 
wire 2:0] 
state driv nabl 
wire 25:0] 
enable 
wire 2:0] 
enable 


errorbus; // 


ud_t; 


ld_t; 


ud_ce; 


ld_ce; 


(IO Base 


// 1/0 0 is at base 


// 


are each 20h 


// 16-bit tri-state data bus 


16-bit Global 


wired-OR 





Error Bus, 


// 5-bit Peripheral Address Space 
// Active-low upper byte data bus tri- 


// Active-low lower byte data bus tri- 


// Active-high upper byte valid data clock 


// Active-high lower byte valid data clock 
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wire 


wire 


ctrl_dec_syn 


-ud_t(ud_t[0]), 


-addr (addr[4:0] 


ctrl_dec_syn 


-ud_t(ud_t[1]), 


-addr (addr[9:5] 


ctrl_dec_syn 


-ud_t (ud_t[2]), 


[2:0] 


), 


), 


dout; 


dec0 (.clk (clk) 


-ld_t (1ld_t[0]), 


.errorbus (errorbus), 


decl (.clk (clk) 


-ld_t(ld_t[1]), 


.errorbus (errorbus), 


dec2 (.clk (clk) 


-ld_t(1ld_t[2]), 


-addr(addr[14:10]), 



































.errorbus (errorbus), 
























































SM_CONFIG_STATUS_o; 





» «rstirst); 


y »PsStlrst), 


» etetiret), 









































-dout (T_FLASH_ADDR 


sest.irst) ; 
~ SMC_VOTI 





ER 











ESS0}>5 


.ID(* SMC_FLASH_ADDR) ); 
CONFIG_STATUS_v 





(1) 


.dout (SM_CONFIG_STATUS_o), 





~LSEATSt), 





-e 


-e 


. ID (~ SMC_CONFIG_STATUS) ) ; 
















































































-ctrl(ctrl), .sel(sel), 


-ud_ce(ud_ce[0]), .ld_ce(ld_ce[0]), 


.id(* SMC_CTRL_DEC) ) ; 





-ctrl(ctrl), .sel(sel), 


.ud_ce(ud_ce[1]), .ld_ce(ld_ce[1]), 


.id(* SMC_CTRL_DEC) ); 





-ctrl(ctrl), .sel(sel), 


.ud_ce(ud_ce[2]), .ld_ce(ld_ce[2]), 


-id(* SMC_CTRL_DEC) ); 












































~SMC_VOTER #(1 SELECTMAP_INIT_v (.din(SELECTMAP_INIT_o), 
.dout (IT_SELECTMAP_INIT_o), 
-errorbus (errorbus), .clk(clk), 
-cst(rst), .ID(*SMC_SELECTMAP_INIT)); 
~SMC_VOTER # (1) SELECTMAP_WRITE_v (.din(SELECTMAP_WRITE_o), 
.dout (T_SELECTMAP_WRITE_o), 
-errorbus(errorbus), .clk(clk), 
-cst(rst), .ID(*SMC_SELECTMAP WRITE) ); 
~SMC_VOTER #(1 SELECTMAP_CS_v (.din(SELECTMAP_CS_o), 
.dout (T_SELECTMAP_CS_o), 
-errorbus (errorbus), .clk(clk), 
-cst(rst), .ID(*SMC_SELECTMAP_CS)); 
~SMC_VOTER # (8) SELECTMAP_DATA_v (.din(SELECTMAP_DATA_o), 
.dout (T_SELECTMAP_DATA_o), 
-errorbus (errorbus), .clk(clk), 
-cst(rst), .ID(*SMC_SELECTMAP_ DATA) ); 
~“SMC_VOTER # (22) FLASH _ADDRESS_v (.din(FLASH_ADDRESS_o), 





rrorbus(errorbus), .clk(clk), 
(.din(CONFIG_STATUS), 


rrorbus(errorbus), .clk(clk), 


selectmap_config_xsoc_mod sm_modO ( -clk (clk), 
-CSCIESC), 

-ld_t(ld_t), .ld_ce(ld_ce), .addr(addr), 

-d(d), .dout(dout[0]), 

. T_SELECTMAP_INIT_o(SELECTMAP_INIT_o[0]), 

. T_SELECTMAP_WRITE_o(SELECTMAP_WRITE_o[0]), 

. T_.SELECTMAP_CS_o(SELECTMAP_CS_o[0]), 
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. T_SELECTMAP_DATA_o (SEL 














ECTMAP_DATA_o[7:0]), 








. T_FLASH_DATA_i(T_FLASH_DATA_i), 











. T_FLASH_ADDRESS_o(FLASH_ADDRESS_o0[21:0]), 


. SM_CONFIG_STATUS_o(CONFIG_STATUS[0]), 





-errorbus (errorbus)); 


selectmap_config_xsoc_mod sm_mod1 ( -clk (clk), 





-rst (rst), 
-ld_t(ld_t), .ld_ce(ld_ce), .addr(addr), 


-d(d), .dout(dout[1]), 








.T_SELECTMAP_INIT_o(SELECTMAP_INIT_o[1]), 























.T_SELECTMAP_WRITE_o(SELECTMAP_WRITE_o[1]), 


























. T_SELECTMAP_CS_o(SELECTMAP_CS_o[1]), 





























. T_SELECTMAP_DATA_o(SELECTMAP_DATA_o0[15:8]), 














. T_.FLASH_DATA_i(T_FLASH_DATA_i), 





. T_FLASH_ADDRESS_o(FLASH_ADDRESS_0[43:22]), 








. SM_CONFIG_STATUS_o(CONFIG_STATUS[1]), 





-errorbus (errorbus)); 


selectmap_config_xsoc_mod sm_mod2 ( -clk (clk), 





erst (rst); 
-ld_t(ld_t), .ld_ce(ld_ce), .addr(addr), 


itd), ~aeut (dout [2 |), 








.T_SELECTMAP_INIT_o(SELECTMAP_INIT_o[2]), 























.T_SELECTMAP_WRITE_o(SELECTMAP_WRITE_o[2]), 


























. T_.SELECTMAP_CS_o(SELECTMAP_CS_o[2]), 





























. T_SELECTMAP_DATA_o (SELECTMAP_DATA_0[23:16]), 














. T_FLASH_DATA_i (T_FLASH_DATA_i), 





. T_FLASH_ADDRESS_o(FLASH_ADDRESS_0[65:44]), 








. SM_CONFIG_STATUS_o(CONFIG_STATUS[2]), 





-errorbus (errorbus)); 


assign d[7:0] = ld t[0] ? 8*bz 2. {7"b0, 
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dout[0]}; 


assign d[15:8] = udt[0] ? 

assign d[23:16] = dit Tl) 2 8%’ bz 

assign d[31:24] = udt[1] ? 8'bz 

assign d[39:32] = ldt[2] ? 8'bz 

assign d[47:40] = pdt 2] ? 8 bez 
endmodule 


P. SELECTMAP_RB_XSOC.V 


“include 


"voterids.v" 


“timescale ins / lips 


// change so reading 





// change so scrub halts when error occurs 


















































8." bz: 8" BOs 
{7'bO, dout[1]}; 
8'b0; 

{7'bO, dout[2]}; 
8'b0; 


Error Word Addr clears status 


5'hO 
5'hl 
5'h2 
5'h4 
5'h6 
5'h8 
5'hA 
5'hc 
5'hE 





“define SM_RB_ROST_ADDR 

*define SM_RB_STATUS_ADDR 

“define SM_RB_READ_DATA_ADDR 

“define SM_RB_ERROR_LOC_H_ADDR 

“define SM_RB_ERROR_LOC_L_ADDR 

~define SM_RB_EFRROR_WORD_ADDR 

“define SM_RB_DATA_RDY_ADDR 

~define SM_RB_FLASH_BASE_LOW 

“define SM_RB_FLASH_BASE_HIGH 

// change the next line to read voterlnsyn to 

// rvreenabl rror reporting for this module's voters 
*define SMR_VOTER 

module selectmap_rb_xsoc_mod(clk, rst, ld_t, ld_ce, addr, 


a, dott, errerbus, 





int_req, 





ELECTMAP_INIT_o, 





T_SELECTMAP_WRITI 


























8 
SI! 
Ss 

F 








ELECTMAP_CS_o, T_SELECTMAP_DATA_o 
ELECTMAP_DATA i, 
LASH_DATA_i, T_FLASH_ADDRESS_o, 














SM_RB_STATUS_o, T_CCLK_o); 










































































16-bit Global Error Bus 





voterlnsynh 





mi Oy, 


’ 


, Wired-OR 


// Active-low lower byte data 


input clk; 

input rst; 
input [2:0] Leases 
input [2:0] ld_ce; 
input [14:0] addr; 

input [47:0] d; 
output [15:0] dout; 
inout [15:0] errorbus; 
output int_req; 
output _SELECTMAP_INIT_o; 
output _SELECTMAP_WRITE_o; 
output __SELECTMAP_CS_o; 
output [7:0] __SELECTMAP_DATA_0; 
input [7:0] '_SELECTMAP_DATA_i; 
input [15:0] T_FLASH_DATA_i; 
output [21:0] T_FLASH_ADDRESS_o; 
output SM_RB_STATUS_o; 
output T .CCLEK: oF 
wor [15:0] errorbus; // 
wire Vel t; 

tri-state driv nabl 
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bus 









































wire v_ld_ce; // Active-high lower byte data 
clock enable 
wire [15:0] v_ad; // woted data bus 
wire [4:0] v_addr; // woted address 
wire SM_RB_STATUS_o; 
wire [7:0] SM_RB_READ_DATA_o; 
wire [7:0] SM_RB_ERROR_LOC_H_o; 
wire [15:0] SM_RB_ERROR_LOC_L_o; 
wire [15:0] SM_RB_ERROR_WORD_0o; 
wire SM_RB_DATA_RDY_o; 
reg SM_RB_ACK_i; 
reg rb_req;// configure request 
reg [15:0] flash_addr_low; 
reg [4:0] flash_addr_high; 
reg [15:0] dout; // 16-bit data bus 
assign errorbus = 16'b0; 
assign int_regq = 1'b0; 
~SMR_VOTER # (16) div (.din(d), .dout(v_d), .errorbus(errorbus), 
-clk (clk), .rst(rst), .ID(*SMR_D)); 
~SMR_VOTER #(5) addr_v (.din(addr), .dout (v_addr), 
-errorbus (errorbus), 
-clk (clk), .rst(rst), .ID(*SMR_ADDR) ); 
~SMR_VOTER #(1) ld_t_v (.din(ld_t), .dout (v_ld_t), 
-errorbus (errorbus), 
-clk(clk), .rst(rst), .ID(*SMR_LD_T)); 
~SMR_VOTER #(1) ld_ce_v (.din(ld_ce), .dout (v_ld_ce), 
-errorbus (errorbus), 
-clk(clk), .rst(rst), .ID(* SMR_LD_CE)); 
always @(posedge clk or posedge rst) begin 
if (rst) 
begin 
rb_req <= 1'b0; 
flash_addr_high <= 5'b00000; 
flash_addr_low <= 16'b0000000001001000; 
end 
else begin 
// I got your request, working on it, clear request 
if (SM_RB_STATUS_o & rb_req) 
begin 
rb_req <= 1'b0; 
end 
// 
if (SM_RB_ACK_i & ~SM_RB DATA _RDY_o) 
begin 
SM_RB_ACK_i <= 1'b0; 
end 
// writing, addr 0 = low flash base, addr 2 = flash 
base, addr 4 = conf request 
if (v_ld_ce) 
begin 


if (v_addr=="SM_RB_ROQST_ADDR) 
begin 
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rb_req <= 1'bl; 















































end 
if (v_addr==*SM_RB_ FLASH BASE HIGH) 
begin 
flash_addr_high <= v_d[4:0]; 
end 
if (v_addr==* SM_RB_FLASH_BASE_LOW) 
begin 
flash_addr_low <= v_d; 
end 
end 
else if (v_ld_t) 
begin 
case (v_addr) 
~SM_RB_STATUS_ADDR: 
dout <= {15'b0O, SM_RB_STATUS_o}; 
~SM_RB_ READ DATA ADDR: 
dout <= {8'b0, SM_RB READ DATA _0}; 
~SM_RB_ERROR_LOC_H_ADDR: 
dout <= {8'b0O, SM_RB_ERROR_LOC_H_o}; 
~SM_RB_ERROR_LOC_L_ADDR: 
dout <= SM_RB_ERROR_LOC_L_o; 
~SM_RB_ERROR_WORD_ADDR: 








is an ack of getting all the data 


end 




















dout <= SM_RB 


ERROR_WORD_o; 





SM_RB_ACK_i <= 


~SM_RB_DATA_RDY_ADDR: 
dout <= SM_RB_DATA_RDY_o; 
default: 


dout <= 16'b0O; 


endcase 


end 


end 


1'bl; 


// error word read 


selectmap_readback selectmap_readback0O (.T_CLOCK_i(clk), 


»CLOCK_i(clk), 





» RESE Ti (rst) ’ 









































_i({flash_addr_high, flash_addr_low}), 































































































¢ P2CCLR 6 (8. CCK. 6} y 
T_SELECTMAP_FLASH BASE 
T_SELECTMAP_INIT_o(T_SELECTMAP_INIT_o), 
T_SELECTMAP_WRITE_o(T_SELECTMAP_WRITE_o) 
T_SELECTMAP_CS_o(T_SELECTMAP_CS_o), 
T_SELECTMAP_DATA_o(T_SELECTMAP_DATA_o), 
T_SELECTMAP_DATA_i (T_SELECTMAP_DATA_i), 

.SM_RB_ROST_i(rb_req), 

. SM_RB_STATUS_o(SM_RB_STATUS_o), 
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endmodule 


module selectmap_rb_xsoc (clk, 


input 
input 
input 
output 
input 
inout 
inout 
output 
out 
output 
out 








Select) 
address FFOO, 
higher 


tri 


wire 


[47: 


eee 
[47: 


.SM_RB_ACK_i(SM_RB_ACK_i), 





. T_FLASH_DATA_i (T_FLASH_DATA_i), 











. T_FLASH_ADDRESS_o(T_FLASH_ADDRESS_o), 


. SM_RB_READ_DATA_o(SM_RB_READ_DATA_o), 








RB_ERROR_LOC_H_o (SM_RB_ERROR 

















TJ 


. SM_RB_ERROR_LOC_L_o (SM_RB_ERROR 

















RB 


ea 


RROR_WORD_o (SM_RB 


ie 





RROR_WORD_o), 

















. SM_RB_DATA_RDY_o(SM_RB_DATA_RDY_o)); 

















,OC_H_o), 


_O), 











































































































rst, ctrl, int_reg, sel, d, errorbus, 

_SELECTMAP_INIT_o, T_SELECTMAP_WRITE_o, 
_SELECTMAP_CS_o, T_SELECTMAP_DATA_o, 
'_SELECTMAP DATA i, 
T_FLASH DATA_i, T_FLASH_ADDRESS_o, 
SM_RB_STATUS_o, T_CCLK_o); 
clk; 
Pst; 

0] ceri: 

[2:0 int_req; 

sel; 

0] d; 

LS *0 errorbus; 
'_SELECTMAP_INIT_o; 
_SELECTMAP_WRITE_o; 
__SELECTMAP_CS_o; 

[7:0 '_SELECTMAP_DATA_o; 

[7:0] '_SELECTMAP DATA _i; 

[15:0 T_FLASH_DATA_i; 

Z2L20 T_FLASH_ADDRESS_o; 
SM_RB_STATUS_o; 
T_CCLK. of 

[2:0] int_req; 

clk; // Clock 
rst; // Reset 
[47:0] ctrl; // 16-bit memory control bus 
[2:0] sel; // 1-bit peripheral select # (IO Base 





subsequent IDs 


// 1/0 0 is at base 





// are each 20h 
[47:0] d; // 16-bit tri-state data bus 
15:0] errorbus;// 16-bit Global Error Bus, wired-OR 
[14:0] addr; // 5-bit Peripheral Address Space 
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wire 2:0 ud_t; // Active-low upper byte data bus tri- 
state driv nabl 
wire 2:0 ld_t; // Active-low lower byte data bus tri- 
state driv nabl 
wire 2:0 ud_ce; // Active-high upper byte valid data clock 
enable 
wire 2:30 ld_ce; // Active-high lower byte valid data clock 
enable 
wire 15:0] v_d; // woted data bus 
wire 4:0 v_addr; // voted address 
wire v_ld_ce; 
wire v_ld_t; 
wire SM_RB_STATUS_o; 
wire [7:0] SM_RB_READ_DATA_o; 
wire [7:0] SM_RB_ERROR_LOC_H_o; 
wire [15:0] SM_RB_ERROR_LOC_L_o; 
wire [15:0] SM_RB_ERROR_WORD_0o; 
wire SM_RB_DATA_RDY_o; 
reg rb_req;// configure request 
reg [15:0] flash_addr_low; 
reg [4:0] flash_addr_high; 
wire [47:0] dout; // 16-bit data bus 
wire [2¢0] CCOLK..0+ 
wire [2:0] RB_STATUS; 
wire [2:0] SELECTMAP_INIT_o; 
wire [2:0] SELECTMAP_WRITE_o; 
wire [2:0] SELECTMAP_CS_0; 
wire [23:0] SELECTMAP_DATA_o; 
wire [65:0] FLASH_ADDRESS_o; 
ctrl_dec_syn dec0(.clk (clk), -rst (rst), (OLE CERT) 5 .sel(sel), 
-ud_t (ud_t[0]), 
-ld_t(ld_t[0]), .ud_ce(ud_ce[0]), .ld_ce(ld_ce[0]), 
-addr(addr[4:0]), 
.errorbus(errorbus), .id(*SMR_CTRL_DEC) ); 
ctrl_dec_syn decl(.clk (clk), -rcst(rst), sOeel (eerily, .sel(sel), 
sudistatud. [Ly 
-ld_t(ld_t[{1]), .ud_ce(ud_ce[1]), .ld_ce(ld_ce[1]), 
addr (addr[9:5]), 





ctrl_dec_syn 


-ud_t (ud_t[2]), 





.errorbus (errorbus), 


dec2(.clk (clk), ESC (rst), pORCI CECE LY > 


-ld_t(ld_t[2]), .ud_ce(ud_ce[2]), 


-addr(addr[14:10]), 











. ID (* SMR_SE 























.errorbus (errorbus), 





.id(* SMR_CTRL_DEC) ) ; 


.id(* SMR_CTRL_DEC) ) ; 





















































ECTMAP_WRITE 





voterlnsynh #(1) SELECTMAP_INIT_v (.din (SEL 
.dout (IT_SELECTMAP_INIT_o), 
-errorbus (errorbus), ~CLE (Si ky, 
ECTMAP_INIT) ); 
voterlnsynh #(1) SELECTMAP_WRITE_v (.din (SEL 
.dout (T_SELECTMAP_WRITE_o), 
-errorbus (errorbus), -clk (clk), 
,ECTMAP_WRITE) ); 


. ID (* SMR_SE 
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.sel(sel), 


.ld_ce(ld_ce[2]), 


ECTMAP_INIT_o), 


«rst (rst), 





-rcst(rst), 








voterlnsynh #(1) SELECTMAP_CS_v (.din(SELECTMAP_CS_o), 


































































































.dout (T_SELECTMAP_CS_o), 
-errorbus (errorbus), ct hke (elk) > -rst(rst), 
.ID(* SMR_SELECTMAP_CS) ); 
voterlnsynh # (8) SELECTMAP_DATA_v (.din(SELECTMAP_DATA_o), 
.dout (T_SELECTMAP_DATA_o), 
-errorbus (errorbus), -clk (clk), Pstitrst yy 
. ID (* SMR_SELECTMAP_DATA) ) ; 
voterlnsynh #(22) FLASH _ADDRESS_v (.din(FLASH_ADDRESS_o), 
.dout (T_FLASH_ADDRESS_o), 
-errorbus (errorbus), -clk (clk), -rcst(rst), 
. ID (* SMR_FLASH_ADDR) ) ; 
voterlnsynh #(1) RB_STATUS_v (.din(RB_STATUS), .dout (SM_RB_STATUS_o), 
-errorbus (errorbus), -clk(clk), -rcst(rst), 


-ID(* SMR_RB_STATUS) ); 
//voted clock prone to noise on transitions, bad idea 


//voterinsynh #(1) CCLK_v (.din(CCLK_o), .dout (T_CCLK_o), 
-errorbus (errorbus), 
// .clk(clk), .rst (rst), .ID(°SMR_CCLR)); 


assign T_CCLK_o = CCLK_o[0]; 


selectmap_rb_xsoc_mod selectmap_readback0O(.clk(clk), 
sestirsty, 
-ld_ce(ld_ce), 
elds Ldat) 7 
.addr(addr), 
-d(d), 
-dout (dout[15:0]), 
-errorbus (errorbus), 
-int_req(int_req[0]), 


.T_CCLK_o(CCLK_o[0]), 








.T_SELECTMAP_INI 


fe) 
n 
tA 





ECTMAP_INIT_o[0]), 




















.T_SELECTMAP_WRITE_o(SELECTMAP_WRITE_o[0]), 


























. T_SELECTMAP_CS_o(SELECTMAP_CS_o[0]), 

















. T_SELECTMAP_DATA_o(SELECTMAP_DATA_o[7:0]), 























.T_SELECTMAP_DATA_i(T_SELECTMAP_DATA_i), 


























. SM_RB_STATUS_o(RB_STATUS[0]), 





. T_.FLASH_DATA_i(T_FLASH_DATA_i), 





. T_FLASH_ADDRESS_o (FLASH_ADDRESS_o[21:0])); 








selectmap_rb_xsoc_mod selectmap_readback1(.clk(clk), 
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-rcst(rst), 
-ld_ce(ld_ce), 

-ld_t (1ld_t), 
.addr(addr), 

-d(d), 

-dout (dout[31:16]), 
-errorbus (errorbus), 
-int_req(int_req[1]), 


.T_CCLK_o(CCLK_o[1]), 








. T_SELECTMAP_INI 


fe) 
n 
te 





ECTMAP_INIT_o[1]), 























.T_SELECTMAP_WRITE_o(SELECTMAP_WRITE_o[1]), 


























. T_SELECTMAP_CS_o(SELECTMAP_CS_o[1]), 

















. T_SELECTMAP_DATA_o(SELECTMAP_DATA_0[15:8]), 


























.T_SELECTMAP_DATA_i(T_SELECTMAP_DATA_i), 


























.SM_RB_STATUS_o(RB_STATUS[1]), 





. T_FLASH_DATA_i (T_FLASH_DATA_i), 











. T_FLASH_ADDRESS_o(FLASH_ADDRESS_0[43:22])); 


selectmap_rb_xsoc_mod selectmap_readback2(.clk(clk), 
~-rstirsty),; 
-ld_ce(ld_ce), 
Mle ut (ld) 4 
.addr(addr), 
-d(d), 
-dout (dout [47:32]), 
-errorbus (errorbus), 
-int_req(int_req[2]), 


. T_CCLK_o(CCLK_o[2]), 








. T_SELECTMAP_INIT_o (SEL 





ECTMAP_INIT_o[2]), 




















. T_SELECTMAP_WRITE_o(SELECTMAP_WRITE_o[2]), 






































. T_SELECTMAP_CS_o(SELECTMAP_CS_o[2]), 
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.T_SELECTMAP_DATA_o(SELECTMAP_DATA_0[23:16]), 





























.T_SELECTMAP_DATA_i(T_SELECTMAP_DATA_i), 














.SM_RB_STATUS_o(RB_STATUS[2]), 





. T_FLASH_DATA_i (T_FLASH_DATA_i), 





. T_FLASH_ADDRESS_o(FLASH_ADDRESS_o[65:44])); 








assign d[7:0] = ldt[0] ? 8'bz : dout[7:0]; 

assign d[15:8] = ud-t[O) 2? -8'bz + dout (1528); 

assign d[23:16] = ldt[1] ? 8'bz : dout[23:16]; 

assign d[31:24] = ud_t[1] ? 8'bz : dout[31:24]; 

assign d[39:32] = West ey SP Bt be” = dour S9ese]4 

assign d[47:40] = udt[2] ? 8'bz : dout[47:40]; 
endmodule 


Q. TMRND.V 


“timescale ins / lips 

// file contains a pulldown for the processor data bus 
// and various voter modules 

// voter inputs floating cause fals rror reports 





module datapulldown (d) ; 
inout [47:0] d; 
trea [472d] sd 


genvar i; 


generate 

for (i=0;1<48;i=i+1l) begin :pull_l 
PULLDOWN data_pull(.O(d[i])); 

end 

endgenerate 


endmodule 





// parametized voter, no error syndrome 
module voterln(din, dout); 





parameter W = 16; 
parameter N = W-1; // msb index 
parameter Nl = (W*3)-1; 


input [N1:0] din; 
output [N:0] dout; 
reg [N:0] dout; 


genvar i; 
generate 


for (i=0;1i<W;i=i+l) begin :majl 
always @ (din) 
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dout [i] = (din[i]édin[i+W]) | (din[i]&din[it+(2*W)]) | 
(din[itW] édin[it+(2*W) ]); 
end 
end 
endgenerate 
endmodule 


// uses the same ports as the error detection voters but doesn't implement 
// used to easily turn on/off errorbus for saving space on the FPGA 
module voterlnsynh(din, dout, errorbus, clk, rst, ID); 





parameter W = 16; 
parameter N = W-1; // msb index 
parameter Nl = (W*3)-1; 


input [N1:0] din; 
input clk; 

input rst; 

input [9:0] ID; 

input [15:0] errorbus; 
output [N:0] dout; 


reg [N:0] dout; 
genvar i; 
generate 


for (i=0;1i<W;i=i+l) begin :majl 
always @(din) 


begin 
dout [i] = (din[i]édin[i+wW]) | (din[i]édin[i+(2*W)]) | 
(din[itW] &din[it+(2*W)]); 
end 
end 
endgenerate 
endmodule 


// slower parametized voter with syndrome info that uses less resources 
module voterlnsyn(din, dout, errorbus, clk, rst, ID); 





parameter W = 16; 
parameter N = W-1; // msb index 
parameter Nl = (W*3)-1; 





input [N1:0] din; 

input clk; 

input rst; 

input [9:0] ID; 

inout [15:0] errorbus; 

output [N:0] dout; 

wor [15:0] errorbus; 

wor aerror_nxt, berror_nxt, cerror_nxt; 
reg aerror, berror, cerror; 


genvar i; 


generate 
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assign aerror_nxt T*B0s 
assign berror_nxt 1'bO; 
assign cerror_nxt = 1'b0; 


for (i=0;1i<W;i=i+l) begin :majl 
assign dout[i] = (din[i]&din[i+w]) | (din[i] &din[it+(2*W) ]) | 
(din[itW] &din[it+(2*W)]); 


assign aerror_nxt = (din[i] & (~din[i+W]) & (*din[it+(2*W)])) 











( 
((~din[i]) & din[it+W] & din[i+(2*W)])) ? 1'bl : 1'b0; 
assign berror_nxt = (((~din[i]) & din[itW] & (~din[i+(2*W)])) | 
(din[i] & (~din[itW]) & din[i+(2*W)])) ? 1'bl : 1'b0O; 
assign cerror_nxt = (((~din[i]) & (*din[it+W]) & din[i+(2*W)]) 
) 


(din[i] & din[it+W] & (~din[i+(2*W) ] 
end 
endgenerate 


y PE B13) Lb 0; 


always @(posedge clk or posedge rst) begin 
if (rst) begin 
aerror <=0; 
berror <=0; 
cerror <=0; 
end 
else begin 
aerror <= aerror_nxt; 
berror <= berror_nxt; 
cerror <= cerror_nxt; 
end 
end 


// I have an error, drive error bus with my ID & info 


assign errorbus[14:5] = (aerror | berror | cerror) ? ID : 10'd0; 

assign errorbus[4:3] = 2'd0; 

assign errorbus[2:0] = (aerror | berror | cerror) ? 
{cerror,berror,aerror} : 3'd0; 





// collision detect 





assign errorbus[15] = (aerror | berror | cerror) 2 
((errorbus[14:0]==({ID,2'd0,cerror,berror,aerror})) ? 1'bO : 1'bl) : 1'b0O; 
endmodule 


// faster parametized voter that uses more resources 
module voterlnsyn_new(din, dout, errorbus, clk, rst, ID); 





parameter W = 16; 
parameter N = W-1; // msb index 
parameter Nl = (W*3)-1; 





input [N1:0] din; 
input clk; 

input rst; 

input [9:0] ID; 

inout [15:0] errorbus; 
output [N:0] dout; 


wor [15:0] errorbus; 


reg [N:0] aerror; 
reg [N:0] berror; 
reg [N:0] cerror; 
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genvar i; 
generate 


for (i=0;1i<W;i=i+l) begin :majl 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
aerror[i] <=0 
berror[i] <=0; 
cerror[i] <=0 











end 
else begin 
aerror[i <= ((din[i] & (~din[itW]) & (-+din[it+(2*W)])) 
((~din[i]) & din[it+W] & din[i+(2*W)])); 
berror[i <= (((~din[i]) & din[itW] & (-din[it+(2*W)])) 
(din[i] & (~din[i+W]) & din[i+(2*W)])); 
cerror[i <= (((-din[i]) & (*din[itW]) & din[i+(2*W)]) 
(din[i] & din[it+W] & (~din[i+(2*W)]))); 
end 
end 


assign dout [1] = (din[i] &din[i+w] ) (din[i] &din[it+(2*W) ]) 
(din [i+W] édin[i+(2*W) ]); 


end 
endgenerate 


// I have an error, drive error bus with my ID & info 


assign errorbus[14:5] = ((|aerror) | (|berror) | (|cerror)) ? ID : 10'd0; 

assign errorbus[4:3] = 2'd0; 

assign errorbus[2:0] = ((|aerror) | (|berror) | (|cerror) ) 2 
{(|cerror), (|berror), (|aerror)} : 3'd0; 


// collision detect 


assign errorbus[15] = ((|aerror) | (|berror) | (|cerror) ) 2 
((errorbus[14:0]==({ID,2'd0, (|cerror), (|berror),(|aerror)})) ? 1'bO : I1'bl) 
L509 
endmodule 


R. VOTERIDS.V 


// voter ID definitions 














//datapath 

~define DP_RF_WE_V 10'dl 
‘define DP_RNA_V 10'd2 
~define DP_RNB_V 10'd3 
*define DP_RDEST_V 10'd4 
*define DP_FWD_V 10'd5 
“define DP_IMM_V 10'dé6é 
“define DP_SEXTIMM4_V10'd7 

‘define DP_ZEXTIMM4_V10'd8 

‘define DP_WORDIMM4_vV10'd9 

‘define DP_IMM12_V 10'd10 
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~define 
~define 
*define 
‘define 
~define 
“define 
“define 
“define 
“define 
~define 
~define 
~define 
“define 
~define 
“define 
~define 
~define 
~define 
“define 
‘define 
~define 
~define 
“define 
“define 
~define 
~define 
~define 
~define 


~define 
~define 
“define 
“define 
“define 
*define 
*define 
*define 
~define 
“define 
“define 
“define 
~define 
“define 
“define 
‘define 
‘define 
“define 
~define 
“define 
~define 
*define 
~define 
~define 
“define 
~define 
“define 
“define 
“define 
“define 
“define 
“define 
“define 














P_ADD_V 


P_LOGICOP_V 
RI_V 























w 


TM 'U 
| 


w 


on 








a 
N 


iw) 


TMU 'U 


as) 








Ww 











MU 'U 


Ls 


TM 'U 
| 


OY 





BSEGssesgggggsgGggggggggggggggggy 
































CO_A15_V 











ee oa as 
P_B15_4 CE V10'dl 
LONAL 
UM_T_V 
OGIC_T_V 10'dl 
HL TV 
HR_T_V 
EXT_T_V 
ET TV 
[Vv 
_V 
TV 
ANCH_V 
DISP_V 
Cv 
ROPC_V 
Vv 
Vv 
EV 
V 
_NXT_V10'd38 
T_REQ V 10'd65 
A REQ V 10'd66 
AV 10'd67 
_V 
V 
NCH_V 
. SUM_T_V 
CO_LOGIC_T_V 10'd78 
LTV 
R TV 
EXT_T_V 
TV 
R_V 
R_V 
X_CALL_V 10'd86 
X_ST_V 
HV 
_RESET_V 
UL_V10'd91 
Us ¥ LOG 92 


T_V 














ND_V 





END_V10'd93 


END_V10'd95 
PF 


10'dl7 


10'dl19 
10'd20 
10'd21 
10'd22 
10'd23 
10'd24 
10'd25 
10'd26 
10'd27 
10'd28 
10'd29 
10'd30 
10'd31 
10'd32 


10'd34 
10'd35 
10'd36 





10'd69 
10'd70 


10'd73 


10'd76 
10'd77 


10'd79 
10'd80 
10'd81 
10'd82 
10'd83 


10'd85 


10'd87 
10'd88 





10'd90 


10'd94 


10'd96 





10'd13 
10'dl14 


10'dl6 


10'd33 


10'd37 


10'do4 


10'd68 


10'd71 


10'd72 


10'd74 
10'd75 


10'd84 


10'd89 
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“define 
~define 
“define 
~define 
“define 
“define 
~define 
‘define 
“define 


~define 
‘define 
~define 
‘define 
*define 
~define 


~define 
“define 
~define 
*define 
‘define 


“define 
“define 
“define 
~define 


~define 
~define 
“define 
“define 
“define 
*define 
“define 
“define 


~define 


“define 
“define 
‘define 
“define 
‘define 
‘define 
“define 
~define 
‘define 
“define 


*define 
“define 
*define 
~define 
“define 
“define 
~define 
“define 
“define 
“define 
“define 


























































































































































































































COUNT64_COUNTO 10'd128 
COUNT64_COUNT1 10'd129 
COUNT64_COUNT2 10'd130 
COUNT64_COUNT3 10'd131 
COUNT64_ADDR 10'd132 
COUNT64_DIN 10'd133 
COUNT64_CTRL_DEC 10'd134 
COUNT64_LD_T 10'd135 
COUNT64_LD_CE 10'd136 
ER_CTRL_DEC 10'd140 
ER _MODULE_V 10'd141 
ER_QU_ADD_V 10'd142 
ER_QU_REM_V 10'd143 
ER_MO_ADDR_V 0'd143 
ER_MO_LD_T_V 0'd143 
PC104_CTRL_DEC 10'd150 
PC104_MO_D_V 10'd151 
PC104_MO_LD_CE_V LO%d152 
PC104_MO_LD_T_V LO" AaLTss 
PC104_MO_ADDR_V 10'd154 
BRAM_SYNDROME_ERR 0'd160 
BRAM _ADDR_NXTO_V O'dl61 
BRAM_ADDR_NXT1_V 0'd162 
BRAM_ADDR_NXT2_V 0'd163 
C_MEM_CE_V 10'd170 
C_WORD_NXT_V 0'd171 
C_READ_NXT_V 0'd172 
C_DBUS_NXT_V 0'd173 
C_DMA_V 10'd174 
C_ADDR_NXT_V 0'd175 
C_DMA_REQ_IN_V 0'd176 
C_ZERO_REQ_IN_V 0'd177 
SMC_CTRL_DEC 0'd180 
SMC_SELECTMAP_INIT 10'd200 
SMC_SELECTMAP_WRITE 10'd201 
SMC_SELECTMAP_CS 10'd202 
SMC_SELECTMAP_DATA 10'd203 
SMC_FLASH ADDR 10'd204 
SMC_CONFIG_STATUS 10'd205 
SMC_D 10'd206 
SMC_ADDR 10'd207 
SMC_LD_T 10'd208 
SMC_LD_ CE 10'd209 
SMR_CTRL_DEC 10*al9e 
SMR_D 10'd220 
SMR_ADDR 10'd221 
SMR_LD_T 10'd222 
SMR_LD_CE 10'd223 
SMR_SELECTMAP_INIT 10'd224 
SMR_SELECTMAP_WRITE 10'd225 
SMR_SELECTMAP_CS 10'd226 
SMR_SELECTMAP_DATA 10'd227 
SMR_FLASH_ADDR 10'd228 
SMR_RB_STATUS 10'd229 
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“define SMR_CCLK 


S. 


XICONTROL.V 


“timescale ins / lips 
“define FLASH _RP_LOW 
“define X2_PROG_LOW 


module xlcontrol(T_VPPEN_o, 


on 

















EPROM 


10'd230 


16 
16 





T PROM_ENABLE_o, 
DATA_FROM_X2_MULTCHK_i, 
DATA_TO_X2_RESET_o, 
DATA_FROM_X2_READY_i, 
DATA_FROM_X2_OUTPUT_i, 
LASH DATA i, 
LASH_ADDRESS_o, 





























4 
d 





4 
d 











4 
d 





3 
: 


po fy ra ey 
C 
PD 
nn 
ee ee ee eee ee 
= 
e) 











DDRESS_i, 

















I 
C 
SELECTMAP_INIT_o, 
T_SELECTMAP_WRITE_o, 
Ss 
Ss 














ELECTMAP _CS_o, 
ELECTMAP_DATA_io, 
























































T_clock_i, 

T_X2_MODE, 

T_X2_PROG_o); 

v_addr_nxt, 

v_xd, 

int_req, 

int_test); 
output _VPPEN_o; // # only needed for writing FLASH 
output '-_PROM_ENABLE_o; // drive high to save power 
output DATA_TO_X2_RESET_o; // X1 reset to X2 
input DATA_FROM_X2_READY_i; // data ready on X2 
input [31:0] DATA_FROM_X2_OUTPUT_i; // Data from X2 experiment 
input [1:0] DATA_FROM_X2_MULTCHK_1i; 





// Flash Memory Pins 








input [15:0] T_FLASH_DATA_i; // flash data in 



































output [20:0] T_FLASH_ADDRESS_o; //flash address output 
output FLASH WE_o; // flash write enable 
output T_FLASH_RP_o; 

output T_FLASH_WP_o; 

output T_FLASH_CE_A_o; 

output T_FLASH_OEF_o; 


// PC-104 Interface Pins 
inout [7:0] T_DATA_io; 
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input [9:0] T_ADDRESS_i; 
input '_ITOREAD_i; 
input __IOWRITE_i; 
input © -LOCS.1% 
output T_INTRPT_o; 
// SelectMap Interface Pins 
output T_CCLK_o; // #Drive X25 CCLK 
flight_board = p65 
output __SELECTMAP_INIT_o; //#Drive X2's INIT 
flight_board = p124 
output __SELECTMAP_WRITE_o; //#Drive X2's WRITE 
flight_board = p63 
output __SELECTMAP_CS_o; // #Drive X2's CS pin 
inout [7:0] __SELECTMAP_DATA_io; // SelectMap data xfer 
// System clock 
input T_clock_i; // 51Mhz SYSCLK from PC-104 
// 2? T_X2_MODE; 
output T_X2_PROG_o; 
output [2:0] T_X2_MODE; 
// output fifo_full; 
// output [15:0] dout; 
Vek output load_status; 
Ly output [47:0] ctrl; 
// output [47:0] sel; 
// output [15:0] v_addr_nxt; 
// o//utput [47:0] areg,breg; 
LF ou/tput [47:0] memdta, xd; 
// output [15:0] v_xd; 
// output [47:0] d; 
// output [2:0] int_req; 
// input int_test; 
//input rst; 
Grd? ees O] T_SELECTMAP_DATA_io; 


// XSOC interface signals 








wire fae 0] etal; 

wire [20] Cerio; 

wire 220s] int_req; 

wire [23:0] io_int_req; 

wire [23:0] sel; 

joel [47:0] d; 

wor [15:0] errorbus; 

// Global clock & reset 

wire clk; 

reg rst=1'bl; 

wire config_active; 
wire readback_active; 
wire [21:0] flash_address_config; 
wire [21:0] flash_address_rb; 

reg T_X2_PROG_o; 

reg T_FLASH_RP_o; 
reg flash_rp_cnt; 
reg x2_prog_cnt; 
wire [7:0] s_selectmap_data_i; 
wire s_selectmap_WRITE_' 
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O; 


pin, 
pin, 


pin, 








wire WRITE_config; 

wire INIT_config; 

wire CS_config; 

wire WRITE_readback; 

wire INIT_readback; 

wire CS_readback; 

wire CCLK_readback; 

wire [7:0] selectmap_write_data_readback; 
wire [7:0] selectmap_write_data_config; 
wire [7:0] selectmap_write_data; 

wire dlbclk; 

wire [15:0] v_addr_nxt, v_xd; 

wire [47:0] addr_nxt, xd; 

wire T_IOREAD_i_ out; 


voterin #(16) addr_nxt_v (.din(addr_nxt), .dout(v_addr_nxt)); 
voterin #(16) xd_v (.din(xd), .dout (v_xd)); 


assign T_VPPEN_o = 1'b0; 
assign T_PROM_ENABLE_o = 1'bl; 


assign T_X2_MODE = {1'bl, 1'bl, 1'b0O}; 




















assign T_FLASH_OF_o = 1'b0; 
assign T_FLASH_WP_o = 1'bl; 
assign T_FLASH_WE_o = 1'bl; 





// turn off reset after 1 clock; 
always @(posedge clk) begin 
if (rst) begin 
rst <= 1'b0; 
end 
end 





// stop ISE from complaining about T_READ_i 
IBUF read_i_buf (.1I(T_IOREAD_i), .O(T_IOREAD_i_out)); 








//~20Mhz system clock (51/2.5) 
clock_div clock_divl (.ACLK(T_clock_i), 





.CLKDIV(clk), 
»RST (1 b0)) 3 


clock_dbl clock_dbl1l(.ACLK(clk), .CLKDBL(dblclk), .RST(1'b0)); 


//xsoc microcontroller 

// ctrl0 is used to indicate additional wait states for IO 
// 0 - not ready, 1 - ready 

// comment out this line if using ctrl0 

assign ctrl0 = {1'bl, 1'bl, 1'bl}; 


xsoc xsocl( .clk(clk), 

CSC LEST), 
Pe oie aa a as ak ool 
scterlo(ctrl0), 
-int_req(int_req), 

Af} -int_req(3'h0O), 
-sel(sel), 
-d(d), 
-errorbus (errorbus), 


142 


.addr_nxt (addr_nxt)); 


//PC-104 Interface, ID #0 

xsoc_pcl04 xsoc_pcl104_1 (.clk (clk), 
atest (ist); 
cori (ctrij, 


.int_req({io_int_req[16],io_int_req[8],io_int_req[0]}), 


-sel({sel[16],sel[8],sel[0]}), 
-d(d), 





. T_DATA_io(T_DATA_io), 





.T_ADDRESS_i (T_ADDRESS_i), 














. T_IOREAD_i (T_IOREAD_i_out), 














.T_IOWRITE_i(T_IOWRITE_i), 
.T_IOCS_i(T_IOCS_i), 











.T_INTRPT_o(T_INTRPT_o), 








.fifo_full(fifo_full), 

-errorbus (errorbus)); 

// 64-bit counter, ID #3 

//assign io_int_req[1l]=int_test; // irq 1 


//assign io_int_req[9]=int_test; 
//assign io_int_req[17]=int_test; 


// mast turn off unused interrupts 

















//assign io_int_req[0]=1'b0; // irg 0 
//assign io_int_req[8]=1'b0; 

//assign io_int_req[16]=1'b0; 

//assign io_int_req[1]=1'b0; // irg 1 
//assign io_int_req[9]=1"'b0; 

//assign io_int_req[17]=1'b0; 

assign io_int_req[2]=1'b0; // irq 2 
assign io_int_req[10]=1'b0; 

assign io_int_req[18]=1'b0; 

assign io_int_req[3]=1'b0; // irg 3 
assign io_int_req[11]=1'b0; 

assign io_int_req[19]=1'b0; 

assign io_int_req[4]=1'b0; // irg 4 
assign io_int_req[12]=1'b0; 

assign io_int_req[20]=1'b0; 

//assign io_int_req[5]=1'b0; // irg 5 
//assign io_int_req[13]=1'b0; 

//assign io_int_req[21]=1'b0; 

assign io_int_req[6]=1'b0; // irq 6 
assign io_int_req[14]=1'b0; 

assign io_int_req[22]=1'b0; 

assign io_int_req[7]=1'b0; // irq 7 
assign io_int_req[15]=1'b0; 

assign io_int_req[23]=1'b0; 








xscounter64 xscounter64_1( .clk(clk), 
eest (est); 
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POCELIEET IT 


.int_req_in(io_int_req), 





.int_req_out (int_req), 


-sel({sel[19],sel[11], sel[3]}), 


-errorbus (errorbus)); 





// Error Reporting Module, ID # 1 
rrorrept errorreptl ( -clk (clk), 





-rst (rst), 
ACCEL (CEP) > 


-int_req({io_int_req[17],io_int_req[9],io_int_req[1]}), 


-sel({sel[17],sel[9],sel[1]}), 








d(d), 
-errorbus (errorbus)); 
assign T_FLASH_ADDRESS_o = config_active ? flash_address_config[20:0] 
flash_address_rb[20:0]; 
assign T_FLASH_CE_A_9o = config_active ? flash_address_config[21] 
(readback_active ? flash_address_rb[21] : 1'bl); 


// delay on X2_PROG by X2_PROG_LOW CLOCKS 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
x2_prog_cnt <= 0; 
T_X2_PROG_o <= 0; 


end 
else begin 
if (x2_prog_cnt == *~X2_PROG_LOW) 
begin 
T_X2_PROG_o <= 1; 
x2_prog_cnt <= ~X2_PROG_LOW; 
end 
else 
begin 
x2_prog_cnt <= x2_prog_cnt + 1; 
end 
end 


end 


// delay on T_FLASH_RP by FLASH_RP_LOW clocks 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
T_FLASH_RP_o <= 0; 
flash_rp_cnt <= 0; 
end 
else begin 
if (flash_rp_cnt == ~FLASH_RP_LOW) 
begin 
T_FLASH_RP_o <= 1; 
flash_rp_cnt <= ~FLASH_RP_LOW; 
end 
else 
begin 
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flash_rp_cnt <= flash_rp_cnt + 1; 


end 
end 
end 
assign selectmap_write_data = readback_active ? 
selectmap_write_data_readback : selectmap_write_data_config; 
assign s_selectmap_WRITE_o = readback_active ? WRITE_readback 








WRITE_config; 
assign s_selectmap_data_i = T_SELECTMAP_DATA_io; 















































assign T_SELECTMAP_DATA_io = ~s_selectmap_WRITE_o ? selectmap_write_data 
8' bz; 

assign T_SELECTMAP_WRITE_o = s_selectmap_WRITE_o; 

assign T_SELECTMAP_INIT_o = readback_active ? INIT_readback 











INIT_config; 
assign T_SELECTMAP_CS_o = readback_active ? CS_readback : CS_config; 
assign T_CCLK_o = CCLK_readback; 




















// SelectMap config, ID # 4 
selectmap_config_xsoc selectmap_config_xsoc0(.clk(clk), 


-cst(rst), 

CEE) (ete), 
.sel({sel[20],sel[12],sel[4]}), 
-d(d), 


-errorbus (errorbus), 








. T_SELECTMAP_INIT_o(INIT_config), 




















. T_SELECTMAP_WRITE_o(WRITE_config), 








. T_SELECTMAP_CS_o(CS_config), 

















. T_SELECTMAP_DATA_o(selectmap_write_data_config), 








. T_.FLASH_DATA_i (T_FLASH_DATA_i), 











. T_FLASH_ADDRESS_o(flash_address_config), 


. SM_CONFIG_STATUS_o(config_active) ); 





selectmap_rb_xsoc selectmap_rb_xsoco0 ( -clk (clk), 
-rst(rst), 


CEE CECE), 


-int_req({io_int_req[21],io_int_req[13],io_int_req[5]}), 
.sel({sel[21],sel[13],sel[5]}), 
-d(d), 


-errorbus (errorbus), 








. T_SELECTMAP_INIT_o(INIT_readback) , 
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. T_SELECTMAP_WRITE_o(WRITE_readback), 

















. T_SELECTMAP_CS_o(CS_readback) , 








. T_SELECTMAP_DATA_o(selectmap_write_data_readback) , 




















. T_SELECTMAP_DATA_i(s_selectmap_data_i), 





. T_FLASH_DATA_i (T_FLASH_DATA_i), 





. T_FLASH_ADDRESS_o(flash_address_rb), 





.SM_RB_STATUS_o(readback_active) , 
. T_CCLK_o (CCLK_readback) ); 


// no X2 interface yet 
assign DATA_TO_X2_RESET_o = rst; 


























endmodule 

T. XR16.V 

/* xrl6.v -- xrl6 pipelined RISC processor synthesizable Verilog model 
* 
* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 
* 
* SHeader: /dist/xsocv/xrl6.v 7 4/06/00 10:55a Jan $ 
* SLog: /dist/xsocv/xrl6.v $ 
* 
Lae 4/06/00 10:55a Jan 
* polish 
*/; 


/* last modified by David Dwiggins, 24 August 2008. Adapted to use 
* TMR/ECC functionality for fault-tolerance. */ 

// original code by Jan Gray included at end of file, commented out 
“timescale ins / lips 





module xrl6(clk, rst, rdy, ud_t, ld_t, udlt_t, int_req, dma_req, zerodma, 





insn, mem_ce, word_nxt, read_nxt, dbus_nxt, dma, addr_nxt, d, areg, 
breg,pipe_ce,memdta,errorbus, 
if ir, zr; “ex Tr; fwd, imm, sextimm4, zextimm4, wordimm4, imm12, 


drivelo, drivehi); 


parameter Ww = 16; // word width 

parameter N = W-1; // msb index 

input clk; // global clock 

input rst; // global async reset 

input [2:0] rdy; // current memory access is ready 

input [2:0] ud_t; // active low store data MSB output enable 
input [2:0] ld_t; // active low store data LSB output enable 
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put 











// loca 
wire 
wire 
wire 
wire 
wire 
wire 
wire [ 
wire [ 
wire [ 
wire 
wire [3 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 


PRR 
PRR 


N., 


wire [5: 


wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
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n 
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a A 2) ae Re So Ye yak eg 
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Ow. 


2 O 








OO O:0'O'O 


OOOO COCCO°O 




















udlt_t; // active low store data MSB->LSB output 

int_req; // interrupt request 

dma_req; // DMA request 

zerodma; // zero DMA counter request 

insn; // new instruction word 

errorbus; 
mem_ce; // memory access clock enable 
word_nxt; // next access is word wide 
read_nxt; // next access is read 
dbus_nxt; // next access uses on-chip data bus 
dma; // current access is a DMA transfer 

addr_nxt; // address of next memory access 

d; // on-chip data bus 

areg; 

breg; 

pipe_ce; 

memdta; 

aioe ha 

aes 

ex_ir; 

fwd; 

imm; 


sextimm4; 
zextimm4; 
wordimm4; 








imm12; 
drivelo; 
drivehi; 
a; 
int_req; 

al5; // A operand msb 
Ze // zero result condition code 
n; // negative result condition code 
Co; // carry-out result codition code 
Vv; // oVerflow result condition code 
rf_we; // vegister file writ nabl 
rna; // vegister file port A register number 
rnb; // vegister file port B register number 

rdest; // vegister file write port register number 
fwd; // forward result bus into A operand register 
imm; // 12-bit immediate field 
sextimm4; // sign-extend 4-bit immediate operand 
zextimm4; // zero-extend 4-bit immediate operand 
wordimm4; // word-offset 4-bit immediate operand 


imm12; 
pipe_ce; 
b15_4 ce; 
add; 

ci; 
logicop; 
sri; 
sum_t; 
logic_t; 
ZeTroext tl} 
Shr ty 
shl_t; 
rel cs 
branch; 





// 12-bit immediate operand 

// pipeline clock enable 

// &[15:4] clock enable 

//1=> A+B; O => A-B 
// carry-in 

// logic unit opcode 

// shift right msb input 

// active low adder output enable 

// active low logic unit output enable 

// active low zero-extension output enable 

// active low shift right output enable 

// active low shift left output enable 

// active low return address output enable 
// branch taken 
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wire [2 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 


wor 


// cont 


wire 


3:0] brdisp; // 8-bit branch displacement 
2:0] selpc; // address mux selects next PC 

2:0] zeropc; // force next PC to 0 

2:0] dmapc; // use DMA register in PC register file 
2:0] pc_ce; // PC clock enable 

2:0] ret_ce; // return address clock enable 
47:0] areg, breg; 

47:0] memdta; 

47:0] a; 

47201. bs 

&7e0) douts 

47:0] ret; 

15:0] errorbus; 








rol voter wires 


(220]) scrxadd,;, -exGi,.c2branch; -Gusum-t;)c_logie tt, «Glzshl-t,. cuvshrt; 








c_zeroext_t, c_ret_t; 


wire 

wire 
c_dc_annul; 

wire [ 


wire 
wire 


wire 


// subm 


[4780] se. hE ar, Coit, C&Sex. ars 
[2:0] c_ex_call, GC ex st, c_ifetch, c_dma, c_sync_reset, 





2:0] c_ex_annul, c_int_pend, c_dc_int, c_dma_pend, c_zero_pend; 





[2:0] drivehi; 
[2:0] drivelo; 
[47:0] my_res; 


odules 


//due to partitioning not supporting partitions called from generate loops 
//generate loops expanded by hand 


datapath dpl ( 
-clk (clk), .rst(rst), 
.cf_we(rf_we), .rna(rna), .rnb(rnb), .rdest(rdest), 
.fwd(fwd[0]), -imm(imm[11:0]), .sextimm4 (sextimm4[0]), 
.zextimm4 (zextimm4[0]), 


-wordimm4 (wordimm4[0]), .imml12(imm12[0]), 


-shr_t(shr_t[0 


-zeropc (zerope 


-pipe_ce(pipe_ce), .b15_4 ce(b15_4 ce), 
-add(add[0]), .ci(ci[0]), .logicop(logicop[1:0]), .sri(sri[0]), 
-sum_t(sum_t[0]), .logic_t (logic_t[0]), -shl_t(shl_t[0]), 


)y 


.zeroext_t (zeroext_t[0]), .ret_t(ret_t[0]), 
-ld_t(1ld_t[0]), .ud_t(ud_t[0]), .udlt_t(udlt_t[0]), 
-branch(branch[0]), -brdisp(brdisp[7:0]), .selpc(selpc[0]), 








01), 


-dmapc(dmapc), .pc_ce(pc_ce), .ret_ce(ret_ce), 

-al5(al5[0]), .z(z[0]), .n(n[0]), .co(co[0]), .v(v[0]), 

-addr_nxt (addr_nxt[15:0]), .res(d), .areg(areg[15:0]), 
-breg(breg[15:0]), .memdta(memdta[15:0]), 

-my_res (my_res[15:0]), 

-in_a(a),.out_a(a[15:0]), 

-in_b(b),.out_b(b[15:0]), 

-in_dout (dout),.out_dout (dout[15:0]), 

-in_ret (ret), .out_ret (ret [15:0]), 

-errorbus (errorbus), -inst_id(2'dl),.drivehi(drivehi[0]), 


-drivelo(drive 











1lo[0]), 


-in_addr_nxt (addr_nxt)); 


datapath dp2 ( 


clKielk)> «rsttrst), 
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.cf_we(rf_we), .rna(rna), .rnb(rnb), .rdest(rdest), 

.fwd(fwd[1]), -imm(imm[23:12]), .sextimm4 (sextimm4[1]), 
.zextimm4 (zextimm4[1]), 

-wordimm4 (wordimm4[1]), .imml12(imm12[1]), 
-pipe_ce(pipe_ce), .b15_4 ce(b15_4 ce), 
-add(add[1]), .ci(ci[1]), .logicop(logicop[3:2]), .sri(sri[1l]), 
-sum_t(sum_t[1]), -logic_t (logic_t[1]), ,SnL  tshd tb yy 
Lshrct(sAr tL] )-, 
.zeroext_t(zeroext_t[1]), .ret_t(ret_t[1]), 
wd sede pl] yy dct (Udell) ).- .udlit bk udlt tt [17):; 
-branch(branch[1]), -brdisp(brdisp[15:8]), .selpc(selpc[1]), 
.zeropc(zeropc[1]), 
-dmapc(dmapc), .pc_ce(pc_ce), .ret_ce(ret_ce), 
-al5(al5[1]), .z(z[1]), -n(n[1]), .co(co[1]), .v(v[1]), 
-addr_nxt (addr_nxt[31:16]), .res(d), .areg(areg[31:16]), 
-breg(breg[31:16]), .memdta(memdta[31:16]), 

-my_res (my_res[31:16]), 

-in_a(a),.out_a(a[31:16]), 

-in_b(b), -out_b(b[31:16]), 

-in_dout (dout), .out_dout (dout [31:16]), 

-in_ret (ret), .out_ret (ret [31:16]), 

-errorbus (errorbus), -inst_id(2'd2), .drivehi (drivehi[1]), 
-drivelo(drivelo[1]), 

-in_addr_nxt (addr_nxt)); 




















datapath dp3 ( 

-clk (clk), .rst(rst), 

.cf_we(rf_we), .rna(rna), .rnb(rnb), .rdest(rdest), 

.fwd(fwd[2]), -imm(imm[35:24]), .sextimm4 (sextimm4[2]), 
.zextimm4 (zextimm4[2]), 

.-wordimm4 (wordimm4[2]), .imml12(imm12[2]), 
-pipe_ce(pipe_ce), .b15_4 ce(b15_4 ce), 
-add(add[2]), .ci(ci[2]), .logicop(logicop[5:4]), .sri(sri[2]), 
-sum_t(sum_t[2]), .logic_t (logic_t[2]), -shl_t(shl_t[2]), 
,shr it(shr et [2] ), 
.zeroext_t(zeroext_t[2]), .ret_t(ret_t[2]), 
-ld_t(ld_t[2]), .ud_t(ud_t[2]), .udlt_t(udlt_t[2]), 
-branch(branch[2]), -brdisp(brdisp[23:16]), .selpc(selpc[2]), 
.zeropc(zeropc[2]), 

-dmapc(dmapc), .pc_ce(pc_ce), .ret_ce(ret_ce), 

-al5(al5[2]), .z(z[2]), .n(n[2]), .co(co[2]), .v(v[2]), 

-addr_nxt (addr_nxt[47:32]), .res(d), .areg(areg[47:32]), 

-breg (breg[47:32]), .memdta(memdta[47:32]), 

-my_res (my_res[47:32]), 

-in_a(a),.out_a(a[47:32]), 

-in_b(b),.out_b(b[47:32]), 

-in_dout (dout), .out_dout (dout [47:32]), 

-in_ret (ret), .out_ret (ret [47:32]), 

-errorbus (errorbus), -inst_id(2'd3), .drivehi (drivehi[2]), 
-drivelo(drivelo[2]), 

-in_addr_nxt (addr_nxt)); 














control ctrll( 

-clk(clk), .rst(rst), .rdy(rdy), 

-int_req(int_reg[0]), .dma_req(dma_req[0]), .zerodma(zerodma[0]), 

-insn(insn[15:0]), .al5(al5[0]), .z(z[0]), .n(n[0]), .co(co[0]), 
-v(v[0]), 

-mem_ce (mem_ce[0]), .word_nxt (word_nxt[0]), 
.read_nxt (read_nxt[0]), 

-dbus_nxt (dbus_nxt[0]), .dma(dma[0]), 
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.cf_we(rf_we[0]), -rna(rna[3:0]), .rnb(rnb[3:0]), 
.rdest (rdest[3:0]), 

.fwd(fwd[0]), -imm(imm[11:0]), .sextimm4 (sextimm4[0]), 
.zextimm4 (zextimm4[0]), 

-wordimm4 (wordimm4[0]), .imml12(imm12[0]), 
-pipe_ce(pipe_ce[0]), .b15_4 ce(b15_4 ce[0]), 
-add(add[0]), .ci(ci[0]), .logicop(logicop[1:0]), .sri(sri[0]), 
-sum_t(sum_t[0]), .-logic_t (logic_t[0]), -shl_t(shl_t[0]), 
-shr_t(shr_t[0]), 
.zeroext_t (zeroext_t[0]), .ret_t(ret_t[0]), 
-branch(branch[0]), -brdisp(brdisp[7:0]), .selpc(selpc[0]), 
.zeropc(zeropc[0]), 
-dmapc (dmapc[0]), .pc_ce(pc_ce[0]), .ret_ce(ret_ce[0]), 














»in_add(c_add), -out_add(c_add[0]), -in_ci(c_ci), 
-out_ci(c_ci[0]), .in_branch(c_branch), .out_branch(c_branch[0]), 

-in_sum_t(c_sum_t), .out_sum_t(c_sum_t[0]), 
-in_logic_t(c_logic_t), .out_logic_t(c_logic_t[0]), 

ninxsshila tt. CecshLot)-, out shi. t fe ushl tO) }; ,iiy ener (eer }-y 
-out_shr_t(c_shr_t[0]), 

-in_zeroext_t(c_zeroext_t), .out_zeroext_t (c_zeroext_t[0]), 


-in_ret_t(c_ret_t), .out_ret_t(c_ret_t[0]), 
Vine Ot ae (eR ae), OWES 2 Fa Ce a Fa 1 0] 9); 

















nr (G16) , .out_ir(c_ir[15:0]), .in_ex_ir(c_ex_ir), 
-out_ex_ir(c_ex_ir[15:0]), 

.in_ex_call(c_ex_call), -out_ex_call(c_ex_call[0]), 
-in_ex_st(c_ex_st), .out_ex_st(c_ex_st[0]), 

-in_ifetch(c_ifetch), -out_ifetch(c_ifetch[0]), .in_dma(c_dma), 
-out_dma(c_dma[0]), .in_sync_reset (c_sync_reset), 

-out_sync_reset (c_sync_reset[0]), .in_dc_annul (c_dc_annul), 
-out_dc_annul (c_dc_annul[0]), 

-in_ex_annul (c_ex_annul), .out_ex_annul (c_ex_annul[0]), 
-in_int_pend(c_int_pend), .out_int_pend(c_int_pend[0]), 

-in_dc_int (c_dc_int), .out_dc_int (c_dc_int[0]), 


.in_dma_pend(c_dma_pend), .out_dma_pend(c_dma_pend[0]), 
.in_zero_pend(c_zero_pend), .out_zero_pend(c_zero_pend[0]), 
-inum(2'dl1l),.errorbus (errorbus) ); 




















control ctrl2( 

-clk(clk), .rst(rst), .rdy(rdy), 

-int_req(int_reg[1]), .dma_req(dma_req[1]), .zerodma(zerodma[1]), 

-insn(insn[31:16]), .al5(al15[1]), .z(z[1]), -n(n[1]), .co(co[1]), 
-v(v[1]), 

-mem_ce (mem_ce[1]), .word_nxt (word_nxt[1]), 
.read_nxt (read_nxt[1]), 

.dbus_nxt (dbus_nxt[1]), .dma(dma[1]), 





.rf_we(rf_we[1]), .rna(rna[7:4]), -rnb(rnb[7:4]), 
.rdest (rdest[7:4]), 
.fwd(fwd[1]), -imm(imm[23:12]), .sextimm4 (sextimm4[1]), 


.zextimm4 (zextimm4[1]), 

-wordimm4 (wordimm4[1]), .imml12(imm12[1]), 
-pipe_ce(pipe_ce[1]), .b15_4 ce(b15_4 ce[1]), 
-add(add[1]), .ci(ci[1]), .logicop(logicop[3:2]), .sri(sri[1l1]), 
-sum_t(sum_t[1]), .logic_t (logic_t[1]), .shl_t(shl_t[1]), 
eshr-t (shr—t PL); 
.zeroext_t (zeroext_t[1]), .ret_t(ret_t[1]), 
-branch(branch[1]), -brdisp(brdisp[15:8]), .selpc(selpc[1]), 
.zeropce(zeropc[1]), 
-dmapc (dmapc[1]), .pc_ce(pc_ce[1]), .ret_ce(ret_ce[1]), 





.in_add(c_add), -out_add(c_add[1]), Lane Cicer), 
-out_ci(c_ci[1]), ~.in_branch(c_branch), .out_branch(c_branch[1]), 
-in_sum_t(c_sum_t), .out_sum_t(c_sum_t[1]), 





-in_logic_t(c_logic_t), .out_logic_t(c_logic_t[1]), 
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-in_shl_t(c_shl_t), 
-out_shr_t(c_shr_t[1]), 


-in_zeroext_t(c_zeroext_t), 


-in_ret_t(c_ret_t), .out_ret_t(c_r 
nF ber (Gxt ar), 
sine FE (C1). , 

-out_ex_ir(c_ex_ir[31:16]), 


.in_ex_call(c_ex_call), 





-in_ex_st(c_ex_st), .out_ex_st(c_e 
-in_ifetch(c_ifetch), 
-out_dma(c_dma[1]), -.in_sync_reset 


-out_sync_reset (c_sync_reset[1]), 


-out_dc_annul (c_dc_annul[1]), 


.in_ex_annul (c_ex_annul), 


-in_int_pend(c_int_pend), .out_int 





-out_shl_t(c_shl_t[1]), sinh -shr-t)(e shri), 
.out_zeroext_t (c_zeroext_t[1]), 
et_t[1]), 

Out TE Tres TE EEL S16): 
out_ir(c_ir[31:16]), .in_ex_ir(c_ex_ir), 


-out_ex_call(c_ex_call[1]), 





xst ih) 4 
-out_ifetch(c_ifetch[1]), 
(c_sync_reset), 


.in_dma(c_dma), 
.in_dc_annul (c_dc_annul), 


.out_ex_annul (c_ex_annul[1]), 
pend(c_int_pend[1]), 





-in_dc_int (c_dc_int), 
.in_dma_pend(c_dma_pend), .out_dma 





.out_dc_int (c_dce_int[1]), 
pend(c_dma_pend[1]), 





.in_zero_pend(c_zero 





pend), .out_zero_pend(c_zero_pend[1]), 











-inum(2'd2),.errorbus (errorbus) ); 


control ctr13( 

-clk(clk), .rst(rst), 

-int_req(int_req[2]), 

-insn(insn[47:32]), 
-v(v[2]), 

-mem_ce (mem_ce[2]), 
.read_nxt (read_nxt[2]), 

.dbus_nxt (dbus_nxt [2] 

.cf_we(rf_we[2]), 
-rdest (rdest[11:8]), 

.fwd(fwd[2 
.zextimm4 (zextimm4[2]), 

.wordimm4 (wordimm4 [2] 
-pipe_ce(pipe_ce[2]), 
.add(add[2]), 
-sum_t(sum_t[2]), 


1), 


sa (CUP2))%, 


.rdy (rdy), 
.dma_reg(dma_req[2 
-al5(al5[2]), .z(z[ 


.zerodma(zerodma[2]), 
.n(n[2]), .co(co[2 


1), 
2)), ) 


’ 


.word_nxt (word_nxt [2 


y 


), .dma(dma[2]), 


-rna(rna[11:8]), -rnb(rnb[11:8 





imm(imm[35:24]), .sextimm4 (sextimm4 [2 
), «imml2(imm12[2]), 

-615_4_ ce(b15_4_ ce[2]), 
-logicop(logicop[5:4]), .sri(sri[2]), 


, 


-Logic_t (logic_t[2]) 


-shl_t(shl_t[2]), 


-shr_t(shr_t[2 


-zeropc (zerope 


), 


.zeroext_t (zeroext_t[2]), 
-branch(branch[2]), 





2)), 


-dmapc (dmapc[2]), 
.in_add(c_add), 
-out_ci(c_ci[2]), 
-in_sum_t(c_sum_t), 
-in_logic_t(c_logic_t), .out_logic 








-pc_ce(pc_ce[2]), 


-in_branch(c_branch), 


-ret_t(ret_t[2]), 
-brdisp (brdisp[23:16]), .selpc(selpc[2]), 
.ret_ce(ret_ce[2]), 
) pin OCA (C262) ¥ 
-out_branch(c_branch[2]), 

-out_sum_t (c_sum_t[2]), 





-out_add(c_add[2 


, 


t(c_logic_t[2]), 





-in_shl_t(c_shl_t), 
Ob Bay PCC BRS ELZT yy 


-in_zeroext_t(c_zeroext_t), 
-out_ret_t(c_ret_t[2]), 


-in_ret_t(c_ret_t), 
Pie) gl etal dei Cn al (eat es cee ag) 
$n: 16 (G14); 

-out_ex_ir(c_ex_ir[47:32]), 


.in_ex_call(c_ex_call), 
-out_ex_st (c_ex_st[2]), 





-in_ex_st(c_ex_st), 
-in_ifetch(c_ifetch), 
-out_dma(c_dma[2]), .in_sync_reset 


.out_sync_reset (c_sync_reset[2]), 


-out_dc_annul (c_dce_annul[2]), 


-in_ex_annul (c_ex_annul), 


-in_int_pend(c_int_pend), .out_int 





Out shi tle shh £12] py ~in shyt fe shr ty); 
.out_zeroext_t (c_zeroext_t[2]), 


Out. TELE (el TE TAs 32)).)-; 


out_ir(c_ir[47:32]), .in_ex_ir(c_ex_ir), 


.out_ex_call(c_ex_call[2]), 





-out_ifetch(c_ifetch[2]), 
(c_sync_reset), 


.in_dma(c_dma), 
.in_dc_annul (c_dc_annul), 


.out_ex_annul (c_ex_annul[2]), 
pend(c_int_pend[2]), 





-in_dc_int (c_dc_int), 
.in_dma_pend(c_dma_pend), .out_dma 





.out_dc_int (c_dce_int[2]), 
pend(c_dma_pend[2]), 
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.in_zero_pend(c_zero_pend), .out_zero_pend(c_zero_pend[2]), 
-inum(2'd3),.errorbus (errorbus) ); 














//due to partitioning requirements the tristate data bus drivers were moved to 
this level 
//evidently wired-or nets ar xempt 

















assign d[7:0] = (drivelo[0]) ? my_res[7:0] : 8'bz; 
assign d[15:8] = (drivehi[0]) ? my_res[15:8] : 8'bz; 
assign d[23:16] (drivelo[1]) ? my_res[23:16] : 8'bz; 
assign d[31:24] = (drivehi[1]) ? my_res[31:24] CS bz? 
assign d[39:32] = (drivelo[2]) ? my_res[39:32] 8'bz; 
assign d[47:40] = (drivehi[2]) ? my_res[47:40] Stbze 
endmodule 
// original code by Jan Gray below 
/* xrl16.v -- xrl6 pipelined RISC processor synthesizable Verilog model 
* 
* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 
* 
* SHeader: /dist/xsocv/xrl6.v 7 4/06/00 10:55a Jan $ 
* SLog: /dist/xsocv/xrl6.v $ 
* 
#7) 4/06/00 10:55a Jan 
* polish 


module xr16( 
clk, rst, rdy, ud_t, ld_t, udlt_t, int_req, dma_req, zerodma, 
insn, mem_ce, word_nxt, read_nxt, dbus_nxt, dma, addr_nxt, d); 








parameter Ww = 16; // word width 

parameter N = W-1; // msb index 

input clk; // global clock 

input rst; // global async reset 

input rdy; // current memory access is ready 

input ud_t; // active low store data MSB_ output 
enable 

input ld_t; // active low store data LSB output 
enable 

input udlt_t; // active low store data MSB->LSB 
output en 

input int_req; // interrupt request 

input dma_req; // DMA request 

input zerodma; // zero DMA counter request 

input [N:0] insn; // new instruction word 

output mem_ce; // memory access clock enable 

output word_nxt; // next access is word wide 

output read_nxt; // next access is read 

output dbus_nxt; // next access uses on-chip data bus 

output dma; // current access is a DMA transfer 

output [N:0] addr_nxt; // address of next memory access 

inout [N:0] 4d; // on-chip data bus 

// locals 
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wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 
wire 


al5; // A operand msb 








Zi; // zero result condition code 
n; // negative result condition code 
Co; // carry-out result codition code 
Vv; // oVerflow result condition code 
rf_we; // vegister file writ nabl 
[3:0] rna; // vegister file port A register number 
[3:0] rnb; // vegister file port B register number 
fwd; // forward result bus into A operand register 
[11:0] imm; // 12-bit immediate field 
sextimm4; // sign-extend 4-bit immediate operand 
zextimm4; // zero-extend 4-bit immediate operand 
wordimm4; // word-offset 4-bit immediate operand 
imm12; // 12-bit immediate operand 
pipe_ce; // pipeline clock enable 
b15_4 ce; // b’[15:4] clock enable 
add; // 1 => A+B; 0 => A-B 
ci; // carry-in 
aM logicop; // logic unit opcode 
sri; // shift right msb input 
sum_t; // active low adder output enable 
logic_t; // active low logic unit output enable 
zeroext_t; // active low zero-extension output enable 
shr_t; // active low shift right output enable 
shi +t; // active low shift left output enable 
ret_t; // active low return address output enable 
branch; // branch taken 
[7:0] brdisp; // 8-bit branch displacement 
selpc; // address mux selects next PC 
ZeLropc; // force next PC to 0 
dmapc; // use DMA register in PC register file 
pc_ce; // PC clock enable 
ret_ce; // veturn address clock enable 


// submodules 
control ctrl ( 


-clk(clk), .rst(rst), .rdy(rdy), 

-int_req(int_req), .dma_req(dma_req), .zerodma(zerodma), 
-insn(insn), .al5(al5), .z(z), .n(n), .co(co), .v(v), 
-mem_ce(mem_ce), .word_nxt (word_nxt), .read_nxt (read_nxt), 
.dbus_nxt (dbus_nxt), .dma(dma), 

.cf_we(rf_we), .rna(rna), .rnb(rnb), 

.fwd(fwd), .imm(imm), .sextimm4(sextimm4), .zextimm4 (zextimm4), 
.-wordimm4 (wordimm4), .imml2(imm12), 

-pipe_ce(pipe_ce), .b15_4 ce(b15_4 ce), 

.add(add), .ci(ci), .logicop(logicop), .sri(sri), 
-sum_t(sum_t), .logic_t(logic_t), .shl_t(shl_t), .shr_t(shr_t), 
.zeroext_t (zeroext_t), .ret_t(ret_t), 

-branch(branch), .brdisp(brdisp), .selpc(selpc), .zerope(zeropc), 
-dmapc(dmapc), .pc_ce(pc_ce), .ret_ce(ret_ce)); 











datapath dp ( 


~Clk (GLE), arst(rst), 

.cf_we(rf_we), .rna(rna), .rnb(rnb), 

.fwd(fwd), .imm(imm), .sextimm4(sextimm4), .zextimm4 (zextimm4), 
-wordimm4 (wordimm4), .imml2(imm12), 

-pipe_ce(pipe_ce), .b15_4 ce(b15_4 ce), 

.add(add), .ci(ci), .logicop(logicop), .sri(sri), 

-sum_t(sum_t), .logic_t(logic_t), .shl_t(shl_t), .shr_t(shr_t), 
.zeroext_t (zeroext_t), .ret_t(ret_t), 

-ld_t(ld_t), .ud_t(ud_t), .udlt_t(udlt_t), 

-branch(branch), .brdisp(brdisp), .selpc(selpc), .zerope(zeropc), 





153 


-dmapc(dmapc), .pc_ce(pc_ce), .ret_ce(ret_ce), 
-al5(al5), .z(z), .n(n), .co(co), .v(v), 
-addr_nxt (addr_nxt), .res(d)); 








endmodule 


e/ 


U. XSCOUNTER.V 


“timescale ins / lps 

//\ define CTR64BIT uncomment for 64 bit timer 

//\ define CTR48BIT uncomment this line for 64 or 48 bit timer 
“include "voterids.v" 








































































































“define WORD_O_ADDR 5'h0oOo 
~define WORD_1_ ADDR 5'h02 
~define WORD_2_ ADDR 5'h04 
*define WORD_3 ADDR 5'h06 
~“define WORD_4 ADDR 5'h08 
“define WORD_5 ADDR 5'h0OA 
“define WORD_6_ADDR 5'h0C 
~“define WORD_7_ADDR 5'h0OE 
“define INT_ACK 5'h10 
“define INT_ENABLE 5'hl1l 
“define INTO_ENABLE 5'h12 
“define INT1_ENABLE 5'h13 
“define INT2_ENABLE 5'h14 
“define INT3_ENABLE 5'h15 
“define INT4_ENABLE 5'h16 
“define INT5_ENABLE 5'h17 
“define INT6_ENABLE 5'h18 
“define INT7_ENABLE 5'h19 
“define TIMER_MASK 5'hl1A 
“define TIMER_ACK 57 hie 
“define INT_DELAY_ CLK 5 
“define TIMER_INT 3 








module xscounter64_i (clk, rst, addr, din, dout, errorbus, 
out_count0, out_countl, 
count0O, countl, 





“ifdef CTR64BI 
out_count3, count3, 
“endif 
“ifdef CTR48BI 











out_count2, count2, 
“endif 
ld_t, ld_ce, int_req_in, int_req_out); 


input clk; 
input rst; 
input [14:0] addr; 
input [47:0] din; 


output [15:0] dout; 
inout [15:0] errorbus; 
input [2:0] ld_t; // driving data to the bus 


// if it is the LSW 





then latch the rest into the temp registers 
output [15:0] out_count0; 
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output [15:0] out, Sount 13 


input [47:0] count0; 
input [47:0] countl; 


“ifdef CTR64BIT 
output [15:0] out_count3; 
input [47:0] count3; 





“endif 
“ifdef CTR48BIT 
output [15:0] out_count2; 
input [47:0] count2; 
“endif 
input [2:0] ld_ce; 
input [7:0] int_req_in; 
output int_req_out; 
wor [15:0] errorbus; 
reg [15:0] word_1l, word_5; 














“ifdef CTR64BI 

reg [63:0] xs count; 
“elsif CTR48BI 

reg [47:0] xS_count; 
“else 

reg [31:0] xS_count; 
“endif 


“ifdef CTR64BIT 


reg [15:0] word_3; 

reg [15:0] word_7; 
“endif 
“ifdef CTR48BIT 

reg [15:0] word_2, word_6; 
“endif 
reg [15:0] dout; 
wire [7:0] int_req_in; 
reg int_req_out; 
reg int_idle=1'bl; 
reg int_now=1'b0; 
reg ack_wait=1'b0; 
reg int_delay=1'b0; 
reg delay_pend=1'b0; 
reg [3:0] delay_cnt=4'b0O; 
reg int_enable=1'b0; // global enable/disable for 

interrupts 

reg ien_0=1'b0; 
reg ien_1=1'b0; 
reg ien_2=1'b0; 
reg ien_3=1'b0; 
reg ien_4=1'b0; 
reg ien_5=1'b0; 
reg ien_6=1'b0; 
reg ien_7=1'b0; 
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reg [15:0] timer_mask; 

reg timer_state0; 
reg timer_statel; 
reg timer_state2; 
wire timer_interrupt; 
wire timer_now; 
wire [63:0] v_xs_count; 

wire got_interrupt; 
wire [4:0] v_addr; 

wire [15:0] v_din; 

wire v_ld_t; 

wire v_ld_ce; 
assign out_count0O = xs_count[15:0]; 
assign out_countl = xs_count[31:16]; 
“ifdef CTR48BIT 

assign out_count2 = xs_count [47:32]; 
“endif 

“ifdef CTR64BIT 

assign out_count3 = xs_count[63:48]; 
“endif 






























































assign got_interrupt = int_enable & ((ien_O & int_req_in[0]) | (ien_l & 
int_req_in[1]) 
| (ien_2 & 
int_req_in[2]) | (ien_3 & timer_interrupt) 
| (ien_4 & 
int_req_in[4]) | (ien_5 & int_req_in[5]) 
| (ien_6 & 
int_req_in[6]) | (ien_7 & int_req_in[7])); 
voterlnsyn #(1) ld_ce_v (.din(ld_ce), .dout (v_ld_ce), 
-errorbus (errorbus), 
-clk(clk), .rst(rst), .ID(* COUNT64_LD_CE)); 
voterlnsyn (1) ld_t_v (.din(ld_t), -dout (v_ld_t), 
-errorbus (errorbus), 
tOCLK (CLK) A: -LESEESt)., ID (* COUNT64_LD_T)); 
voterlnsyn (5) addr_v (.din(addr), -dout (v_addr), 
-errorbus (errorbus), 
-clk(clk), .rst(rst), .ID(* COUNT64_ADDR) ); 
voterlnsyn (16) din_v (.din(din), .dout(v_din), .errorbus (errorbus), 
-clk(clk), .rst(rst), .ID(* COUNT64_DIN)); 
voterlinsyn (16) countO_v (.din(count0), .dout(v_xs_count[15:0]), 
-errorbus (errorbus), seleloLlk) rESt (ESE) 
. ID (* COUNT64_COUNTO) ) ; 
voterlinsyn (16) countl_v (.din(countl), .dout (v_xs_count[31:16]), 
-errorbus (errorbus), -clk(clk), erst (rst), 
. ID (* COUNT64_COUNT1) ); 
“ifdef CTR48BIT 
voterlnsyn #(16) count2_v (.din(count2), .dout (v_xs_count[47:32]), 
-errorbus (errorbus), -clk (clk), »ESE(TSE) > 
. ID (* COUNT64_COUNTZ2) ); 
“endif 
“ifdef CTR64BIT 
voterlnsyn #(16) count3_v (.din(count3), .dout (v_xs_count[63:48]), 
-errorbus (errorbus), -clk (clk), «rst (rst), 
. ID (* COUNT64_COUNTS) ) ; 
“endif 


156 


// begin timer section 
assign timer_interrupt = timer_statel; 
assign timer_now = | (timer_mask & v_xs_count[31:16]); 








always @(posedge clk or posedge rst) begin 
if (rst) begin 
timer_stateO <= 1; // idle 
timer_statel <= 0; //interrupt active 
timer_state2 <= 0; //interrupt acked but timer bit still 
high, wait for low 
end 
else begin 
if (timer_state0 & timer_now) begin // go to state 1 
timer_stateO <= 0; 
timer_statel <= 1; 
end 
if (timer_statel & v_addr == ~TIMER_ACK && v_ld_ce) begin // 





got ack 
if (timer_now) begin 
timer_statel <= 0; // got ack timer bit still 
high, wait for low 
timer_state2 <= 1; 


end 
else begin // got ack and timer is 
already low, go to idle 
timer_statel <= 0; 
timer_state0O <= 1; 
end 


end 
if (timer_state2 & ~timer_now) begin // waiting for low 
timer active, got it 
timer_state2 <= 0; // now 
idle state 0 
timer_state0O <= 1; 
end 
end 
end 


always @(posedge clk or posedge rst) begin 
if (rst) begin 
timer_mask <= 0; 





end 
else begin 
if (v_ld_ce && v_addr == *TIMER_MASK) begin 
timer_mask <= v_din; 
end 
end 


end 


// end timer section 


// begin interrupt section 
always @(posedge clk or posedge rst) 
begin 
if (rst) begin 
int_idle <= 1; 
int_now <= 0; 
ack_wait <= 0; 
int_delay <= 0; 
delay_cnt <= 0; 
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int_req_out <= 0; 
end 
else begin 
if(int_idle) begin /* state 0, no interrupts 
if (got_interrupt) begin 
int_idle <= 0; 
int_now <= 1; 
int_req_out <= 1; 


in process */ 


end 
end 
if(int_now) begin /* got an interrupt request, signal 
processor */ 
int_req_out <= 0; 
int_now <= 0; 
ack_wait <= 1; 
end 


if(ack_wait) begin /* now waiting on an acknowledge from 


the processor for the interrupt */ 
if(ld_ce && (v_addr == “INT_ACK)) begin 
ack_wait <= 0; 
int_delay <= 1; 
delay_cnt <= 0; 
end 
end 
if(int_delay) begin /* delay INT DELAY 
processing interrupts again */ 
if (delay_cnt < ‘INT_DELAY_CLK) begin 
delay_cnt <= delay_cnt + 1; 














end 

else begin 
int_delay <= 0; 
int_idle <= 1; 

end 

end 
end 
end 





// writes for interrupt acknowledge and enables 
always @(posedge clk or posedge rst) begin 
if(rst) begin 
int_enable <= 0; 
ien_O <= 0; 
ien_1l <= 0 
ien_2 <= 0 
ien_3 <= 0 
ien_4 <= 0; 
ien_5 <= 0 
ien_6 <= 0 
ien_7 <= 0 
end 
else begin 
if (v_ld_ce) begin 





























if (v_addr == ~* INT_ENABLE) 
int_enable <= v_din[0]; 

if (v_addr == * INTO_ENABLE) 
ien_O <= v_din[0]; 

if (v_addr == * INT1_ENABLE) 
ien_1l <= v_din[0]; 

if (v_addr == * INT2_ENABLE) 











ien_2 <= v_din[0]; 
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CLOCKS before 


end 


end 


a Re Ale 
if (v_ 
ack: | os 
ae 
pircae @yAee 
end 


addr == 

ien_3 <= v_din 
addr == . 
ien_4 <= v_din 
addr . 
ien_5 <= v_din 
add . 
ien_6 <= v_din 
addr == r 
ien_7 <= v_din 


// end interrupt section 


// begin counter section 


always @(*) 


if 


begin 
(rst) 
dout < 


else begin 


case 


“ifdef CTR48BIT 


“else 


“endif 


“ifdef CTR64BIT 


“else // 48BIT 


“endif 


end 


always @(posedge clk or posedge rst) 
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(v_addr) 


*WORD_ 


*WORD_1_ ADDR: 





‘WORD_2 ADDR: 


*WORD_3_ADDR: 


= 16'b0O; 

O_ADDR: 

dout <= 

dout <= word_l; 
dout <= word_2; 
dout <= 0; 

dout <= word_3; 
dout <= 0; 


~WORD_4 ADDR: 


dout <= 
~WORD_5_ADDR: 
dout <= word_5; 
~“WORD_6_ADDR: 
“ifdef CTR48BIT 
dout <= word_6; 
“else 
dout <= 0; 
“endif 
~WORD_7_ADDR: 
“ifdef CTR64BIT 
dout <= word_7; 
“else 
dout <= 0; 
“endif 
default: 
dout <= 16'b0; 
endcase 
end 





T3_ENABL 








T4_ENABL 








T5_ENABL 








T6_ENABL 


























T7_ENABL 














xs_count[15:0]; 


xs_count[15:0]; 


begin 


if (rst) 
































begin 
xs_count <= 0; 
word_1 <= 0; 
word_5 <= 0; 
“ifdef CTR48BIT 
word_2 <= 0; 
word_6 <= 0; 
“endif 
“ifdef CTR64BIT 
word_3 <= 0; 
word_7 <= 0; 
“endif 
end 
else 
begin 
xs_count <= v_xs_count + 1; 
if (~v_ld_t && (addr==*WORD_O_ADDR)) begin 
word_1l <= v_xs_count [31:16]; 
“ifdef CTR48BI 
word_2 <= v_xs_count [47:32]; 
“endif 
“ifdef CTR64BI 
word_3 <= v_xs_count [63:48]; 
“endif 
end 
if (~v_ld_t && (addr=="WORD_4 ADDR)) begin 
word_5 <= v_xs_count [31:16]; 
“ifdef CTR48BIT 
word_6 <= v_xs_count [47:32]; 
“endif 
“ifdef CTR64BIT 
word_7 <= v_xs_count [63:48]; 
“endif 
end 
end 
end 
//end counter section 
endmodule 
module xscounter64(clk, rst, ctrl, int_req_in, int_req_out, sel, d, errorbus); 
input clk; 
input rst; 
input [47:0] ctrl; 
input [2:0] sel; 
input [23:0] int_req_in; 
output [2:0] int_req_out; 
inout [47:0] d; 
inout [15:0] errorbus; 
tri [47:0] d; 
wor [15:0] errorbus; 
wire [14:0] addr; 
wire [2:0] ud_t, ld_t, ud_ce, ld_ce; 
wire [47:0] dout; 
wire [47:0] count0O, countl; // 64 bits would add too much delay 


“ifdef CTR48BIT 
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wire [47:0] count2; 
“endif 
“ifdef CTR64BIT 


wire [47:0] count3; // divide count voter into 4 parts 


“endif 


ctrl_dec_syn 
-ud_t (ud_t[0]), 


-ld_t (1ld_t[0]), 


-addr(addr[4:0]), 


.errorbus (errorbus), 


ctrl_dec_syn 
-ud_t(ud_t[1]), 


-ld_t(ld_t[1]), 


-addr(addr[9:5]), 


.errorbus (errorbus), 


ctrl_dec_syn 
-ud_t (ud_t[2]), 


-ld_t(1ld_t[2]), 


-addr(addr[14:10]), 


.errorbus (errorbus), 


xscounter64_i xscounter64_i0(.clk(clk), 


-dout (dout[15:0]), 


-out_count0O (count0[15:0]), 





“ifdef CTR48BI 


“endif 
“ifdef CTR64BI 











“endif 


-int_req_in(int_req_in[7:0]), 





xscounter64_i xscounter64_il(.clk(clk), 


-dout (dout[31:16]), 


-out_countoO (count0[31:16]), 





“ifdef CTR48BI 


“endif 
“ifdef CTR64BI 











“endif 


-int_req_in(int_regq_in[15:8]), 





xscounter64_i xscounter64_i2(.clk(clk), 


-dout (dout [47:32]), 


-out_countoO (count0[47:32]), 


“ifdef CTR48BIT 


dec0O(.clk (clk), 


decl1(.clk(clk), 


dec2(.clk(clk), 


Est (rst) (eke tecr 1s .sel(sel), 


.ud_ce(ud_ce[0]), .ld_ce(ld_ce[0]), 





.id(* COUNT64_CTRL_DEC) ) ; 


‘KSC (St) sCErl (etry, .sel(sel), 


-ud_ce(ud_ce[1]), .ld_ce(ld_ce[1]), 





.id(* COUNT64_CTRL_DEC) ) ; 


-rst(rst), ser CeLrl yy .sel(sel), 


-ud_ce(ud_ce[2]), .ld_ce(ld_ce[2]), 





.id(* COUNT64_CTRL_DEC) ) ; 


-rst(rst), .addr(addr), .din(d), 
-errorbus (errorbus),.ld_t(ld_t), 


sour count. (count 1 [1530]), 
-countO (count0),.countl(countl), 


-count2 (count2), .out_count2 (count2[15:0]), 


-count3 (count3), .out_count3(count3[15:0]), 


.ld_ce(ld_ce[0]), 


.int_req_out (int_req_out[0])); 


-cst(rst), .addr(addr), .din(d), 
-errorbus (errorbus),.ld_t(ld_t), 


-out_countl (count1[31:16]), 
-countO (count0), .countl(countl), 


-count2 (count2), .out_count2 (count2[31:16]), 


-count3 (count3),.out_count3 (count3[31:16]), 


.ld_ce(ld_ce[1]), 


.int_req_out (int_req_out[1])); 


-cst(rst), .addr(addr), .din(d), 
-errorbus (errorbus),.ld_t(ld_t), 


-out_countl (count1[47:32]), 
-count0O (count0), .countl (countl), 
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-count2 (count2),.out_count2 (count2[47:32]), 
“endif 
“ifdef CTR64BIT 

-out_count3 (count3[47:32]), .count3(count3), 
“endif 

-ld_ce(ld_ce[2]), 
-int_req_in(int_req_in[23:16]), .int_req_out (int_req_out[2])); 

















assign d[7:0] = ld_t[0] ? 8'bz : dout[7:0]; 
assign d[15:8] = ud_t[0] ? 8'bz : dout[15:8]; 
assign d[23:16] Lae Th! ce 2" be. > doutile2se Leds 
assign d[31:24] = ud_t[1] ? 8'bz : dout[31:24]; 
assign d[39:32] = ldt[2] ? 8'bz : dout[39:32]; 
assign d[47:40] Wat [2] 2 "be + dout [47:40]; 
endmodule 
V. XSOC.V 
/* xsoc.v —- XSOC System-on-a-Chip synthesizable Verilog model 
* 
* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
* The contents of this file are subject to the XSOC License Agreement; 
* you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 
* 
* SHeader: /dist/xsocv/xsoc.v 8 4/06/00 10:55a Jan $ 
* SLog: /dist/xsocv/xsoc.v $ 
* 
feeds: 4/06/00 10:55a Jan 
* polish 
*/ 


/* last modified by David Dwiggins, 24 August 2008. Adapted to use 
* TMR/ECC functionality for fault-tolerance. */ 

/* original version by Jan Gray included at the end of file */ 
“timescale ins / lips 





module xsoc(clk, rst, ctrl, ctrl0, sel, d, int_req, errorbus, addr_nxt); 


parameter W = 16; // word width 
parameter N = W-1; // msb index 
parameter XAN = 16; // external address msb index 
// ports 

input clk; // global clock 

input rst; // global async reset 
output [47:0] ctrl; 

input [2:0] ctrl0; // insert wait states for I0 
output [23:0] sel; 

inout [47:0] d; 

input [2:0] int_req; 

inout [15:0] errorbus; 





output [47:0] addr_nxt; 


// locals 

wire [47:0] addr_nxt; // address of next memory access 
wire [47:0] d; // on-chip data bus 

wire [47:0] xd; // RAM bus 

wire [2:0] mem_ce; // memory access clock enable 
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wire 2:0 word_nxt; // next access is word wide 

wire 2:0 read_nxt; // next access is read 

wire 2:0 dbus_nxt; // next access uses on-chip data bus 

wire 2:0 sub; // vam store lsb into upper byte 

wire 2:0 slb; // vam store lower byte 

wire 2:0 rub; // vam read upper byte into data bus lsb 

wire 2:0 we; // vam write enable upper 

wire 2:0 uxd_t; // RAM MSB data out enable 

wire 2:30 als <o bao // RAM LSB data out enable 

wire 2:0 dma; // current access is a DMA transfer 

wire 2:0 dma_req; // DMA request 

wire 2:0 zerodma; // zero DMA counter request 

wire 2:0 rdy; // current memory access is ready 

wire 2:0 ud_t; // active low store data MSB output 
enable 

wire 2:0 flo kee ee // active low store data LSB output 
enable 

wire 2:0 udlt_t; // active low store data MSB->LSB 
output enable 

wire [23:0] sel; // on-chip peripheral select 

wire [47:0] etal; // abstract control bus 

wire 47:0 xa; // RAM address register 

wire [47:0] areg, breg; 

wire 2:0] pipe_ce; 

wire 47:0 memdta; 

wire 47:0] mem_addr; // memory next address 

wire 47:0 if_ir, ir, ex_ir; 

wire 220: fwd; 

wire 35:0] imm; 

wire [2:0] sextimm4; 

wire [2:0] zextimm4; 

wire [2:0] wordimm4; 

wire [2:0] imml12; 

wire [2:0] drivelo; 

wire [2:0] drivehi; 

wor [15:0] errorbus; 

wire [17:0] syndrome; 

wire [220] ctrl10; 

wire [2:0] int_req; // interrupt request 

wire (239 0)3] vack; 

wire [2:0] vreset; 

wire [22:0] vreqd; 


assign vreset = 3'b0; // no vga so disable DMA 
assign vreq = 3'b0; 


// submodules 
xrl6 p( 
-clk(clk), .rst(rst), .rdy(rdy), 
-ud_t(ud_t), .ld_t(ld_t), .udlt_t(udlt_t), 
-int_req(int_req), .dma_req(dma_req), .zerodma(zerodma), 
-insn(xd), .mem_ce(mem_ce), 
-word_nxt (word_nxt), .read_nxt (read_nxt), .dbus_nxt (dbus_nxt), 
-dma(dma), .addr_nxt(addr_nxt), .d(d), .areg(areg), .breg(breg), 
-pipe_ce(pipe_ce), 
-memdta(memdta),.errorbus(errorbus), 
se ee Cae ar) 5 4 ECL). eX Ltr (EX ir), 
.fwd(fwd), -imm(imm), .-sextimm4 (sextimm4), -zextimm4 (zextimm4), 
-wordimm4 (wordimm4), .imml2(imm12), 
.drivelo(drivelo), .drivehi(drivehi) ); 
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// ECC Block RAM 


bram_ecc bram_eccl(.clk(clk), .rst(rst), .sub(sub), .slb(slb), .rub(rub), 


-uxd_t (uxd_t), ~LkO_t (xd t),; -memdta(memdta), 
-mem_addr(mem_addr), .we(we), 
sata) xO (RO) 5 -errorbus (errorbus), -mem_ce(mem_ce), 


.addr_nxt (addr_nxt) ); 


memctrl mcl ( 
clk (elk), .rsti(xrst);, 
-mem_ce(mem_ce), .word_nxt (word_nxt), .read_nxt (read_nxt), 
.-dbus_nxt (dbus_nxt), .dma(dma), .addr_nxt (addr_nxt), 
.dma_req_in(vreq), .zero_req_in(vreset),.ctrl0(ctrl0[0]), 
.rdy(rdy[0]), -ud_t (ud_t[0]), -ld_t(ld_t[0]), 
-udlt_t (udlt_t[0]), 
-dma_req(dma_regq[0]), .zerodma(zerodma[0]), 
-uxd_t (uxd_t[0]), cle (1k POU); .-store_ub(sub[0]), 
-store_lb(slb[0]), .read_ub(rub[0]), 
-write_en(we[0]), 
-sel(sel[7:0]), .ctrl(ctrl[15:0]), .dma_ack(vack[0]), 
-errorbus (errorbus)); 


memctrl mc2 ( 
sclk(clk) > ~est (rst); 
-mem_ce(mem_ce), .word_nxt (word_nxt), .read_nxt (read_nxt), 
.-dbus_nxt (dbus_nxt), .dma(dma), .addr_nxt (addr_nxt), 
.dma_req_in(vreq), .zero_req_in(vreset),.ctrl0(ctrl0[1]), 
.rdy(rdy[1]), -ud_t (ud_t[1]), -ld_t(ld_t[1]), 
-udlt_t(udlt_t[1]), 
-dma_req(dma_regq[1]), .zerodma(zerodma[1]), 
mxdlt Cixe. tC. 2 x5 Poel Re I ge Gg 8 .store_ub(sub[1]), 
-store_lb(slb[1]), .read_ub(rub[1]), 
-write_en(we[1]), 
-sel(sel[15:8]), .ctrl(ctrl1[31:16]), .dma_ack(vack[1]), 
-errorbus (errorbus)); 


memctrl mc3 ( 
sClR(GlkK)y, «rst-(rstj, 
-mem_ce(mem_ce), .word_nxt (word_nxt), .read_nxt (read_nxt), 
-dbus_nxt (dbus_nxt), .dma(dma), .addr_nxt (addr_nxt), 
.dma_req_in(vreq), .zero_req_in(vreset),.ctrl0(ctrl0[2]), 
.rdy(rdy[2]), -ud_t (ud_t[2]), plid-ati(hati2))\4 
-udlt_t (udlt_t[2]), 
-dma_req(dma_req[2]), .zerodma(zerodma[2]), 
<uxd—t (uxd_t [217% else Soca te P29 9 .-store_ub(sub[2]), 
.-store_lb(slb[2]), .read_ub(rub[2]), 
-write_en(we[2]), 
-sel(sel[23:16]), .ctrl(ctrl1[47:32]), .~dma_ack(vack[2]), 
-errorbus (errorbus)); 


// data bus isn't driven all the time; floating inputs cause false 
syndromes to be reported 
datapulldown datapulldownl (d); 





// make sure the errorbus is assigned 
assign errorbus=16'b0; 


endmodule 
// original code below 


/* xsoc.v -—- XSOC System-on-a-Chip synthesizable Verilog model 
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Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 
The contents of this file are subject to the XSOC License Agreement; 
you may not use this file except in compliance with this Agreement. 
See the LICENSE file. 














SHeader: /dist/xsocv/xsoc.v 8 4/06/00 10:55a Jan $ 
SLog: /dist/xsocv/xsoc.v §$ 


8 4/06/00 10:55a Jan 
polish 


+ + + FF F FF F HF OF 


module xsoc ( 
clk, rst, par_d, par_s, r, g, b, hsync_n, vsync_n, 
ram_ce_n, ram_oe_n, ram_we_n, res8031, xa, xa_0O, xd); 




















parameter W = 16; // word width 

parameter N = W-1; // msb index 

parameter XAN = 16; // external address msb index 

// ports 

input clk; // global clock 

input rst; // global async reset 

input [4:0] par_d; // parallel port data in 

output [6:3] par_s; // parallel port status out 

output [1:0] rr, g, b; // (red, green, blue) outputs 

output hsync_n; // active low horizontal sync output 

output vsync_n; // active low vertical sync output 

output ram_ce_n; // active low external RAM chip enable 

output ram_oe_n; // active low external RAM output enable 

output ram_we_n; // active low external RAM write enable 

output res8031; // vceset external 8031 MCU 

output [XAN:0] xae // external RAM address bus 

reg [XAN:0] Xa; 

output xa_0; // external RAM address lsb 

inout [7:0] xd; // external RAM data bus 

soar [#20] xds 

// locals 

wire [N:0] addr_nxt; // address of next memory access 

wire [N:0] d; // on-chip data bus 

wire mem_ce; // memory access clock enable 

wire word_nxt; // next access is word wide 

wire read_nxt; // next access is read 

wire dbus_nxt; // next access uses on-chip data bus 

wire dma; // current access is a DMA transfer 

wire int_req; // interrupt request 

wire dma_req; // DMA request 

wire zerodma; // zero DMA counter request 

wire rdy; // current memory access is ready 

wire ud_t; // active low store data MSB output enable 

wire id sty // active low store data LSB output enable 

wire udlt_t; // active low store data MSB->LSB output 
enable 

wire vreqd; // wideo word DMA request 

wire vreset; // wideo word address counter reset 

wire vack; // wideo DMA acknowledge 

wire [7:0] sel; // on-chip peripheral select 

wire [15:0] chris // abstract control bus 

reg [7:0] xdq; // RAM external data half-cycle capture 
register 
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// submodules 

xrl6 p( 
-clk(clk), .rst(rst), .rdy(rdy), 
-ud_t(ud_t), .ld_t(ld_t), .udlt_t(udlt_t), 
-int_req(int_req), .dma_req(dma_req), .zerodma(zerodma), 
-insn({xdq,xd}), .mem_ce(mem_ce), 
-word_nxt (word_nxt), .read_nxt (read_nxt), .dbus_nxt (dbus_nxt), 
-dma(dma), .addr_nxt (addr_nxt), .d(d)); 


memctrl mc( 
-clk (clk), .rst(rst), 
-mem_ce(mem_ce), .word_nxt (word_nxt), .read_nxt (read_nxt), 
.-dbus_nxt (dbus_nxt), .dma(dma), .addr_nxt (addr_nxt), 
.dma_req_in(vreq), .zero_req_in(vreset), 
-rdy(rdy), .ud_t(ud_t), .ld_t(ld_t), -.udlt_t(udlt_t), 
-int_req(int_req), .dma_req(dma_req), .zerodma(zerodma), 
.ram_oe_n(ram_oe_n), .ram_we_n(ram_we_n), .xa_0O(xa_0), 
excout_t (xdout_t), .<oxd_t (Gxt), «ied titled tt), 
-sel(sel), .ctrl(ctrl), .dma_ack (vack)); 


vga vga ( 
-clk (clk), .rst(rst), .vack(vack), .pixels_in({xdq,xd}), 
-vreq(vreq), .vreset(vreset), 
-hsync_n(hsync_n), .vsync_n(vsync_n), .r(r), .g(g), .b(b)); 


// External RAM interface 
always @(posedge clk or posedge rst) begin 














if (rst) 
xa <= 0; 
lse if (mem_ce) 
xa[16:0] <= {1'b0O, addr_nxt[15:0]}; // use low 64 KB of 
SRAM 
end 
always @(negedge clk or posedge rst) begin 
if (rst) 
xdq <= 0; 
else 
xdq <= xd; 
end 
assign xd = xdout_t ? 8'bz = d[l7:0)]; 
assign d[7:0] = lxd_t ? 8'bz : xd; 
assign d[15:8] = uxd_t ? 8'bz : xdq; 
assign ram_ce_n = 0; 
assign res8031 = 1; 
// On-chip peripherals 
xraml6x16 iram( 
-clk (clk), .rst(rst), .ctrl(ctrl), .sel(sel[0]), .d(d)); 
xin8 parin ( 
OLR CEL) ». -eetlrety, <ctelLictrl), .~sé6l (eel); sdecar720 it; 
-i({3'b0,par_d})); 
xout4 parout ( 
-clk(clk), .rst(rst), .ctrl(ctrl), .sel(sel[2]), .d(d[3:0]), 
-QG(par_s)); 
endmodule 
*/ 
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W. XSOC_PC104.V 


“timescale ins / lips 

“include "voterids.v" 

// Code translated from Mindy Surratt's pcl04IntArm.vhd 

// and modified to work with the CFTP XSOC by David Dwiggins 


//-- Constants, formerly in pcl04IntPack.vhd 












































“define C_LowAddress 10'b1101000000 // 
0x340 
“define C_HighAddress 10'b1101101000 // 
0x368 
~define C_DATA_ADDR 10'b1101000000 // 
0x340 
~define C_TEST_ADDR 10'b1101000001 // 
0x341 
//\ define C_RESET 10'b1101000010 // 0x342 
‘define C_STATUS_ADDR 10'b1101000010 // 
0x342 
‘define C_INTACK_ADDR 10'b1101000100 // 
0x344 
‘define C_INIOFF_ADDR 10'b1101000101 // 
0x345 
“define C_INTON_ADDR 10'b1101000110 // 
0x346 





“define STATUS_REG_ALLOW_PROC_READ 0 
“define STATUS_REG_BLOCK_PROC_WRITE 1 
“define STATUS_REG_FIFO_ALMOST_FULL 2 






































“define XS_PC104_DATA_ADDR 5'b00000 // 
0x00 
“define XS_PC104_FULL_ADDR 5'b00010 // 
0x02 
‘define XS_PC104_EMPTY_ADDR 5"b00011 // 
0x03 
‘define XS_PC104_ALMOST_FULL_ADDR 5'b00100 // 0x04 
“define XS_PC104_GOT_DATA 5'b00101 
// 0x05 


module xsoc_pcl04_mod(clk, rst, int_req, d, T_DATA_io, DATA_io_out, 
DATA_io_en, T_ADDRESS_i, T_IOREAD_i, T_IOWRITE_i, T-TOCS. 7, 














T_INTRPT_o, 
fifo_full, dout, fifo_wren, fifo_rd, Pito rd: clk; fifo_din, 





























fifo_dout, 
fifo_empty, fifo_almost_full, ld_t, ld_ce, addr, errorbus) ; 

input clk; 
input rst; 
output int_req; 
input [47:0] d; 
input [7:0] T_DATA_io; 

output [7:0] DATA_io_out; 

output DATA_io_en; 
input [9:0] __ADDRESS_i; 
input __TOREAD_i; 
input __IOWRITE_i; 
input T-1O0CS=4; 
output T_INTRPT_o; 

input fifo_full; 

output L520) .douty 


output [7:0] fifo_din; 
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output fifo_wren; 























output fifo_rd; 
output fifo_rd_clk; 
input [7:0] fifo_dout; 
input fifo_empty; 
input fifo_almost_full; 
anput [-2:20'). Td; 
input [2:0] ld_ce; 
input [14:0] addr; 
inout [15:0] errorbus; 
wor [15:0] errorbus; 
wire clk; 
wire rst; 
wire [47:0] d; 
wire int_req; 
wire [7:0] T_DATA_io; 
wire [9:0] __ADDRESS_i; 
wire __TOREAD_i; 
wire __IOWRITE_i; 
wire Te 20CS_ 





reg T_INTRP To; 


// Signals that were external to the verilog PC/104 interface version 
// but are now attached to the XSOC interface code 
wire DATA_ACK_i; 
wire [7:0] DATA_i; 
reg [7:0] DATA_o; 
wire DATA_WREN_i; 
wire FIFO _FULL_o; 





reg S_RangeCheck; 
wire S_Decode; 
reg [7:0] S_IOTemp; 


// Data for IORead (top level writing to PC/104) 
wire [8:0] DATA_i_reg; 
wire [7:0] status_reg_iord; 


// Flags to/from top level for receiving data from PC/104 
reg data_ack; 


reg data_rdy; 


// fifo signals 


wire fifo_rd_clk; 

reg fifo_rd; 

wire fifo_full; // not used 
wire fifo_almost_full; 

wire fifo_empty; 

wire fifo_ainit; // not used 


wire [7:0] fifo_din; 
wire [7:0] fifo_dout; 
wire fifo_wren; 


//INTRPT signals 


reg intrpt_ack; 
reg intrpt_on; 

reg intrpt_off; 
reg intrpt_active; 
reg [31:0] intrpt_cent; 
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// Signals to clock PC/104 pins 


reg got_data; 

reg got_data_reg; 
reg wr_reset,; 

reg [7:0] s_data_i; 

reg [9:0] s_address_i; 

reg iow_d; 


// XSOC Interface signals 


wire [2:0] ld_t, ld_ce; 
wire [4:0] v_addr; 
wire yo bd t, viold. ce; 


wire [7:0] v_d; 
reg [L507]. douty 


assign int_req=data_rdy; 











voterlnsynh #(8) d_v (.din({d[39:32],d[23:16],d[7:0]}), 
-dout (v_d), .errorbus(errorbus), .clk(clk), .rst(rst), .ID(*PC104_MO_D_V)); 

voterlnsynh #(1) ld_ce_v (.din(ld_ce), .dout (v_ld_ce), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID(*PC104_MO_LD_CE_V)); 

voterlnsynh #(1) ld_t_v (.din(ld_t), -dout (v_ld_t), 
-errorbus(errorbus), .clk(clk), .rst(rst), .ID(*PC104_MO_LD_T_V)); 

voterlnsynh #(5) addr_v (.din(addr), .dout (v_addr), 


-errorbus(errorbus), .clk(clk), .rst(rst), .ID(*PC104_MO_ADDR_V)); 





always @ (v_addr or DATA_o or fifo_full or fifo_empty or 
fifo_almost_full or data_rdy) begin 
case (v_addr) 
~XS_PC104_DATA_ADDR: 
dout <= {8'b0,DATA_o[7:0]}; 
~XS_PC104_FULL_ADDR: 
dout <= {15'b0, fifo_full}; 
~XS_PC104_EMPTY_ADDR: 
dout <= {15'b0O,fifo_empty}; 
~XS_PC104_ALMOST_FULL_ADDR: 
dout <= {15'b0, fifo_almost_full}; 
~XS_PC104_GOT_DATA: 
dout <= {15'b0,data_rdy}; 
default: 
dout <= 16'b0O; 




















endcase 
end 


// writes to ARM 
assign DATA_WREN_i = v_ld_ce; 
assign DATA_i = v_d[7:0]; 








// data driven to the data bus, acknowledge receipt to ARM 





assign DATA_ACK_i = ~v_ld_t; // active low signal 
// 
// Address Range Check lines 
// 





always @(T_ADDRESS_i) begin 
if ( (T_ADDRESS_i >= ~C_LowAddress) & & (T_ADDRESS_i 








<=*C_HighAddress) ) 
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S_RangeCheck <= 1; 








else 
S_RangeCheck <= 0; 
end 
// 
// Decode Line 
// 
// New signal T_CARD_BLEO_i added 7 Jun 2006 
// S_Decode <= '1' when (T_IOCS_i = '0O' and S_RangeCheck = '1' 
T_CARD_BLEO_i='0') 
assign S_Decode = ((~T_IOCS_i) & S_RangeCheck) ; 


// Bidirctional Data IO 

// 

//S_IOTemp either status data or experiment data (from FIFO), 
// set in read process 


// assign T_DATA_io = (S_Decode & (~T_IOREAD_i)) ? S_IOTemp : 8'bz; 





assign DATA_io_en = (S_Decode & (~T_IOREAD_ji)); 
assign DATA_io_out = S_I0Temp; 








//MLS this should work for new board (right now they don't overlap right) 
//iow <= '0' when (T_IOCS_i = '0' and T_IOWRITE_i = '0') else '1'; 
//ior <= '0' when (T_IOCS_i = '0' and T_IOREAD_i = '0') else '1l'; 











always @(posedge clk) begin 
iow_d <= T_IOWRITE_i; 





end 


always @(posedge clk or posedge wr_reset) begin 
if(wr_reset) begin 
got_data <= 0; 





end 

else begin 
// New signal T_CARD_BLEO_i added 7 Jun 2006 
// if (s_decode = '1' and T_CARD_BLEO_i='0' and T_IOWRITE_i = '0O' 
iow_d = '1') then 














if(S_Decode & (~T_IOWRITE_i) & iow_d) begin 


got_data <=1; 
s_data_i <=T_DATA_io; 
s_address_i <= T_ADDRESS_i; 








end 
end 
end 


always @(posedge clk or posedge rst) begin 
if (rst) begin 
got_data_reg <= 0; 
wr_reset <= 1; 
end 
else begin 
got_data_reg <= got_data; 
wr_reset <= got_data_reg; 
end 
end 
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// ARM Processor Writes to PC/104 
always @(posedge clk or posedge rst) begin 
if (rst) begin 
data_ack <=0; 
data_rdy <=0; 


intrpt_ack <=0; 
intrpt_on <=0; 
intrpt_off <= 0; 
end 
else begin 
data_ack <= DATA _ACK_i; 





if (data_ack) begin 
data_rdy <= 0; 
end 


intrpt_ack <= 0; 
intrpt_on <= 0; 
intrpt_off <= 0; 


if(got_data) begin 
case (s_address_i) 
~C_DATA_ADDR: 
begin 
DATA_o[7:0] < 


s_data_i; // will 
be the XSOC data bus 
data_rdy <= 1; 
end 
~C_INTACK_ADDR: 
intrpt_ack <= 1; 
~C_INTON_ADDR: 
intrpt_on <= 1; 
~C_INTOFF_ADDR: 
intrpt_off <= 1; 


endcase 
end 
end 
end 


// ARM Processor Reads from PC/104 
always @(T_ADDRESS_i, DATA_i_reg,status_reg_iord) begin 
case (T_ADDRESS_ji) 
~C_DATA_ADDR: 








begin 
fifo_rd <= 1; 
S_I0Temp <= DATA_i_reg; 
end 
~C_STATUS_ADDR: 
begin 


fifo_rd <= 0; 
S_I0Temp <=status_reg_iord; //processor 
read status reg (tells whether ready for write/read) 





//status_reg_iord(0) = not fifo_empty (ie processor can read 
a byte) 


//status_reg_iord(1) = 1 when board is busy reading a byte 
(proc can't write yet) 
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//0 when board is ready for processor to write next byte 


//status_reg_iord(2) = fifo_almost_full (not used...) 
end 
default 
begin 
fifo_rd <= 0; 
S_IOTemp <= 0; 
end 
endcase 
end 


always @(posedge clk or posedge rst) begin 
if (rst) begin 
T_INTRPT_o <= 1; 
intrpt_active <=1; 
end 
else begin 
intrpt_cnt <= intrpt_cnt + 1; 


if (intrpt_off) 
intrpt_active <= 0; 

else if (intrpt_on) 
intrpt_active <= 1; 


if (intrpt_ack) 

__INTRPT_o <= 1; 

else if (fifo_almost_full & intrpt_active) 
_INTRPT_o <= 0; 
































end 
end 
assign status_reg_iord[7:3] = 5'b0; 
assign status_reg_iord[* STATUS_REG_ALLOW_PROC_READ] = ~fifo_empty; 
//if data in fifo, tell processor it can read a byte 
//(status_reg_iord(0) = '1' for ok to read) 
assign status_reg_iord[* STATUS_REG_BLOCK_PROC_WRITE] = (got_data 
data_rdy) ; 


//if FPGA is still processing previous byte from PC/104, 
//tell proc we don't want any more data yet 








//(status_reg_iord(1) = '1' for not ok to write) 
assign status_reg_iord[* STATUS_REG_FIFO_ALMOST_FULL] = fifo_almost_full; 
assign DATA_RDY_o = (data_rdy & (~DATA_ACK_i) & (~data_ack)); 








assign fifo_rd_clk = T_IOREAD_i; //changed since active low 


// assign fifo_din[15:8] = 8'b0; 

assign fifo_din[7:0] = DATA_i; 

assign DATA_i_reg = fifo_dout[7:0]; 

assign FIFO_FULL_o = DATA_WREN_i ? 1'bl : fifo_almost_full; 
assign fifo_wren = DATA_WREN_i; 

assign fifo_ainit = 1'b0; 








endmodule 


module xsoc_pcl04(clk, rst, ctrl, int_req, sel, d, T_DATA_io, 
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T_ADDRESS_i, T_IOREAD_i, T_IOWRITE_i, T_IOCS_i, T_INTRPT_o, 
fifo_full, errorbus); 
input clk; 
input rst; 
input [47:0] ctrl: 
output [2:0] int_req; 
input [2:0] sel; 
inout [47:0] d; 
inout [7:0] T_DATA_io; 
input [9:0] __ADDRESS_i; 
input __TOREAD_i; 
input __IOWRITE_i; 
input TT. TOCS “i 
output T_INTRPT_o; 
output fifo_full; 
inout [15:0] errorbus; 
wire clk; 
wire rss 
wire [47:0] etril; 
wire [2:0] sel; 
tri [47:0] d; 
wire [2:0] int_req; 
epapl [7:0] T_DATA_io; 
wire [9:0] __ADDRESS_i; 
wire __IOREAD_i; 
wire __IOWRITE_i; 
wire T_IOCS_i; 
wor [15:0] errorbus; 
// fifo signals 
wire [2:0] fifo_rd_clk; 
wire [2:0] fifo_rd; 
wire fifo_full; 
wire fifo_almost_full; 
wire fifo_empty; 
wire [23:0] fifo_din; 
wire [7:0] fifo_dout; 
wire [2:0] fifo_wren; 
// XSOC Interface signals 
wire [14:0] addr; 
wire [2:0] ud_t, ld_t, ud_ce, ld_ce; 
wire [47:0] dout; 
ctrl_dec_syn dec0O(.clk(clk), -rcst(rst), soctriterri), .sel(sel), 


-ud_t(ud_t[0]), 


-addr(addr[4:0]), 


ctrl_dec_syn 


-ud_t(ud_t[1]), 


-addr(addr[9:5]), 


ctrl_dec_syn 


-ud_t (ud_t[2]), 


-ld_t(1ld_t[0]), 
.errorbus (errorbus), 
decl (.clk (clk), 
-ld_t(ld_t[1]), 


.errorbus (errorbus), 


dec2(.clk(clk), 
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.ud_ce(ud_ce[0]), 


-rst(rst), 


-ud_ce(ud_ce[1]), 


-rst(rst), 


-id(*PC104_CTRL_D 





OEY tebe 


.ld_ce(ld_ce[0]), 


EC) ); 


), 


sseli(sel), 


.ld_ce(ld_ce[1]), 


-id(~PC104_CTRL_DEC) ); 


ctr ili(crel 





)y 


-sel(sel), 


-addr(addr[14:10]), 


-ld_t (1ld_t [2] 


.errorbus (er 


), 


-ud_ce(ud_ce[2]), 


rorbus), 


.ld_ce(ld_ce[2]), 


-id(~PC104_ CTRL_DEC) ); 





.dout (v_Data_io_en)); 


assign d[7:0] = ld_t[0] ? 8'bz dout [7:0]; 

assign d[15:8] = ud_t[0] ? 8'bz : dout[15:8]; 

assign d[23:16] = ldt[1] ? 8'bz : dout[23:16]; 

assign d[31:24] = ud_t[1] ? 8'bz dout [31:24]; 

assign d[39:32] = ldt[2] ? 8'bz dowt [3923213 

assign d[47:40] = ud_t[2] ? 8'bz dout [47:40]; 

wire [23:0] Data_io; 

wire [2:0] Data_io_en; 

wire [7:0] v_Data_io; 

wire v_Data_io_en; 

wire [2:0] INTRPT_o; 

voterin #(8) Data_io_v (.din(Data_io), .dout(v_Data_io)); 
voterin #(1) Data_io_en_v (.din(Data_io_en), 

voterin (1) INTRPT_o_v (.din(INTRPT_o), .dout(T_INTRPT_o)); 








assign T_DATA_io = 


v_Data_io_en ? v_Data_io[7:0] 





xsoc_pcl04_mod 


-int_req(int_req[0]), 


XSOC. 


-d(d), 


_pcl04_mod0(.clk(clk), 





. T_DATA_io(T_DATA_io), 





-DATA_io_out (Data_io[7:0]), 


»-DATA_io_en(Data_io_en[0]), 





. T_IOWRITE_i (T_IOWRITE 








i), 


. T_ADD 





RESS_i(T_ADDRESS_i), 














- T_IOR 


EAD _i(T_IOREAD_i), 





8'bz; 


2est (rst), 


.fifo_din(fifo_din[7:0]), 


.fifo_rd(fifo_rd[0]), 


.fifo_dout (fifo_dout[7:0]), 





-P_TOCS_4 (T_TOCS_i), 


INTRPT_o(INTRPT_o[0]), 





.fifo_full (fifo_full), 


.fifo_wren(fifo_wren[0 


.fifo_rd_clk (fifo_rd_cl 





.fifo_empty (fifo_empty 


.f£if0_almost_full(fifo_almost_full), 


xsoc_pcl04_mod 


-int_req(int_req[1]), 


»-DATA_io_en(Data_io_en[1]), 





. T_IOWRITE_i (T_IOWRITE 








aa 


i), 


.fifo_din(fifo_din[15:8]), 


tiFo. rdtfi For ra [1 


.fifo_dout (fifo_dout[7:0]), 


eld t (last), 
.errorbus (errorbus) ); 


xsoc_pcl104_modl1(.clk(clk), 


.ld_ce (ld_ 





-d(d), 


-dout (dout[15:0]), 


~ 


ce), .addr(addr), 


~ESE(ESt); 


.T_DATA_io(T_DATA_io), 





»-DATA_io_out (Data_io[15:8]), 





. T_ADDRESS_i(T_ADDRESS__ 

















. T_IOREAD_i (T_IOREAD_i) 





i), 


, 





.-T_IOCS_i(T_IOCS_i), 


.T_INTRPT_o(INTRPT_o[1]), 





.fifo_full (fifo_full), 


.dout (dout[31:16]), 


.fifo_wren(fifo_wren[1]), 


sfifo-rd clk(fifo_rd_clk[1)), 


.fifo_empty (fifo_empty), 
.f£if0_almost_full(fifo_almost_full), 
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-ld_t(ld_t), .ld_ce(ld_ce), .addr(addr), 
.errorbus (errorbus) ); 


xsoc_pcl04_mod xsoc_pcl104_mod2(.clk(clk), -cst(rst), 
-int_req(int_reg[2]), 





.d(d), .T_DATA_io(T_DATA_io), 
»-DATA_io_out (Data_io[23:16]), 





-DATA_io_en(Data_io_en[2]), 





. T_ADDRESS_i(T_ADDRESS_i), 
.T_IOREAD_i(T_IOREAD_i), 























.T_IOWRITE_i(T_IOWRITE_i), 











.T_IOCS_i(T_IOCS_i), .T_INTRPT_o(INTRPT_o[2]), 
.fifo_full(fifo_full), .dout (dout [47:32]), 





.fifo_din(fifo_din[23:16]), 
.fifo_wren(fifo_wren[2]), 
.fifo_rd(fifo_rd[2]), 
.fifo_rd_clk (fifo_rd_clk[2]), 
.fifo_dout (fifo_dout[7:0]), 
.fifo_empty (fifo_empty), 
.fifo_almost_full(fifo_almost_full), 
-ld_t(ld_t), .ld_ce(ld_ce), .addr(addr), 
-errorbus (errorbus)); 


pcl04queue_8x16 pcl04_queuel(.din(fifo_din), 
-clk (clk), 
sestirst), 


.add(fifo_wren), 
.cremove (fifo_rd), 


// since the 
rd clock is an input to the FPGA voting doesn't help 





.remove_clk(T_IOREAD_ji), 





.dout (fifo_dout[7:0]), 
-empty (fifo_empty), 
-nearlyfull(fifo_almost_full), 


-full (fifo_full)); 





// comment out the above module instantiation and uncomment this one 
// to switch back to the CoreGen queue for testing 

//fifo_out_arm fifo_out_arml ( 

// .din(fifo_din[7:0]) 





// -wr_en(fifo_wren[0]), 

// -wr_clk (clk), 

// -crd_en(fifo_rd[0]), 

// -cd_clk(fifo_rd_clk[0]), 

// .dout (fifo_dout[7:0]), 

// -empty (fifo_empty), 

// .full(fifo_full), 

// .almost_full (fifo_almost_full)); 
endmodule 
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APPENDIX B: VHDL SOURCE CODE 


This appendix contains source code for the two VHDL modules from the previous 


X1 configuration modified for use with the CFTP XSOC microcontroller. 


A. SELECTMAP_CONFIG.VHD 





-- selectmap_config.vhd = 
-—- Author: indy Surratt, 2005 stad 
—- Research Associate, Naval Postgraduate School, Monterey, CA ia 


-- Code to perform a selectmap full configuration on the V1 experiment FPGA -- 














library IEEE; 

use IEEE.std_logic_1164.all; 

use I umeric_std.all; 

use IEEE.std_logic_unsigned.all; 
use I td_logic_arith.all; 






































EEF 





nuns wn 


entity selectmap_config is 



















































































port ( 
T_CLOCK_i : in std_logic; 
RESET_i : in std_logic; 
-- TIMESTAMP_i : in std_logic_vector(63 downto 0); 
__SELECTMAP_INIT_o : out std_logic; 
__SELECTMAP_WRITE_o : out std_logic; 
__SELECTMAP_CS_o : out std_logic; 
__SELECTMAP_DATA_o : out std_logic_vector(7 downto 0); 
SM_CONFIG_ROST_i : in std_logic; 
SM_CONFIG_STATUS_o : out std_logic; 
SM_FLASH_BASE_i : in std_logic_vector(20 downto 0); 
T_FLASH_DATA_i : in std_logic_vector(15 downto 0); 
T_FLASH_ADDRESS_o : out std_logic_vector(21 downto 0) 
-- PC104_WR_RDY_i : in std_logic; 
ae PC104_WR_EN_o : out std_logic; 
a DATA_o : out std_logic_vector(7 downto 0) 


); 
end selectmap_config; 


architecture rtl of selectmap_config is 























CONSTANT BIN_LENGTH : integer := 450996; --SIMULATION 20; 
-—-CONSTANT CONFIG_DELAY : integer := 40; SIMULATION 10; 
--Added 20 clocks to config delay to offset deletion of PC/104 data output 
CONSTANT CONF IG_DELAY : integer := 60; SIMULATION 10; 











177 












































CONSTANT ABORT_SETUP_LENGTH : integer := 5; 
CONSTANT ABORT_LENGTH : integer := 5; 
CONSTANT ABORT_RELEASE LENGTH : integer := 5; 
CONSTANT CONFIG_LENGTH : integer := CONFIG_DELAY + BIN_LENGTH + 











ABORT_SETUP_LENGTH + 
ABORT_LENGTH + 
ABORT_RELEASE_LENGTH; 






































signal count_config : integer range 0 to CONFIG_LENGTH ; 

signal byte_count : integer range 0 to 100; 

-- signal wr_cnt : integer range 0 to 100; 

CONSTANT SC_WORD_LENGTH : integer := 10; 

—-type sc_vector is array(SC_WORD_LENGTH-1 downto 0) of std_logic_vector (7 
downto 0); 

-—-signal sc_word : sc_vector; 

signal s_flash_address_o : std_logic_vector(20 downto 0); 

begin 

-- only one flash device on CFTP-1, so only 21 addr lines (addr(21) = '0') 


T_FLASH_ADDRESS_o(21) <= '0'; 


T_FLASH_ADDRESS_o(20 downto 0) <= s_flash_address_o; 











-—- Selectmap Configuration Process 
process (T_CLOCK_i, RESET_i) 
begin 

















if (RESET_i = '1"') then 











s_flash_address_o <= "000000000000000000000",; 


SM_CONFIG_STATUS_o <= '0'; 











T_SEI 








ECTMAP_DATA_o <= x"00"; 





SELECTMAP_INIT_o <= '0'; 


SELECTMAP_WRITE_o < 


SELECTMAP_CS_o <= '1'; 





























-- PC104_WR_EN_o <= '0'; 





== wr_cnt <= 0; 


count_config <= CONFIG_LENGTH; 





elsif (T_CLOCK_i'event and T_CLOCK_i = '1') then 





_SELECTMAP_INIT_o <= '1'; 
__SELECTMAP_CS_o <= '1'; 
__SELECTMAP_WRITE_o <= '1'; 
--  PC104_WR_EN_o <= '0'; 
























































if ( count_config = 0 ) then 
-- if (wr_cnt = 0) then 

== sc_word(0) <= x"53"; 
== sc_word(1) <= x"43"; 
-- sc_word(2) <= TIMESTAMP_i(63 downto 56); 
a sc_word(3) <= TIMESTAMP_i(55 downto 48); 
-- sc_word(4) <= TIMESTAMP_i(47 downto 40); 
= sc_word(5) <= TIMESTAMP_i(39 downto 32); 
a sc_word(6) <= TIMESTAMP_i(31 downto 24); 
-- sc_word(7) <= TIMESTAMP_i(23 downto 16); 
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then 


—ai kkk 
—Ai kkk 
—uikKkK*k 
Se RK 
—ui kkk 
—ai kkk 
—ai kkk 
—AikKkK*k 
—ui kkk 
—Ai kkk 
—ai kkk 


Sa KE 





15 downto 
IMESTAMP_i(7 downto 0 


sc_word (8) 
sc_word(9) 
wr_cnt <= + 1; 
elsif (wr_cnt < SC_WORD_LENGTH+1 and PC1l 
DATA_o <= sc_word(wr_cnt-1); 
PC104_WR_EN_o <= 
wr_cnt <= 
elsif (wr_cnt = SC_WORD_LENGTH+1) 
count_config <= 1; 
wr_cnt <= 0; 
end if; 




















then 





—- give it some time 
elsif (count_config 
count_config <= 


< CONFIG_DELAY ) 
count_config + 1; 


then 





—- assert write and CS 


8); 
3 


04_WR_RDY_i = 





elsif (count_config < CONFIG_DELAY + ABORT_SET 








UP_LENGTH) then 








count_config <= count_config + 1; 
SELECTMAP_CS_o <= '0'; 
SELECTMAP_WRITE_o <= '0'; 


























—- deassert write while CS is asserted (pulls 


an abort) 











elsif 











count_config <= count_config + 1; 



































(count_config < CONFIG_DELAY + ABORT_SETUP_LENGTH + ABORT_LENGTH) 




















'__SELECTMAP_CS_o <= '0'; 
'_SELECTMAP_WRITE_o <= '1'; 
—- Just deassert WRITE and CS to release the abort (for Virtex 1) 
—-— (Default values of WRITE and CS are '1', see above) 
elsif (count_config < CONFIG_DELAY + ABORT_SETUP_LENGTH + 
ABORT_LENGTH + ABORT RELEASE LENGTH) then 





count_config <= count_config + 1; 


-—- read data from flash and write to X2s selec 





elsif (count_config < CONFIG_LENGTH) then 
byte_count <= byte_count + 1; 
—-T_SELECTMAP_DATA_io0 is the MSB (except 











—-so in this instance D7 is MSB...) 
—- disabled bit flipping in promgen (defau 




















tmap interface 


I swapped values in UCF 


lt is to flip bits in 


ea 


ch byte), so T_s_o<=t_flash_data instead of 





having to reverse the bits 


(7=0, 





takes some t 
I'm allowing 
(byte_count 


= 6) 


ime to read from the 
for... 
then 


byte_count <= 6; 





6=1, etc) 


flash (possibly less than 


i(7 downto 0); 


if (wr_cnt = 0) then 
sc_word(0) <= T_FLASH_DATA_ 
wr_cnt <= wr_cnt + 1; 

elsif (wr cnt < 2 and PC104_WR_RDY_i = 
DATA_o <= sc_word(wr_cnt-1); 
PC104_WR_EN_o <= '1'; 
wr_cnt <= wr_cnt + 1; 

elsif (wr_cnt = 2) then 
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SELECTMAP_CS_o <= 'O'; 
SELECTMAP_WRITE_o <= '0'; 
SELECTMAP_ DATA_o <= T_FLASH DATA _i(7 downto 0); 
count_config <= count_config + 1; 

byte_count <= 0; 

s_flash_address_o <= s_flash_address_o + 1; 
































—akKkK* 
SRE wr_cnt <= 0; 


SERS end if; 
—akKkK* 


end if; 


—- sit here until we get a config request from the top level 
elsif (count_config = CONFIG_LENGTH ) then 
count_config <= CONFIG_LENGTH; 
SM_CONFIG_STATUS_o <= '0O'; 
—-reset flash address 
== s_flash_address_o <= "000000000000000000000"; 
an 08202008 added selectable base address ded 
s_flash_address_o <= SM_FLASH_ BASE _i(20 downto 0); 
if (SM_CONFIG_ROST_i = '1"') then 
count_config <= 0; 
SM_CONFIG_STATUS_o <= '1'; 
end if; 























end if; 


end if; 
end process; 


end rtl; 


B. SELECTMAP_READBACK.VHD 





-—- selectmap_readback.vhd ot 
-- Author: Mindy Surratt, 2005 mee 
-—- Research Associate, Naval Postgraduate School, Monterey, CA cd 


-—- Code to perform a selectmap readback on the experiment FPGA, aad 
—- compare the readback data with the configuration file and mask file stored -- 
-- in the Flash memory, and output any configuration errors to the PC/104 = 









































library IEEE; 

use IEEE.std_logic_1164.all; 

use IEEE.numeric_std.all; 

use IEEE.std_logic_unsigned.all; 
use IEEE.std_logic_arith.all; 














entity selectmap_readback is 
port ( 


PT oChOCK a. : in std_logic; 
CLOCK_i : in std_logic; 
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C 














LOCK_NOBUFG_i 










































































in std_logic; 


in std_logic_vector(63 downto 0); 





in std_logic_vector(20 downto 0); 


out std_logic_vector(7 downto 0); 
in std_logic_vector(7 downto 0); 


in std_logic; 


in std_logic_vector(15 downto 0); 
out std_logic_vector(21 downto 0); 


out std_logic_vector(7 downto 0) 











RESET_i in std_logic; 
ae TIMESTAMP_i 
LT CCLK..6 out std_logic; 
T_SELECTMAP_ FLASH BASE _i : 
__SELECTMAP_INIT_o out std_logic; 
'_SELECTMAP_WRITE_o out std_logic; 
'_SELECTMAP_CS_o out std_logic; 
_SELECTMAP_DATA_o 
'_SELECTMAP_ DATA _i 
SM_RB_ROST_i in std_logic; 
SM_RB_STATUS_o out std_logic; 
SM_RB_ACK_i 
T_FLASH_ DATA_i 
T_FLASH_ADDRESS_o 
- PC104_WR_RDY_i in std_logic; 
- PC104_WR_EN_o out std_logic; 
ed DATA_o 
SM_RB_READ_DATA_o 
SM_RB_ERROR_LOC_H_o 
SM_RB_ERROR_LOC_L_o 
SM_RB_ERROR_WORD_o 











SM_RB_DATA_RDY_o 


i 


out std_logic_vector 
out std_logic_vector 
out std_logic_vector 
out std_logic_vector 


out std_logic 


(7 downto 0); 
(7 downto 0); 
(15 downto 0); 
(15 downto 0); 


end selectmap_readback; 
























































































































































architecture rtl of selectmap_readback is 
-—- Constants 
CONSTANT READBACK_COMMAND_LENGTH integer := 36; 
—-— CLB_LENGTH refers to CLBs, IOBs, and BRAMIs. We do not read back BRAMs 
CONSTANT CLB_LENGTH : integer := 435240; --SIMULATION 130; 
CONSTANT READBACK_ DELAY integer := 40; SIMULATION 10; 
CONSTANT READBACK_INIT1_DELAY integer := 1; 
CONSTANT READBACK_INIT2_DELAY : integer := 1; -- DO NOT CHANGE THIS! 
-—- Number of clocks needed to set up readback (before we actually start 
-—- getting data) 
CONSTANT READBACK_OFFSET integer := READBACK_COMMAND_LENGTH + 
READBACK_DELAY + 
READBACK_INIT1_DELAY + 
READBACK_INIT2_DELAY; 
CONSTANT READBACK_ LENGTH integer := CLB_LENGTH + 
READBACK_OFFSET; 
CONSTANT sleep_st : std_logic_vector 
(2 downto 0) := "000"; 
CONSTANT wr_hdr_st std_logic_vector 
(2 downto 0) = "001"; 
CONSTANT read_flash_st std_logic_vector 
(2 downto 0) := "010"; 
CONSTANT read_sm_st std_logic_vector 
(2 downto 0) := "011"; 
CONSTANT wait_st std_logic_vector (2 downto 0) = 
ALGO" 
CONSTANT compare_st std_logic_vector 
(2 downto 0) := "101"; 
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CONSTANT write_pcl04_st 


downto 0) 


:= "110"; 


signal s_clock_i 
signal report_error_state 


-—- Flash compare/report signals 


== type 


type 


std_logic_vector (2 


std_logic := '0'; 


std_logic_vector (2 downto 0); 


my_state is (sleep_st,read_flash_st,wr_hdr_st, 
st, wait_st, compare_st, write_pcl04_st); 
5 downto 0) of std_logic_vector(7 downto 0); 


read_sm_ 


error_vector is array(1l 


me signal report_error_state 
= signal error_word 


signal 
signal 
signal 
signal 
signal 


flash_data_reg 
s_flash_address_o 
error_count 
error_location 
error_location_readback 


== signal wr_cnt 


al CONSTANT SM_WORD_LENGTH 
sm_vector is array (SM_WORD_LENGTH-1 down 


ag type 
downto 0); 





ai signal sm_word 


-- Selectmap Readback signals 


type 


signal 
signal 
signal 
signal 
signal 
signal 
signal 
signal 


signal 


begin 


readback_mem_type is ar 


readback_command 
count_readback 
strt_rb 
s_selectmap_data_d 
s_selectmap_data_i 
reading_sm_data 
reading_sm_data_d 
readback_location 





selectmap_read_data 





my_state; 
error_vector; 


std_logic_vecto 
std_logic_vecto 
integer range 0 
std_logic_vecto 
std_logic_vecto 

integer range 


integer := 10 





sm_vector; 





r(15 downto 0); 

r(20 downto 0); 
to 1024; 

r (23 downto 0); 

© (23 downto O)¢ 
G. to. B2% 


, 


to 0) of std_logic_vector(7 





ray (READBACK_COMMAND_LENGTH-1 downto 0) 


readback_mem_type; 
integer range 0 to 
std_logic; 

std_logic_vector (7 


std_logic_vector (7 
std_logic; 
std_logic; 


integer range 0 to 





std_logic_vector(7 


of std_logic_vector(7 downto 0); 


1024000; 


downto 0); 
downto 0); 


1024000; 


downto 0); 


—- Clocking CCLK only works if we use a signal that is not on the 
-- clock network 


process 
if 


(T_CLOCK_i) begin 


(T_CLOCK_i'event and T_ 


s_clock_i <= not s_clo 


end if; 
end process; 


CLOCK_i = '1') then 
ck_i; 


-- Command sequence that initializes a selectmap readback 

readback_command(0) (7 downto 0) <= x"FF"; --MSB dummy word 
readback_command(1) (7 downto 0) <= x"FF"; 
readback_command(2) (7 downto 0) <= x"FF"; 
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readback_command(3) (7 downto 0) <= x"FF"; 

readback_command (4) (7 downto 0) <= x"AA"; --MSB synchronization word 
readback_command(5) (7 downto 0) <= x"99"; 

readback_command(6) (7 downto 0) <= x"55"; 

readback_command(7) (7 downto 0) <= x"66"; 

readback_command(8) (7 downto 0) <= x"30"; --MSB write 1 word to FAR reg 
readback_command(9) (7 downto 0) <= x"00"; 

readback_command(10) (7 downto 0) <= x"20"; 

readback_command(11)(7 downto 0) <= x"01"; 

readback_command(12) (7 downto 0) <= x"00"; --MSB FAR address 
readback_command(13) (7 downto 0) <= x"00"; 

readback_command(14) (7 downto 0) <= x"00"; 

readback_command(15) (7 downto 0) <= x"00"; 

readback_command(16) (7 downto 0) <= x"30"; --MSB write 1 word to CMD reg 
readback_command(17) (7 downto 0) <= x"00"; 

readback_command(18) (7 downto 0) <= x"80"; 

readback_command(19) (7 downto 0) <= x"01"; 

readback_command(20) (7 downto 0) <= x"00"; --MSB RCFG command 
readback_command(21) (7 downto 0) <= x"00"; 

readback_command(22) (7 downto 0) <= x"00"; 

readback_command(23) (7 downto 0) <= x"04"; 

readback_command (24) (7 downto 0) <= x"28"; --MSB type 2 header 
readback_command(25) (7 downto 0) <= x"00"; 

readback_command(26) (7 downto 0) <= x"60"; 

readback_command(27) (7 downto 0) <= x"00"; 

readback_command (28) (7 downto 0) <= x"48"; --type 2 read from active reg 
readback_command(29) (7 downto 0) <= x"01"; --(FDRO) Ox1lA90A 32 bit words 
readback_command (30) (7 downto 0) <= x"A9"; -- (READBACK_LENGTH/4) 
readback_command(31) (7 downto 0) <= x"0A"; 

readback_command (32) (7 downto 0) <= x"00"; --MSB pad word 
readback_command(33) (7 downto 0) <= x"00"; 

readback_command(34) (7 downto 0) <= x"00"; 

readback_command(35) (7 downto 0) <= x"00"; 














-—- grabs selectmap data on the next read_sm_st, 

—- the first byte read back will be junk (no data yet) 

T_CCLK_o <= '1l' when reading_sm_data = '1' 

and report_error_state /= read_sm_st 
else s_clock_i; 

s_selectmap_data_i <= T_SELECTMAP_DATA_i; 














—- only one flash device on CFTP-1, so only 21 addr lines (addr(21) = '0') 
T_FLASH_ADDRESS_o(21) <= 'O'; 


T_FLASH_ADDRESS_o(20 downto 0) <= s_flash_address_o; 

















readback_location <= 0 when count_readback < READBACK_OFFSET 
else (count_readback - READBACK_OFFSET); 






































process (CLOCK_i, RESET_i) 
begin 
if (RESET_i = '1') then 
report_error_state <= sleep_st; 
error_count <= 0; 
5 wr_cnt <= 0; 
PC104_WR_EN_o <= '0'; 
DATA_o <= x"31"; 
elsif (CLOCK_i'event and CLOCK_i = '1') then 
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PC104_WR_EN_o <= 
report_error_ state <= 


ease report error usetate 





ese 
report error state; 


is 


when sleep_st => 

















set flash address to just after the selectmap 
configuration commands in the bin file 












































== s_flash_address_o <= "000000000000001001000"; 
s_flash_address_o ee 
T_SELECTMAP_ FLASH BASE_i; 

—- wait until we start actually reading SM data 

—- then start the readback reports 

if (reading_sm_data = '1') then 

report_error_state <= wr_hdr_st; 
end if; 
when wr_hdr_st => 
-- if (wr_cnt = 0) then 
ome sm_word(0) <= x"53"; 
ral sm_word(1) <= x"4D"; 
-- sm_word(2) <= TIMESTAMP_i(63 downto 56); 
a sm_word(3) <= TIMESTAMP_i(55 downto 48); 
ae sm_word(4) <= TIMESTAMP_i(47 downto 40); 
-—- sm_word(5) <= TIMESTAMP_i(39 downto 32); 
a sm_word(6) <= TIMESTAMP_i(31 downto 24); 
oe sm_word(7) <= TIMESTAMP_i(23 downto 16); 
-- sm_word(8) <= TIMESTAMP_i(15 downto 8); 
-- sm_word(9) <= TIMESTAMP_i(7 downto 0); 
= wr_cnt <= wr_cnt + 1; 
-- elsif (wr _cnt < SM _WORD_LENGTH+1 and PC104_WR_RDY_i "Z') 
then 

oe DATA_o <= sm_word(wr_cnt-1); 
-- PC104_WR_EN_o <= '1'; 
<< wr_cnt <= wr_cnt + 1; 
= report_error_state <= wr_hdr_st; 
-- elsif (wr _cnt = SM_WORD_LENGTH+1) then 
-- wr_cnt <= 0; 


report_error_state <= read_flash_st; 


7 end if; 


when read_flash_st => 


report_error_state <= read_sm_st; 





-- Go idle if we are done reading back 
if (reading_sm_data = '0') then 

report_error_state <= sleep_st; 
end if; 


when read_sm_st => 


-—- latch the selectmap 
-- and trigger CCLK to 


data from the last read, 
get th 





—- assignment above) 


selectmap_read_data <= 


next byte (s 


s_selectmap_data_i; 


report_error_state <= wait_st; 


when wait_st => 
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T_CCLK_o 


—- Skip first junk byte (see CCLK above), 1 dummy word, 
-- and one pad frame (120 bytes) 
if (readback_location < 125) then 
report_error_state <= read_sm_st; 
else 
report_error state <= compare st; 
end if; 


when compare_st => 


—- latch flash data for possible report to PC104 
flash_data_reg <= T_FLASH_DATA_i; 

increment the flash address for the next read 
s_flash_address_o <= s_flash_address_o + 1; 








—- Compare read back selectmap data, configuration data 


-- stored in the flash, and mask data stored in the flash. 


-- If there is a mismatch, print a report to PC/104. 
Otherwise, read the next byt 





if ( ( (T_FLASH_DATA_i(7 downto 0) xor selectmap_read_data) 
and not T_FLASH_DATA_i(15 downto 8) ) /= x"00" ) then 
report_error_state <= write_pcl04_st; 

else 
report_error_state <= read_flash_st; 

end if; 


when write_pcl04_st => 


—- 08/01/2008 ded comment out direct access to PC/104 bus and add 
from CPU 
—- print out SM report 
-- error_word() defined below 
SM_RB_DATA_RDY_o <= '1'; 
-- if (wr_cnt < 7 and PC104_WR_RDY_i = '1' ) then 
-- DATA_o <= error_word(wr_cnt); 
-- PC104_WR_EN_o <= 'L'; 
Foes wr_cnt <= wr_cnt + 1; 
read next byte from selectmap when done 

-- elsif (wr _cnt = 7) then 








if (SM_RB_ACK_i = '1') then 


ack 


report_error state 


<= read_flash_st; 
SM_RB_DATA_RDY_o 


end if; 
ses wr_cnt <= 0; 
rts end if; 





when others => report_error_state <= sleep_st; 
end case; 
end if; 


end process; 
error_location <= "000" & (s_flash_address_o - 1) ; 


error_location_readback <= 
std_logic_vector (to_unsigned (readback_location, 24) ); 








SMRB error report, error location is byte location within 
-—- bin file 
i error_word(0) <= x"00"; 
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= 


error_word 
error_word 


( 

( <= error_ 
error_word ( 

( 

( 


) 

) 

) <= error_ 
error_word (4) 
error_word(5) 

error_word ( 
SM_RB 
SM_RB 
SM_RB 
SM_RB 


<= error_ 


a 

















Hew 


RROR_WORD_o <= fla 





-—- Process to perform Sel 

















process (CLOCK_i, RESET_i) 
begin 
if (RESET_i = '1') th 











SELECTMAP_INIT_ 
SELECTMAP_WRITE 
SELECTMAP_CS_o 


























count_readback <= 
SM_RB_STATUS_o <= 
reading_sm_data < 
reading_sm_data_d 





s_selectmap_data_ 


strt_rb <= '0'; 











T_SELECTMAP_DATA_ 


elsif (CLOCK_i'event a 





SELECTMAP_INIT_ 
SELECTMAP_CS_o 























n 








reading_sm_data < 
reading_sm_data_d 


-—- Give it some t 
if (count_readbac 
count_readbac 


Write the read 
elsif (count_read 








SELECTMAP_C 
SELECTMAP_W 
SELECTMAP_D 


























<= selectmap_read_data ; 


location (23 downto 16); 
location(15 downto 8); 
location(7 downto 0); 

( 


<= flash_data_reg(7 downto 0); 
) <= flash_data_reg(15 downto 8); 
FAD _DATA_o <= selectmap_read_data ; 
RROR_LOC_H_o <= error_location(23 downto 16); 
RROR_LOC_L_o <= error_location(15 downto 0); 


sh_data_reg(15 downto 0); 


ectmap Readback 


en 

Ose Lt 
20, SSL; 
<= pss 








READBACK_LENGTH; 
'O'; 
=) 105 

<= "0! 


d <= x"FF"; 


oO. <= x" FF"; 


nd CLOCK_i = '1') then 
o <= '1'; 
<= pls 


ELECTMAP_WRITE_o <= '1'; 


= VOss 
<= reading_sm_data; 


ime 
k < READBACK_DELAY) then 
k <= count_readback + 1; 








bac 
back < READBACK_COMMAND_LENGTH + 
READBACK_ DELAY ) then 

So <=. *0"s 

RITE_o <= '0'; 

ATA_o <= 














k commands to X2s selectmap interface 


readback_command (count_readback - READBACK_DELAY ); 


count_readbac 


—-INITialize readbac 
elsif (count_readbac 








SELECTMAP_C 
SELECTMAP_W 























k <= count_readback + 1; 


deassert CS and WRITE) 





K 
K 














( 

< READBACK_COMMAND_LENGTH + R 
READBACK_INIT1_DELAY ) then 
S_o <= '1l'; 

RITE-o <= '1"¢ 
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= 














EADBACK_D 


ELAY + 


els 


els 


els 


end 
end if; 


count_readback <= count_readback + 1; 


INITialize readback (assert CS) 

if (count_readback < READBACK_OFFSI 
SELECTMAP_CS_o <= '0O'; 
__SELECTMAP_WRITE_o <= '1'; 
count_readback <= count_readback + 1; 








Ke | 


T ) then 


























read back the configuration data from X2 
if ((count_readback < (READBACK_LENGTH)) ) then 











SELECTMAP_CS_o <= 'OQ'; 

'_SELECTMAP_WRITE_o <= '1'; 

reading_sm_data <= '1l'; 

-- data_d will be FF until second clock in this statement 

—- this prevents SM readback from hanging on the next statement 
if there happen to be no FFs at the beginning 

s_selectmap_data_d <= s_selectmap_data_i; 
































—- Skip all dummy FF data coming out of the selectmap interface 
-- at the beginning 
if (s_selectmap_data_i /= x"FF" and 
s_selectmap_data_d = x"FF") then 
strt_rb <= '1'; 
end if; 


—- Don't increment the readback counter unless we've cleared out 
-—- all the dummy FF's (strt_rb = '1') and we we are latching 
—- the selectmap data in the read_sm_st of the state machine 
-—- CCLK is clocked off of read_sm_st as well, so every time 
we are in read_sm_st, another byte of selectmap data is 
-—- clocked out, and we grab it the next time we're in read_sm_st 
-- we only want to increment the counter when we actually 
-—- grab a selectmap readback byte 
if (report_error_state = read_sm_st and strt_rb = '1' ) then 

















count_readback <= count_readback + 1; 
end if; 


sit here until we get a readback request from top level 
if (count_readback = READBACK_ LENGTH ) then 
count_readback <= READBACK_LENGTH; 
SM_RB_STATUS_o <= '0O'; 
strt_rb <= '0'; 
—- Make sure this starts out as FF so we will start the readback 
-- even if there are no dummy FF's at the beginning of the 
-—- readback 
s_selectmap_data_d <= x"FF"; 














if (SM_RB_ROST_i = '1') then 
count_readback <= 0; 
SM_RB_STATUS_o <= '1'; 
end if; 


dnive 


end process; 


end rtl; 
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APPENDIX C: CSOURCE CODE 


This appendix contains the two C source files used in the CFTP microcontroller. 
The first, HEXTOV.C, is the source for the .hex to Verilog format conversion tool. The 


second, libxr16.c, is the runtime library for XSOC. 


A. HEXTOV.C 


#include <stdio.h> 
#define NUMBYTES 8 
#define NUMWORDS 4 
#define NUMOUTPUT 22 
#define HEXPERLINE 64 




















unsigned char inputbytes [NUMBYTES]; 
FILE *outputfile; 
unsigned char outputhex [NUMOUTPUT] [HEXPERLINE]; 
int linepos; 
int linecnt; 























void myputc(unsigned char mychar, int mybin); 
void writelines(); 
void clearlines(); 
unsigned char ascii2bin(int charl, int char2); 
unsigned char bin2ascii(unsigned char myint); 


main(int argc, char *argv[]) 


{ 





FILE *inputfilep; 


char myfilename[15]; 

int i,j; 

int tbyte; 

int fileend; 

int charl, char2; 

char inputfilename[255]; 
int tlen; 


strcpy(myfilename, argv[1]); 
strcat (myfilename, ".hex"); 


if ((inputfilep = fopen(myfilename,"r")) == NULL) 
{ 
fprintf(stderr, "Can't open %s\n",myfilename) ; 
exit (1); 
} 


strcpy(myfilename, argv[1]); 
strcat(myfilename, ".v"); 
if ((outputfile=fopen (myfilename, "w") )==NULL) 


189 


{ 


fprintf(stderr, 


} 


fileend=0; 
linepos=63; 
linecnt=0; 
clearlines(); 
while (fileend==0) 


{ 


"Can't open %s\n", 


tbhyte=getc(inputfilep) ; 
start a new line */ 


/* 
ay 
{ 


(tbyte!= 


/* read 
for (j=0; 
{ 


EOF) 


a byte, 
4<9; 4++) 





read 9 more*/ 


getc(inputfilep) ; 


} 
harl=ge 
har2=ge 
nputbyt 
etc (inp 
harl=ge 
har2=ge 
nputbyt 
etc (inp 
harl=ge 
har2=ge 
nputbyt 
etc (inp 
harl=ge 
har2=ge 
nputbyt 
etc (inp 
harl=ge 
har2=ge 
nputbyt 
etc (inp 
harl=ge 
har2=ge 
nputbyt 
etc (inp 
harl=ge 
har2=ge 


etc (inp 
harl=ge 
har2=ge 





qaawagraaqgraaagaraadagqgradaagraadadawagradadaagrtaa 


es[l 
utfilep); 


es[0 
utfilep); 


es[3 
utfilep); 


es[2 
utfilep); 





es[5 
utfilep); 


es[4 
utfilep); 








utfilep); 





getc(inputfilep) ; 


/* 
aig 
{ 


printf("data is %x %x %x Sx %x 
inputbytes[0], inputbytes 
inputbytes[4], inputbytes 


*/ 


((linecnt==0) 


&& 


tc(inputfilep) ; 
tc(inputfilep); 
=ascii2bin(charl,char2) ; 


tc(inputfilep) ; 
tc(inputfilep) ; 
=ascii2bin(charl,char2) ; 


tc(inputfilep); 
tc(inputfilep); 
=ascii2bin(charl,char2) ; 


tc(inputfilep) ; 
tc(inputfilep) ; 
=ascii2bin(charl,char2) ; 


tc(inputfilep) ; 
tc(inputfilep) ; 
=ascii2bin(charl,char2) ; 


tc(inputfilep) ; 
tc(inputfilep) ; 
=ascii2bin(charl,char2) ; 


tc(inputfilep) ; 
tc(inputfilep) ; 
nputbytes[7]=ascii2bin(charl,char2) ; 


tc(inputfilep) ; 
tc(inputfilep); 
inputbytes[6]=ascii2bin(charl,char2) ; 
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(linepos==63) ) 


l, 
l, 


myfilename) ; 


inputbytes[2], 
inputbytes[6], 


inputbytes [3] 
inputbytes[7] 


) 


v 








qgqawgraagqgradaagraadawaraadaaraaagraadaagertaa 


harl=ge 
har2=ge 


harl=ge 
har2=ge 


harl=ge 
har2=ge 
nputbytes [3 
etc (inputfilep) ; 
tc (input fil 
tc (input fil 


harl=ge 
har2=ge 
nputbytes [2 
etc (inputfilep) ; 
tc (input fil 
tc (input fil 


harl=ge 
har2=ge 
nputbytes[5 
etc (inputfilep) ; 
tc (input fil 
tc (input fil 


harl=ge 
har2=ge 
nputbytes [4 
etc (inputfilep) ; 
tc (input fil 
tc (input fil 


harl=ge 
har2=ge 
nputbytes[7 
etc (inputfilep) ; 
tc (input fil 
tc (input fil 


harl=ge 
har2=ge 
inputbytes [6 


split(); 











getc(inputfilep) ; 


/*getc(inputfilep); */ 
/* iff ((linecnt==0) && (linepos==62) ) 
{ 
printf ("data is %x %x %x Sx %x 
inputbytes[0], inputbytes 
inputbytes[4], inputbytes 
} 
xy 
split(); 
/* for (i=1; i<NUMBYTES; i++) 
{ 
inputbytes[i]=getc(inputfilep) ; 
if (inputbytes[i]==EOF) 
{ 
inputbytes [i] =0; 
fileend=1; 
} 
} 
* 
} 
else 


tc (input fil 
tc (input fil 
nputbytes[1l]=ascii2bin(charl,char2) ; 
etc (inputfilep) ; 
tc (input fil 
tc (input fil 
nputbytes[0]=ascii2bin(charl,char2) ; 
etc (inputfilep) ; 
tc (input fil 
tc (input fil 








lep) ; 
lep) ; 


lep) ; 
lep) ; 


Lep); 
Lep); 
=ascii2bin(charl,char2) ; 


Lep); 
Lep); 
=ascii2bin(charl,char2) ; 


Lep); 
Lep); 
=ascii2bin(charl,char2) ; 


Lep); 
Lep); 
=ascii2bin(charl,char2) ; 


Lep); 
Lep); 
=ascii2bin(charl,char2) ; 


Lep); 
Lep); 
=ascii2bin(charl,char2) ; 
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l, 
l, 


inputbytes[2], 
inputbytes[6], 


inputbytes [3] 
inputbytes[7] 


) 


v 


fileend=1; 
} 
} 
/* printf("linepos is %d\n\r",linepos); */ 
writelines(); 


exit (0); 
} 


int split () 
{ 
ANG 22.53 
unsigned 
unsigned 
unsigned 
unsigned 


short 
short 
short 
short 


mywords [NUMWORDS]; 
mymask; 

curchar; 

pl22]; 


/* change bytes to word */ 


for (i=0; 1<NUMWORDS; i++) 
{ 
mywords [i]J=((inputbytes[ (1+ (i*2))])<<8) 
} 


mymask=0x1; 


for (i=0;1i<16; i++) 
{ 
curchar=0; 
for (j=3; j>(-1)735--) 
{ 
if ((mywords [J] 
{ 


& mymask) !=0) 


curchar = curchar | Oxl; 
} 

if (3>0) 
{ 


curchar=curchar << 1; 


} 


if(curchar < 10) 
curchar = curchar + 0x30; 
else 
curchar = curchar + 0x41 - 10; 





myputc(curchar,i); 


mymask=mymask << 1; 


} 


for (1=16;1<22; i++) 
{ 
p[i]=0; 
} 
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((inputbytes[(i*2)])); 


for (i=3; i>(-1);1i--) 


{ 
mymask=0x1; 


for (j=0; J<16; j++) 
{ 


if((mymask & mywords[i]) !=0) 
{ 
if((j==0) ITI (3==1) II (j==3 
|| (j==10 [ -€g==21T) U1 4 


p[l6j=p[16] * (0x1); 





pll7J=p[17] * (0x1); 





pl2lj=p[21] * (0x1); 





mymask=mymask << 1; 


mymask=0x1; 


for (j=16; j<21; j++) 
{ 
if((p[j] & mymask) !=0) 
{ 
pl[2l]=p[21] * (0x1); 
} 
} 


if(i>0) { 
for (j=16; 3<22; j++) 
{ 
pljjJ=plj] << 1; 

} 
} 

} 

for (i=16;1<22;i++) 

{ 
myputc(bin2ascii(p[i]),i); 

} 


linepos--; 
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} 


void myputc(unsigned char mychar, 
{ 
if(linepos < 0) 
{ 
/* flush buffer to files */ 
writelines(); 
linepos = 63; 
clearlines(); 


} 


outputhex[mybin] [linepos]=mychar; 


} 


void writelines() 


{ 


ATE. SL gi ale 


for (i=0; 1<NUMOUTPUT; i++) 
{ 


fprintf (outputfile,"defparam ram%d.INIT_%02X 








for (j=0; J<HEXPERLINE; j++) 
{ 











int mybin) 


putc (outputhex[i] [j],outputfile); 


} 
fprintf (outputfile,";\n"); 
} 


linecnt++; 


} 


void clearlines() 


{ 
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for (i=0; 1<NUMOUTPUT; i++) 
{ 
for (j=0; J<HEXPERLINE; j++) 
{ 

















outputhex [i] [j3]=0x30; 
} 


/* charl is the high 4 bits */ 
unsigned char ascii2bin(int charl, 


{ 


unsigned char i; 





i=0; 

if (charl == EOF) 
return 0; 

if (char2 == EOF) 


return 0; 


int char2) 


if (charl < 0x41) /* 0x41 = ASCII A */ 


{ 
i=(charl —- 0x30); 
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256'h",i,linecnt); 


else 
i=(charl —- 0x41 + 10); 


i=i << 4; 
if (char2 < 0x41) /* 0x41 = ASCII A */ 


i=i+(char2 —- 0x30); 
else 


i=i+(char2 - 0x41 + 10); 





return i; 


} 


unsigned char bin2ascii(unsigned char myint) 


{ 


unsigned char i; 


if(myint > 15) 
printf ("Sd",myint) ; 
if (myint < 10) 
{i = myint + 0x30; } 
else 
{i = myint + 0x41 - 10; } 
return i; 


B. LIBXR16.C 


/* 
* libxrl6.c -- minimal xrl6 runtime library 

* 

* Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 

* The contents of this file are subject to the XSOC License Agreement; 
* 


you may not use this file except in compliance with this Agreement. 
* See the LICENSE file. 

f/ 

/* modified 08/25/2008 by David Dwiggins */ 














typedef unsigned Word; 


extern int main(); 
extern Word -_end; 


void _zeromem() ; 
Word* _tos(); 


/* Processor reset: zero memory and call main. 

aed 

int _reset() { 

/* 08/25/2008 ded, comment out zeromem. BRAM already in a known state*/ 
/* _zeromem(); */ 





main(); 
/* dynamic halt */ 
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} 


/* Reset memory to consistent known state. 


*/ 
void _zeromem() { 
Word* p = &_end; 
Word* end = _tos(); 


for (; p < end; ++tp) 
*p = 0; 
} 





/* Interrupts have not been tested. 
ef} 
int _interrupt() { 
return 0; 


} 


/* Too clever way to return address of approximately the top of stack; 
* ignore compiler warning on returning address of argument. 
*/ 
Word* _tos(Word arg) { 
return. arg; 


} 


/* Multiply unsigned times unsigned. 


ef 
unsigned mulu2(unsigned a, unsigned b) { 
unsigned w = 0; 
for (; aj a >>= 1) { 
if (a&l) w += b; 
b <<= 1; 


} 


return w; 


} 


/* This must be the last symbol in the last module "linked" into the load 
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APPENDIX D: ASSEMBLY FILES 


This appendix contains the assembly file reset.s used by the linker when 
generating an XSOC binary file. Reset.s initializes the stack and also contains the 


interrupt service routine. 


A. RESET.S 


; reset.s -- minimal xrl6 runtime library startup 


; Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 

; The contents of this file are subject to the XSOC License Agreement; 
; you may not use this file except in compliance with this Agreement. 
; See the LICENSE file. 














; This file must be assembled first, so that reset and interrupt receive 
; the correct addresses: 

; 0000 reset vector 

; 0010 interrupt vector; interrupts are untested 


; tabs=4 


global __reset 
global __interrupt 
global _mulu2 


align 16 
reset: 
; perhaps should zero all regs 
; 08/01/2008 ded 
; stack pointer set at last word in 8k memory 
; for CFIP 
lea sp,0Oxlffe 
j __reset 


align 16 

interrupt: 
; save registers 
sw rl,saveregs+t2 
lea rl,saveregs 
sw r2,4(r1) 
sw r3,6(r1) 
sw r4,8(r1) 
sw r5,10(r1 
sw r6,12 ( 
sw r7,14(r 
sw r8,16(r 
sw r9,18(r 
sw r10, 20 ( 
sw rll, 22 ( 
sw 112,24 ( 

sw r13,26( 

; v1l4 is the (reserved) interrupt return address 

sw r15,30(r1) 
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; use interrupted function's stack 
call __interrupt 


; reload registers 

lea rl,saveregs 

jlw r2,4(r1) |; modified 08/31/2008 ded 
;lw r3,6(4r1) ; add int ack 

lw r4,8(rl1 
lw r5,10(r1 
lw r6,12(r1 





lw 113,26 ( 
; rl14 is the (reserved) interrupt return address 

lw r15,30(rl) ; unnecessary but doesn't hurt to be sure 
lea r3,0xff70 ; interrupt controller at ID 3 +10h 

addi r2,r0,1 

sb r2,0(4r3) ; write a 1 to the ack register 

lw r2,4(r1) 

lw r3,6(r1) 

lw rl,saveregst2 








; return from interrupt 
reti 


saveregs: 
bss 32 
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APPENDIX E: XSOC LICENSE AGREEMENT 


This appendix contains the XSOC License Agreement. The CFTP 
microcontroller is built upon XSOC; its use requires acceptance of the XSOC License 


Agreement. 





XSOC License Agreement Version 1.0 
Copyright (C) 1999, 2000, Gray Research LLC. All rights reserved. 








This is a legal agreement between You and Gray Research LLC. 

By accepting, receiving, and/or using the Work, as defined below, you 
are agreeing to be bound by the terms of this Agreement. If you do not 
agree to the terms of this Agreement, no license in the Work is granted, 
and you must destroy, delete or otherwise remove your copy of the Work 
and any portion thereof. 





INTRODUCTION. 





The XSOC Project is a collection of experimental hardware and software 
designs and specifications, cited in the Circuit Cellar magazine series, 
"Building a RISC System in an FPGA", and providing an example for the 
noble purpose of teaching computer design. 














DEFINITIONS. 

1. The "Company" is Gray Research LLC. 

2. The "Web Site" is on the World Wide Web at http://www.fpgacpu.org, 
or at such other location as Gray Research may designate from time 
to time. 

3. "You" specifies your person, company, or educational institution. 

4. The "Work" consists of the "Sources" (the documentation, 


specifications, schematics, source code, and scripts that comprise 
the preferred editable representation of the XSOC Project), together 
with the "Outputs" derived from these Sources, including any program 
binaries, programmable logic device configuration data, net lists, 
mask works, and any derivative work based on the foregoing. 














5. An "Excerpt" of the Work is a portion of the Sources, consisting of: 
a) if schematics, up to two original schematic sheets; 
b) if source code, up to fifty lines of original source code. 
c) if neither schematics nor source code, up to two original pages. 





TERMS OF GRANT. 





The Company grants you a revocable, non-exclusive, royalty-free, and 
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non-transferabl license to use, modify, copy, and distribute the Work 
subject to the following terms and conditions. 














J You shall only use and modify the Work for non-commercial 
educational 

and research purposes. You shall not use the Work in any 
application 

where failure or error could endanger life or property. You shall 

not use the Work in a commercial product. You shall not modify the 


Work to derive a processor design whose instruction set semantics or 
binary instruction encoding is substantially compatible with any 
commercially available processor or processor design. 








2. You may distribute copies of this entire Work (all files, without 
modification) provided you do so free of charge. 





3s You may distribute an Excerpt or a modification to an Excerpt 
provided 
you do so free of charge, you include this license, and you clearly 
indicate and document the Excerpt as such, and/or your modifications 
of the Work. 





4. With the exception of uses permitted in terms 1-3, you shall not 
otherwise use, modify, copy, or distribute the Work without the 
prior written consent of the Company. In particular, you shall not 
distribute a modified version of the Work via the internet or by 
other means. 





5. If any portion of the Work becomes the subject of a claim of 
infringement, Company may unilaterally revoke this agreement and any 
license in the Work granted herein by posting such notice at the 
Web Site. If the Web Site is or becomes inaccessible, it is your 
responsibility to use reasonable means to contact the Company in 
order to determine the status of this Agreement or any revocation 
of this Agreement. 


6. All copies and distributions of the Work must include the above 
copyright notice and this Agreement in its entirety. 


7. This Agreement will terminate immediately upon your failure to 
comply 
with any term or condition of this Agreement. Upon termination 


of this Agrement, you shall make no further use of the Work and 

you shall destroy all copies of the Work in your possession. 

The Company shall be entitled to any and all remedies at law and 

equity, including injunctive relief, for any breach of this 
Agreement 

by you. You agree to indemnify and hold the Company, its officers, 

directors, and affiliates, harmless from all claims, damages, and 
liabilities resulting from or incident to any use of the work by 














you. 








8. The license herein granted in the Work is and shall remain 
unilaterally revocable by the Company or its successors in interest 
in the Work. 
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9. You agree that any litigation arising under this agreement or in any 
way relating to this work shall be brought within the State of 
Washington, and you waive any objection as to venue or jurisdiction 

of 
any court located in that State. The governing law of this 

agreement 
shall be that of the State of Washington, exclusive of its choice 
of law principles. 





NO WARRANTY. 








THE WORK IS PROVIDED UNDER THIS LICENSE ON AN "AS IS" BASIS, WITHOUT 
WARRANTY OF ANY KIND, BITHER EXPRESS OR IMPLIED. THE COMPANY 
SPECIFICALLY 
DISCLAIMS ANY WARRANTY THAT THE WORK IS FR 
FIT FOR A PARTICULAR PURPOSE, OR NON-INFRINGING. THE COMPANY DOES NOT 
WARRANT THAT THIS WORK IS ERROR FREE OR THAT DEFECTS WILL BE CORRECTED. 
USE AT YOUR OWN SOLE RISK. NO ORAL OR WRITTEN INFORMATION GIVEN BY THE 
COMPANY OR ITS REPRESENTATIVES SHALL CREATE A WARRANTY INCONSISTENT WITH 
Ei R 
H 






































BE OF DEFECTS, MERCHANTABLE, 











E 






















































































THIS AGRE D NO CIRCUMSTANCES SHALL THE COMPANY BE LIABLE TO 
YOU OR OTHERS FOR DAMAGES OF ANY KIND ARISING FROM ANY USE OF THIS WORK, 
EVEN IF ADVISED OF POSSIBILITY OF SUCH DAMAGE. NO USE OF THIS WORK IS 
AUTHORIZED EXCEPT UNDER THIS DISCLAIME 




















































































































CONTACT INFORMATION. 


Jan Gray 

President, Gray Research LLC 
P.O. Box 6156 

Bellevue, WA 

98008-1156 

email: xsoc@fpgacpu.org 
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